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Figure 11. Russell Street Bridge - Phase II, 2020 Inspection - Typical transverse cracks (arrows) in 
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Figure 16. Garrison Bridge - 2020 inspection - Deck topside showing a cluster of fine transverse 
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Figure 22. Capitol-Cedar Bridge Phase | (NB) - Typical deck underside transverse cracks at arrows 
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Figure 30. Bonner Bridge Phase | (EB) - 2019 inspection - Typical deck topside transverse cracks, 
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Figure 44. Underside of Rarus Structures - Silver Bow Creek - Bridge C - 2020 inspection, Span 3; 
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Figure 48. West Laurel Interchange - Phase | - 2020 inspection - Placement 2. Typical transverse crack 
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Figure 51. West Laurel Interchange - Phase II - 2020 inspection - Placement 2. Typical transverse crack 


at arrows. Red oval indicates an area with intersecting CrACKS. .....csecsssseessseeerssesessnsecsseteessntecssnecesnteesnntesssneeseneeten 83 
Figure 52. Deck placement time vs crack density. Each error bar indicates tone standard deviation........... 89 
Figure 53. Deck placement time vs crack severity. Each error bar indicates tone standard deviation.......... 89 


Figure 54. Curing temperature data without heating. Capitol-Cedar Bridge Phase II (SB), Placement 5, 
SOUT SEMSOP |GCAEL OM as aasdecesccczecossescesecesssescavnssasscvwscossesedsevaasesoayeusasesesssscaseasitdayetowsseonsenazespdanbeeszessasessanebussndvannesnesesenpaurouanuiannistie 91 
Figure 55. Curing temperature data with heating hoses on top of concrete. Russell Street Bridge 

Phase | (NB), Placement 1, sensor location 3. Arrow indicates unusually high temperatures in one 


concrete sensor, possibly due to UNEVEN HeatinG..........rseccsesescsssssccsessecseseecssseeecsnecesssssseneresenssecesssseesssseesserecesssecesnnecseneseres 91 
Figure 56. AT ca VS Crack Density/SeVerity.......csssscsssscsssesecsssecssnecssnscessseessssessneessneersnessueecssuecssumeessnseessnneesnneesaneensneees 93 
Figure 57. ATcc VS Crack Density/S@Verity.......secsescsssssssessssssesseescssssssnesssssessscesnscesnseesnssesusessuscesnsessussesnecsuessaneessueesnneessseesnesesness 93 
Figure 58. Deck Thickness vs Crack Density. Each data point represents ON€ DIidGe. ........csseeccsseecsseeecsseeeeesneees 95 
Figure 59. Deck Thickness vs Crack Severity. Each data point represents ON€ Bridge. uu... .seeccsssecsseeecrseteessneees 95 


Figure 60. Number of fixed bearings vs Crack Density. Each error bar indicate tone standard 
VAN I cece sce ccsean acess ecscesensteceucecbecxs esto revestceeseteyDocczcetenenneens epee zs ecesdecnesane avesastoncee na eerseanduevesunsensetstdeartdueecemesestenesstanaernateneeeess 96 


Figure 61. Number of fixed bearings vs Crack Severity. Each error bar indicate tone standard 


LVN OI cece caree gan oseepetsvas eves acacegntsesccusassuoseeandicaacessare a zecouasetvanntevauaqnaveaccrbaasdiostesrtivent aden nemeaannan ner aaaensee iaseeiameaads 96 
Figure 62. Span Support Condition vs Crack Density. Each error bar indicate tone standard deviation......98 
Figure 63. Span Support Condition vs Crack Severity. Each error bar indicate tone standard deviation.....98 
Figure 64. Span Length vs Crack Density. Each error bar indicate tone standard deviation. .........ecseceeee 99 
Figure 65. Span Length vs Crack Severity. Each error bar indicate tone standard deviation. ...0....eecsecreee 99 


Figure 66. Deck Placement Location vs Crack Density. Each error bar indicate tone standard 
(LW VAN Ue css cscs casean dea veasnss-cencetece anu tevedetscasesteenndeptegeesnccesetctleest lvgesvetesd ness eseveaundusvecriatevsss td acnsenetecesentearnatsearvearteeneseeenaeteansetess 101 


FINAL REPORT | WJE No. 2019.2214 | OCTOBER 6, 2021 Page xii 


Bridge Deck Cracking Evaluation 
Final Report 


Figure 67. Deck Placement Location vs Crack Severity. Each error bar indicate tone standard 
VLAN ce ceseeesceccsensvas sees scene ebeeccenp ace sseusrevevesseousenpevessaeeusecedeenp tay Seowestaenascarauscrecagseceersneeeyiase acetueeteseeanneereiions cet ebeemeasieetaaeee nesters 101 


Figure 68. Deck Placement Length vs Crack Density. Each error bar indicate tone standard deviation.....102 


Figure 69. Deck Placement Length vs Crack Severity. Each error bar indicate tone standard deviation....102 


Figure 70. Placement Sequence (Placement 7 Highlighted). ..........esssssessssscssseesssseeessstecesseessnseeesssecessneeessneessneeetsnes 106 
Figure 71. Placement 7, four instrumentation locations as indicated Dy Cots... ...eecsssssesssseessnesesneesseesesneesseeeeees 106 
Figure 72. Typical instrumentation at Cach MONItOFING LOCATION. oe sesssesscssstecesstecssstecssetecssneeesnsecessseeessnecesneeetsees 107 
Figure 73. Elevation view of installed vibrating wire strain gages at three Cepths. ou... eesssesccsseeeessetecrsnteersnee 108 
Figure 74. Elevation view of installed relative humidity probes and thermocouples. ........csssscsssecesseteersneeersees 108 
Figure 75. Concrete being deposited around WJE sensor location and SAMPIING. ..........ssscsssecesseeesseteeesneeeeees 110 
Figure 76. Concrete placement, finishing, ANG CULING PrOCECULES. .......sesssesecssssecsnsecssetecsseteessnteeesnecesneteessnecssneetsnes 111 


Figure 77. The finished surface of the concrete showing some surface voids, and difficulty closing of 
1a (=ae1 6 | i (= en ne rn rrr nn i er ne per ee ene ee 111 


Figure 78. Ambient and internal deck concrete temperatures measured at Location No. 4, early 
SSCS ESTO LOO ie sacar sc caca re etc ace cceecececnevencsuvecoesepeseersvntvsencaetoena doe varesaet are oeind eee esstaaniea reoeeseasent en eecsneseeeoemen ee 113 


Figure 79. Graph shows the ambient and internal concrete relative humidity measurements at 


LOCAUOM-A GUI SAMY VUMSS scssssetcinsevnscstenrnasnssenescstnsnccnneasnssassdendassvowneshusssanensearedavdeeyacepdeusnceodengncaudernsapateecshSaesneevteersavteepeansteae 114 
Figure 80. Compressive Strength and Modulus of Elasticity Versus AQ@. .....scssssesssssecssssecssnecesnecesseteessnecssneetsaes 116 
Figure 81. Compressive and Splitting Tensile Strength versus AGE. .......sssscssssecsssecsseiecsssiecssnecssnseesssnseessnecssneetsnes 117 
Figure 82. Drying shrinkage measurements after 5- and 14-days of moist cure (ASTM C157)... 118 


Figure 83. Concrete specific creep measured under unsealed conditions after loading at 5, 28 and 90 
days. 14-day specific creep was interpolated and shown on this graph, with the need to use this data 


TI EEVS: FE PAO CSI Gs sasssccassscveseseesvevecancossacnesenetenasssiovescnndevasensaynsavencouasstssenessSuasnussenareieapevssapessunscvaeastoasaecebaadatsasesttaaananstearntevseenceasinte 120 
Figure 84. Drying shrinkage measured on companion cylinders (control) for creep testing (ASTM 

12) sorseeaetes eesrneesieapSeesseanctereseadecrsauteeeqndsetsaredssateredeadeeguensssavucesdsavetersnadeeesdiacateradecacstdatedtpetatetaetiaustatterausrdiguaummeareteeataeeer paatenater 121 
Figure 85. Modeled bridge cross-section, an excerpt from Drawing No. 23386. ......ssessssccsscesseseesseeecssneessnes 124 


Figure 86. Framing plan excerpt from Drawing No. 23371 (top) and framing plan in the FE model 
(EDIT) acs cee scenes te tecszccscesetuscecretcsseceesstasvuccrsecsucesdesussvezcrasseecaa ssuuscy¥+aucexecrarsuneueyneascesecsasesdecandssexecuecseevneseyseuesteecyueeensspneueteernesesers 125 


Figure 87. Finite element mesh of the girders modeled with shell elements and cross framings 
MOGeEled with Beam |SleMeMmts: saaccaseasnssscccrsserseossesnusepneeyteersssszeenussydoasuesedes nesseocauevepeneeapddayacepgagacapsecrneasdee ceeshous peesttartensneneuaninns 126 


Figure 88. Finite element mesh of the bridge deck and girder, refined mesh at Pour 7 region with 


transition to Coarse MeSH ElSCWhETE. .........seecsseecsseesssesesseecsnesesnseesnscesnsecsneccsnsessnsessncessseessscessseesnecesuseesussesueessuesssutesseeeesetecneeees 127 
Figure 89. Reinforcing steel modeled with truss elements ONly iN POUL 7. ....essssesssssecssstecssstecesnecesssteessstecrsneetsnes 127 
Figure 90. Excerpts from Drawing No. 23368, 23369, and 23370 show bearing details at Bents No. 1 

and 5 (left), Pier No. 2 and 4 (center), and Pier No. 3 (riQGht). .....esseessssssssssssssesseeesseeessseessesessseessecesneeesnesenneeesnesenneessneees 128 
Figure 91. Side-view of the FE model boundary conditions showing pin and roller conditions at bents 

ELINA ISIS. cvsss costa spesecenc da Saccsczteasadecaasessaduntesaeshctsssosoasastosassnceseccnsdusnoveteneaaiadoansbeoyosacosctosaasas hbessatlussdealsnetsa@ibaaiaesefeanneuesninaeeseaenoeaas 128 
Figure 92. Calibrated creep compliance in the Abaqus model at different CONCrete AGES..........esecsseecsseteeeeees 131 


FINAL REPORT | WJE No. 2019.2214 | OCTOBER 6, 2021 Page xiii 


Bridge Deck Cracking Evaluation 
Final Report 


Figure 93. 36-hour time-frame showing through-thickness concrete and ambient temperature 
recordings at four locations in placement No. 7 to be used in FE Model Validation. ........eseecsssesecsseecssneeessnes 133 


Figure 94. Thermal strain difference calculated by FE model compared with average field strain gauge 
readings (Gages 1-1, 1-2, and 1-3), tensile 1S POSITIVE... eeesseecsseessseesseessssescssecssscesnsccsnsecsuseeseseesucessueecsueessnecssseeeaecsiees 134 


Figure 95. Case 1 and Case 2 diurnal temperature cycles focusing on effects due to maximum 
temperature drop. A to G represent deck top to bottom, reSPECtiVEly. oo... ..eecssecssecsseeccsseeessueeesneteessnteessneeees 136 


Figure 96. Longitudinal stress contours are shown for Pour 7 at 35 hours at the warmest afternoon 
times. The stress unit is ksi with positive indicating tensile Stress... csssscssssessssecssetecssntecssneesssseessseeeessneessneeetes 137 


Figure 97. Longitudinal stress contours are shown for Pour 7 at 60 hours at the coldest night times. 
The stress unit is ksi with positive indicating tensile Stress... essssecssseecsssscssnecessseessstecsssecssneeesnueecsnueeessneessneetes 137 


Figure 98. Average cross-sectional longitudinal stress is shown for Case 1 and Case 2. The stress unit 
is ksi with positive Indicating tensile StreSS. ou... secsssecssseeessesecssetecssntecssssecessueessseessneessutecsneteesseteessneessnnecessetectaneetsaes 138 


Figure 99. Case 3 and Case 4 diurnal temperature cycles focusing on effects due to maximum 
temperature rise. A to G represent deck top to DOttoM, reSPECtiVElY. .0.....eecsecccsseessetecssetecssnteessneeesseteessnteersnetetes 139 


Figure 100. Longitudinal stress contours are shown for Pour 7 at 45 hours at the coldest morning 
hours. The stress unit is ksi with negative indicating COMPFeSSiVe StrESS.......ssecssssecsseteessetecesntecesneeeesseteersneetsnes 140 


Figure 101. Longitudinal stress contours are shown for Pour 7 at 58 hours at the warmest afternoon 
times. The stress unit is ksi with positive indicating tensile Stress... sssscssssesssseesseteesssecssneessnteesneteesseteersneetes 141 


Figure 102. Average cross-sectional longitudinal stress shown for Case 3 and Case 4. Stress unit is ksi 
With positive indicating tensile StreSS. 0... cssesecssssessssessssteesssteessneesssseecssseessneessuseessneessuuessnutecssnecssnieessneeesneteessnteetsneeetes 142 


Figure 103. Estimated drying shrinkage strain profile of the bridge deck converted to equivalent 
temperature to. be. Used Imthe. FE MOC! ssssssissecssssssscsrsssdecssesssscsste sve sopteesvurdessasssdesnsecrttbassnvesensibveshvastesnnesutastiesatesnnesvianestes 143 


Figure 104. Longitudinal stress contours are shown for Pour 7 after simulating 150 days of drying 
shrinkage. The stress unit is ksi with positive indicating tensile StreSS. .......sssssessssecssetecssetecessecesnueeessuteessnecesneees 143 


Figure 105. Predicted average longitudinal stress is shown for the uniform shrinkage load case (Case 
5). The stress unit is ksi with positive indicating tensile Stress... sssssssssccssssscssessccsesssesssssesssccesssssesssssecsssesesnesesenee 144 


Figure 106. Deck cross-sectional and ambient RH variation recorded in early JUNG 2020. .......sesecsseeecsseeeceeees 145 


Figure 107. Longitudinal stress contours are shown for Pour 7 before and after a rain event. The stress 
unit is ksi with positive Indicating tensile Stress... csessscsessscsssssesssesesseseccsssecessnscecsesssesssecenssecesssseessssessssseeessnecsenssesenee 146 


Figure 108. Predicted average longitudinal stress is shown for the nonuniform RH gradient load case 
(Case 6). The stress unit is ksi with positive indicating tensile StrOSS.......csssecsssscssssecsseteessetecesnecesneeeessueecssneetsnee 146 


Figure 109. Deck cross-sectional RH and temperature variation recorded in early June 2020. The red 
line indicates the starting point of the analysis Case 7 where a zero stress state was aSSUMEC. .........eeeeees 147 


Figure 110. Predicted average longitudinal stress is shown for the combined nonuniform RH and 
temperature gradient load case (Case 7). The stress unit is ksi with positive indicating tensile stress. .......148 


Figure 111. Case 1 and Case 2 concrete cross-sectional temperature cycles for summer placement 
scenarios. A to G represent deck top to DOttOM, reSPECTIVELY. ......eccsescccsesecssstscssntsecsneeecssetecssstecsssecesnnecessneeessneetsneees 150 


FINAL REPORT | WJE No. 2019.2214 | OCTOBER 6, 2021 Page xiv 


Bridge Deck Cracking Evaluation 
Final Report 


Figure 112. Average cross-sectional longitudinal stress is shown for short-term analysis Case 1 and 

Case 2. The stress unit is ksi with positive indicating tensile Stress... essssssssscssssesssetecsssecesneeesneeessuesessneessneees 151 
Figure 113. Case 3 (top) and Case 4 (bottom) concrete cross-sectional temperature cycles for winter 
placement. A to G represent deck top to DOttOM, reSPECTIVELY......eeeccsssecssetecssnescessetecssetecssuecssnecesnueeessuecssneetsnee 152 
Figure 114. Average cross-sectional longitudinal stress is shown for early-age analysis Case 3. (top) 

and Case 4 (bottom) The stress unit is ksi with negative indicating COMPFeSSiVE StIESS. ......ssccssesecsseteceeneees 154 
Figure 115. Average cross-sectional longitudinal stress is shown for different degree of restraints at 

the top, center, and bottom of deck cross section. The stress unit is ksi with positive indicating tensile 
SUMS S hes ets c asta ze cig teaatasnssacsecasrsstssacia teases sasucussoovescecsosusccsss sec otaapasseasscuassstontcuassseasuasooatvattoneaneantessesatimscatniszernens tea nsigeeMeearetecraers 156 
Figure 116. Average cross-sectional longitudinal stress is shown for different deck thicknesses at the 

top, center, and bottom of deck cross section. The stress unit is ksi with positive indicating tensile 


FINAL REPORT | WJE No. 2019.2214 | OCTOBER 6, 2021 Page xv 


Bridge Deck Cracking Evaluation 
Final Report 


LIST OF TABLES 

Table 1. Summary of Factors Affecting Bridge Deck Cracking.........sscsssssecsssscssnsessnsecssntecsseteessneessntessneteessnteersneeersees 28 
Table: 2. Liston IMspected Bria OS s:-sezssssszccesze.ccsss2s-sscesto.aceesassaczsssanssuasacodssateaedencaasstedeasoeaacentseaatitadeiaianeeiouusieniiaiainiaaioce 30 
Table 3. Mix Designs for Concrete Decks (pounds per cubic yard unless otherwise noted) «00... essere 32 
Table 4. Color codes for crack density and crack severity for deck topside data... .scssssesssseesseeesseteersneeerenes 84 
Table 5. Crack Data Summary - Russell Street Bridge - Phase | (NB) Topside - 2019 inspection... 84 
Table 6. Crack Data Summary - Russell Street Bridge - Phase | (NB) Underside - 2020 inspection.............. 85 
Table 7. Crack Data Summary - Russell Street Bridge - Phase II (SB) Underside - 2020 inspection................ 85 
Table 8. Crack Data Summary - Capitol Cedar Bridge - Phase | (NB) Topside - 2019 inspection... 85 
Table 9. Crack Data Summary - Capitol Cedar Bridge - Phase II (NB) Topside - 2019 inspection... 85 
Table 10. Crack Data Summary - Bonner Bridge - Phase | (EB) Topside - 2019 insSpectiOn.........ecssecssseceeees 85 
Table 11. Crack Data Summary - Bonner Bridge- Phase | (EB) Topside - 2020 inspection... 86 
Table 12. Crack Data Summary - Phase II - Bonner Bridge (WB) Topside - 2019 INSPeCtION 00... eeesseecssseeceeeee 86 
Table 13. Crack Data Summary - West Laurel Bridge - Phase | (EB) Topside - 2019 inspection .........ceecsees 86 
Table 14. Crack Data Summary - West Laurel Bridge - Phase | (EB) Underside - 2020 inspection...............0 87 
Table 15. Crack Data Summary - Rarus/Silver Bow Creek Bridge D Underside - 2020 inspection................06 87 
Table 16. Crack Data Summarized by Deck Placement Time...........ssssssssssssccsessscsessscsesesenssesenssseesssseessssecesssecesnseceenesesenee 88 
Table 17. Cracking and Temperature Data by Deck Place@Ment........eesseessssessssesssseessnesesnecesneeesnecesneeesneecsneessneesnneesneesnees 92 
Table 18. Summary of Crack Data Tor Each: Bre vscsccsssssssscsccnnssssssuecavusenzcevecans ayscenecaransoscnnataansscceeldsavsnevecainenseeetannioneanne 94 
Table 19.:Grack Data Summary By Bearing Ty Pe sscssscsccissasscssecsssssssnosecsnnsaszcevecaneseyecenusavsnasscsnneasnssuseanndepnsouecanseauneenseartaaveesnns 97 
Table 20. Crack Data Summary by Deck Placement LOCAatION .......eeessseesssssescssnecesseteesnstecesntecesnseessnseecsnsecssneessneetes 100 
Table 21. Summary of Overall Visual Rating and Cracking COndition 0... secssssessseseessetecssneeessseeesseeeessneessneeees 104 
Table 22. The As-Built Depths of Each Installed Semsor..........sssesscsssssscsssseccsesssesessscsssescnssscesssseesssseessssecessseceensseseneseses 107 
Table.23.Conerete: Plastic Testing: Date cc. cictessccceuecsnusezesnijapeanssteavssonsuesartatnstescnanteactetavescchonceriehant waning carenepoanecedeateevele 109 
Table 24. Concrete Mixture Proportions - Pioneer Ready Mix Designation “Mix MDT 1.5 DECK2"............... 110 
Table,.25. Concrete: Plastic Properties: sis.sccscccisvssccctuccsnussazesetesajeovsstosssoreussoreusvecensebnesasietuscagtvugconsebuneosesstnsosetevoceslvuneceuseattaccers 115 
Table,26. Strength: Properties atic Maturity cus. ciccsccscnsscccsesessscoscsyensacsutesscocestuscescestesancteeusectbyescensnsovssytosencretecertuduscenceasttuctors 116 
Table 27. Drying Shrinkage Measurements ........scssscsssessstessesecssssesetecssesesncessnesssseecssecsaseecasecsassesaseeseseesasessueeesetessueeesneerseess 118 
Table 28. Basic Concrete Properties Used in the FE Model... ssesssssssssccsesescsessscssseccssseeessssecssnseecsssesesssscessseneseseres 130 
Table 29. Calibrated Creep Model Material Parameters... csssscssssesssseessssessnsecsnsecsnstesssnecssneessneeesnnteessneensneeetes 130 
Table 30. Load Cases Considered in LONG-Term AnallySis..........sssscssssesssseesssecssneecsnseeesseteessntecssneessnseeessnteessneersneeetes 135 
Table 31. Summary of Parameters Used to Estimate Drying Shrinkage Strain Per ACI 209.0... essere 142 
Table:32..Short=Term Analysis Case Detallsit..cccces.scescscsoscasseseccsunsscssovecantscuzeowecaredansectasascosuncsovespesusestnvengeokseestvugeanseartdactere 148 
Table 33. Cases Considered to Investigate Girder Restraint Effect on Concrete Deck Stress Response......155 
Table 34. Percent Change in Average Stress Due to Varying External Degree of Constraint..........eeceeee 157 


FINAL REPORT | WJE No. 2019.2214 | OCTOBER 6, 2021 Page xvi 


Bridge Deck Cracking Evaluation 
Final Report 


STANDARD CONVERSION CHART 


STANDARD CONVERSION TABLE — ENGLISH TO METRIC 


0.83612736 
0.4046856 
2.59 


VOLUME 
16.387064 
0.0283168 
0.764555 
3.78541 
0.0295735 
2.35974 
MASS 
pounds 0.4535924 
short tons (2000 Ibs) 0.9071848 


PRESSURE AND STRESS 


pounds per square foot 47.8803 
per square inch 6.89476 


pounds per square inch 0.00689476 


DISCHARGE 
cubic feet per second 0.02831 


VELOCITY 
FT/SEC feet per second 0.3048 


INTENSITY 
INR inch per hour 25.4 


FORCE 
pound (force) 4.448222 


POWER 
746.0 


TEMPERATURE 
degrees Fahrenheit ~SX(F-329 _ degrees Celsius 
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Ib/f? = =— pounds per cubic foot 16.01846 kilograms per cubic meter kg/m? 


ACCELERATION 
freefall. standard 9.807 meters per second sc 


TO CONVERT FROM METRIC TO ENGLISH, DIVIDE BY THE ABOVE CONVERSION FACTORS. 
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ITEM 1 - PROBLEM STATEMENT 


Transverse cracking of concrete bridge decks continues to be an issue nationally and for the Montana 
Department of Transportation (MDT) and is a common issue reported among many state departments of 
transportation (DOTs) and other transportation agencies. Numerous recent research projects have 
investigated the possible causes of cracking in bridge decks [1, 2, 3, 4] that continue to add to our 
knowledge and understanding, but cracking still remains a primary problem for many new bridges. In the 
last 25 years with the introduction of concrete mixtures with low water/cement ratios, including high 
performance concrete (HPC), in bridge decks to lower permeability and with the use of finer ground 
cements (to increase early age strength gain and construction schedule), the susceptibility of bridge deck 
cracking has increased, primarily due to the increased volume changes and early age modulus (stiffness) 
development. For these reasons, an increase in cracking potential has been reported by numerous state 
agencies [1, 2, 3, 4, 5, 6]. Cracking commonly leads to a reduction in service life and increased 
maintenance costs, primarily due to accelerated corrosion of reinforcing steel in the deck and substructure 
but occasionally due to structural failure of the deck. Identifying the causes of bridge deck cracking and 
providing prevention methods can be complex and challenging, but it is very important for maintaining 
longevity of the bridge deck. The complexity of transverse bridge deck cracking is created by many 
variables associated with time dependent interactions of the cement hydration chemical reaction, 
differential volumetric movement of the deck concrete, associated interactions with girders, internal 
reinforcing steel, end restraint, and the environment. In addition, deck designs and construction practices 
can further contribute and add to the complexity to the manifestation of transverse bridge deck cracking. 


In its most basic form, the primary driving cause of transverse bridge deck cracking is the restraint of 
volumetric movement. Material degradation mechanisms can cause cracking, but these typically occur at 
later ages and do not cause transverse deck cracking. There are many contributing factors to the volume 
change of the concrete and associated restraint needed for bridge decks to crack; however, the most 
common contributing factors are identified below: 


> Autogenous Shrinkage - Autogenous shrinkage is a reduction in concrete volume due to the 
consumption of water from the capillary pores during cement hydration. Autogenous shrinkage 
manifests itself at very early ages while the concrete is still developing strength, so relatively small 
autogenous deformations may generate relatively large tensile stresses compared to the material's 
tensile strength. Typically, for notable autogenous shrinkage to occur, the concrete must have a water 
to cementitious ratio (w/cm) less than about 0.40 [7]. High-performance concrete (HPC) mixtures with 
w/cm of 0.40 or less and mixes containing fine mineral admixtures, such as silica fume, are especially 
susceptible. As HPC has become more common in the construction of bridge decks, autogenous 
shrinkage and its related cracking have become a greater concern for state DOTs. 


> Temperature Changes - Thermal-induced movements (strains) occur in bridge deck concrete as a 
consequence of cement hydration, daily fluctuations in ambient temperatures and solar radiation. 
Because the process of cement hydration is exothermic, the temperature of the concrete initially 
increases while the concrete is still in a plastic state. After setting, the concrete temperature continues 
to rise until it reaches a peak, typically within the first day or two of placement. As the concrete cools 
from its peak hydration temperature, it will begin to shrink, generating non-linear temperature 
gradients and thermal stresses while the concrete’s tensile strength is still not fully developed. 
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Cracking during this stage may be very narrow and difficult to see, but these very fine, early-age 
cracks provide a weakened plane that can widen and extend due to diurnal temperature changes and 
additional drying. The early implementation of HPC mixes included high paste contents which 
generate more heat of hydration and worsen the cooling effects. One other cause for the increase in 
the incidence of deck cracking in the last 25 years is the gradual changes in portland cement 
chemistry and fineness that result in faster setting and compressive strength gain but also higher heat 
of hydration. Cement producers claim that it is not cost competitive to provide a coarser, low heat 
(Type IV) cement due to the lack of demand and existing silo storage procedures. Therefore, engineers 
are limited to exploring options to mitigate the effects of the currently available cement types. 


The daily fluctuations in ambient temperature also contribute to volumetric movement and 
development of stresses in bridge decks and can be additive to the hydration effects at early ages. 
Daily ambient fluctuations not only cause global expansion and contraction of the bridge 
superstructure but can also cause thermal gradients through the concrete deck which creates stresses 
in the bridge deck. Furthermore, tensile stresses can be caused by the concrete deck wanting to 
contract or expand more than the supporting girders due to the lag effect of the ambient temperature 
changes have on the deck versus the girders and further exacerbated by differences in the coefficient 
of thermal expansion of the girders (steel girders), a key factor. 


> Drying Shrinkage and Differential Drying - Drying shrinkage is a natural process as the concrete 
loses moisture to the environment. The loss of moisture in concrete is a two-phase process. The first 
phase consists of loss of free water due to bleeding, which causes little volumetric movement. 
Inadequate bleeding and high evaporation rates can result in random surface cracks in the plastic 
concrete that are different than the typical transverse cracking being studied. The second phase 
consists of loss of adsorbed water from the concrete, which results in volume change essentially equal 
to the volume of water lost. Drying will continue until the available moisture inside the concrete 
reaches equilibrium with the surroundings. When considering drying shrinkage of bridge decks, not 
only does the bulk volume change have to be considered, but also the volume change caused by 
differential drying. Typically, the exposed surfaces of a bridge deck will dry faster than the center, 
creating a differential drying gradient through the concrete’s thickness. Furthermore, changes in the 
daily ambient relative humidity will exacerbate this condition, another key factor. With daily 
fluctuations in relative humidity, the exposed surface will contract or expand more than the central 
region, creating steeper moisture gradients through the deck thickness. The stresses developed in 
bridge decks resulting from differential drying and changes in ambient relative humidity can be very 
large. 


> Restraint Conditions - The potential for cracking in bridge decks is directly affected by the amount of 
restraint of the concrete. This restraint comes in many forms. For bridge decks, the primary source of 
restraint are composite girders, through stirrups protruding from prestressed concrete girders or 
shear connectors attached to steel girders, and the reinforcing steel which restrains bulk volumetric 
changes in the deck. Because such restraint conditions are largely unavoidable, commonly employed 
crack mitigation methods tend to focus on reducing the effects of volume change mechanisms of the 
concrete not the superstructure restraint. 


In June 2016, MDT noted severe cracking on two bridge decks in the Missoula District along Interstate 90. 
Both bridges exhibited closely spaced transverse cracking through the full thickness of the deck, which led 
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to holes in the deck after small sections of the concrete deck fell through. The decks for these bridges 
were relatively new, having been replaced in 2010 and 2011. Further review of additional bridge decks in 
western Montana by MDT staff revealed widespread transverse cracking in more than 20 additional bridge 
decks constructed within the previous 10 years. 


MDT commissioned WJE in 2016 to investigate the cause(s) of the transverse cracking and provide 
recommendations on mitigation. WJE’s 2016 investigation consisted of a document review, field 
investigations, laboratory evaluations, and simple analytical modeling of the bridge decks. As reported by 
WJE on April 21, 2017, the most prominent cracking feature observed during WJE’s field investigation 
were closely spaced transverse cracks, which subsequent laboratory testing and analytical studies 
indicated that they initiated at very early ages primarily due to thermal changes within the bridge deck; 
additional stresses generated by drying and autogenous shrinkage likely further contributed to crack- 
generating stresses, crack growth and extension in-line with deck reinforcing bars, and eventual deck 
failure. WJE provided recommendations to revise concrete mix design, construction practices, and design 
considerations employed by MDT with the intent of reducing early age transverse cracking. 


Since implementation of the recommendations, MDT personnel reported a notable decrease in early-age 
transverse cracking due to these changes, but MDT then observed later age development of transverse 
cracks in some of their bridge decks resulting in similar, sometimes severe, cracking. Therefore, WJE was 
commissioned to perform additional investigations to further assess the benefits of the previous 
recommendations and to take a focused look at the later age development of transverse cracking. WJE 
implemented a multi-disciplinary approach including literature review, field inspections, bridge 
instrumentation, laboratory evaluations, and finite element modeling as briefly described below: 


> A literature review was performed incorporating most recent research on transverse bridge deck 
cracking with a focus on other DOT's research. The literature review was focused on cause(s) and 
mitigation techniques used for transverse bridge deck cracking. 


> Detailed inspections were performed of recently constructed bridge decks (with implementation of 
WJE’s previous recommendations) to quantify the type, amount, and extent of transverse cracking on 
the decks, and analyze the data for any trends in the cracking severity. As part of this task, WJE 
reviewed available documentation from these recent bridge deck construction projects to review 
which recommendations were implemented, construction practices, concrete mix designs, concrete 
temperature monitoring records, weather data, quality control results, and design drawings. 


> Instrumentation of one bridge deck was performed to monitor internal concrete temperatures, relative 
humidity, and strains. Ambient conditions were also monitored including temperature, relative 
humidity, wind speed, and solar radiation. The goal of the instrumentation was to better understand 
the impact of environmental changes on the internal deck temperatures, relative humidity, and strains. 
The data collected from the instrumentation was also used to validate finite element modeling. The 
Rarus/Silver Bow Creek Structure, Bridge D, located in Butte, Montana was selected for this 
monitoring, and data collection is still ongoing. 


> Laboratory evaluations of the concrete mix design used for the construction of the Rarus/Silver Bow 
Creek Structure, Bridge D, were performed to measure the physical properties of this mix, especially at 
early ages, and to accurately model physical characteristics in the finite element modeling. 
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> Nonlinear finite element (FE) simulations were conducted to help gain further insight into the effect of 
environmental factors and material properties on concrete deck stresses that lead to transverse deck 
cracking and to further refine previous WJE crack-mitigation recommendations. To investigate the 
deck performance, a three-dimensional (3D) finite element model of Rarus/Silver Bow Creek, Bridge D, 
was constructed and analyzed in the general-purpose FE program Abaqus v2020. The finite element 
modeling effort was divided into two broad categories: (1) those related to the early-age concrete 
deck (short-term) performance and (2) those corresponding to aged concrete typically after 90 days of 
placement (long-term). The objective of the FE modeling was to identify the factors that have the 
greatest impact on the maximum tensile stresses within the concrete deck at early or later ages that 
pose the greatest risk to cause transverse cracking. 


ITEM 2 - SUMMARY OF RESEARCH AND RELEVANT FINDINGS 


A summary of the research including relevant findings are presented in the following paragraphs, with 
details of the research included in Item 4.1 through Item 4.5b. The relevant findings are presented as 
important findings to the development of transverse cracking in Montana bridge decks. The details of the 
analyses and supporting documentation for these findings are presented in the specific section. 


Bridge Deck Cracking Inspections (Item 4.4a) 


Field inspection trips were performed on two different occasions to document cracking conditions of 
Montana bridge decks, as detailed in Item 4.4a (page 28). In December of 2019, the first inspection was 
performed on a total of nine bridge decks with the goal to document crack characteristics of bridge decks 
installed with WJE’s previous curing recommendations and to help identify any trends of the cracking 
density relative to deck placement time (month), ambient and concrete temperatures, deck thickness, mix 
designs, bridge bearing type, span length, span bearing type, placement location, and placement length. 
The second site visit was performed in the Summer of 2020 and included 14 bridge decks with the intent 
to document any progression of the cracks noted during the first site visit with additional bridges added 
that might supplement the first field trip. As part of this task, WJE reviewed available documents for each 
inspected bridge related to the construction practices, mix designs, concrete curing temperatures, design 
drawings, weather data, and quality control records. 


A list of inspected bridges is presented in Item 4.4a (page 28) showing location, time of deck placement 
and inspection, and key characteristics of the structure. Although the quantity of bridge decks inspected 
and detailed for cracking characteristics are not statistically sufficient, some potential trends were 
observed in the cracking severity of the inspected bridge decks: 


> Cracking appears to be less severe in decks with greater deck thicknesses, consistent with WJE's 
literature review, previous investigation findings, and finite element modeling (See Item 4.5b, page 
122). 


> The placement of concrete during the winter months, actively heated from the top, is likely a 
contributing factor to transverse cracking severity, (further discussed in the modeling section, Item 
4.5b, page 122). It is likely the concrete temperature gradients through the deck thickness due to 
uneven heating during curing and the temperature differentials between the deck and the girders 
results in early-age transverse cracks, with those cracks further propagating and widening with 
subsequent thermal and moisture changes. These curing conditions were performed on Russel Street 
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Phase | (potentially Phase II as well), as this bridge had some of the most severe cracking density, with 
closely spaced transverse cracking. Alternatively, Rarus/Silver Bow Creek Structure, Bridge D, was cast 
in the winter but heated from the bottom, including the steel girders, and exhibited very little 
transverse deck cracking (further discussed in the modeling section, Item 4.5b, page 122). 


>» Differences in cracking condition between spans and placements within the same bridge were 
observed; however, the trends were not consistent on every bridge deck. At some bridges, placements 
over piers have more severe cracking than those near mid-spans while at other bridges the trend was 
reversed or there was no trend between the two groups of placements. 


> The following factors did not yield any consistent trends in the development of transverse cracking 
severity: bridge bearing type, span length, span bearing type, placement location, and placement 
length. 


> Cracking conditions in 2019 and 2020 were generally similar at most of the bridges without significant 
progression of the cracking. At several bridges, a polymer concrete overlay was placed between the 
two inspections, which prevented observations of the original deck topside in the 2020 inspection and 
altered the exposure condition of the decks. No reflective cracking was noted in the overlays at the 
time of inspection. 


> GPR surveys at transverse crack locations on the topside of the bridge decks indicate that the 
transverse cracks were generally in line with the transverse (topmost) deck reinforcement. 


> Based on observations from both the deck topside and underside, it appears that the majority of 
transverse cracks are through the deck thickness. 


Field Instrumentation and Monitoring (Item 4.4b) 


To achieve a better understanding of the internal concrete temperature, relative humidity, and associated 
strains in Montana bridge decks, WJE instrumented a new bridge deck prior to concrete placement with 
thermocouples, relative humidity probes, and strain gages. The details of the instrumentation plan and 
collected data are presented in Item 4.4b (page 105) and summarized in the following paragraphs. 


The Rarus/Silver Bow Creek Structure, Bridge D, was selected for the instrumentation based on schedule of 
the research plan and location relative to previously observed decks with transverse cracking issues. This 
bridge is located on southbound I-90 and spans over the Silver Bow Creek in Butte, Montana. This bridge 
is a four-span bridge (134, 165, 165, and 134 feet) spanning a total of 598 feet with the bridge deck being 
approximately 40 feet wide and supported by five steel plate girders spaced approximately 8 feet, 6 inches 
on center. The concrete deck thickness is 7.75 inches and is reinforced with stainless steel reinforcement. 
Concrete placement No. 7 was selected for the instrumentation and is located over a pier. 


During the week of November 25 and December 1, 2019, WJE instrumented four locations (1-4) within the 
concrete on Placement No. 7 with locations being at the beginning and end of the concrete placement 
including interior, edge, and perimeter conditions. At each location, WJE embedded five thermocouples 
and three relative humidity probes at varying depths of the deck to obtain the temperature and relative 
humidity profiles. WJE also embedded three vibrating wire strain gages (VWSGs) at each location; one 
near the top and bottom surfaces and one at mid-depth. Field instrumentation also included ambient 
temperature, relative humidity, wind speed, and solar radiation measurements; all of which were powered 
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by a solar panel and battery system. Concrete was placed on December 5, 2019 utilizing winter curing 
methods (immediate application of wetted blankets, plastic sheeting, insultation blankets and heated from 
below). After concrete placement, data from each gage was collected every 5 minutes with accessing and 
downloading of the data performed via wireless modem with cloud-based storage. 


At the date of this report, all installed gages are still being recorded every 5 minutes, and the 
instrumentation has been in-place for a period of 18 months. The data collected from the field 
instrumentation was used to provide a better understanding of the effect of environmental conditions on 
the temperature and relative humidity profiles and associated strains. The data was also used to validate 
finite element modeling (FEM) efforts (See Item 4.5b, page 105). The following relevant findings were 
observed in the collected data: 


il 


None of the 12 installed strain gages showed any indication of cracking (sudden change in strain). 
This is consistent with the field inspection performed by WJE that showed minimal transverse cracking 
(or any cracking) on the underside of this deck with no cracking observed to be near any of the 
installed gages. MDT reported to WJE on multiple occasions that no observed transverse cracking was 
apparent in the first couple months after construction. 


No tensile strains developed in the deck concrete during the winter heating from below and wet- 
curing methods (first 11 days). Compressive strains developed in the deck immediately after removal 
of the winter curing procedures (insulation and underside heating), and the steel girders cooled. For 
this bridge, this early age compression likely provided benefits to negate net tensile stresses in the 
deck that can occur during the summer. Over the summer months, the compressive strains dissipated 
with the warmer temperatures and drying of the deck concrete, but with the top of the deck 
eventually developing only small tensile strains. 


Large daily ambient temperature changes were observed with associated temperature gradients 
within the deck, with changes being most pronounced during the summer and early fall months. For 
example, in early September of 2020, daily ambient temperature increases and decreases of 55 to 60°F 
(30 to 33°C) were observed, see Figure 1. In this chart, the internal deck temperatures are graphed (as 
measured at five depths through the concrete deck at location No. 4, with 4-5 being at the top of the 
deck, 4-1 being at the bottom of the deck, and (4-4 and 4-3 are middle of the deck). These large 
ambient temperature changes create temperature gradients within the concrete deck, primarily during 
heating. This time period is an example of one of the extreme recorded events; however, daily 
ambient temperature variations during the summer and fall months are commonly 35 to 45°F (19 to 
25°C). The implications of these large ambient temperature variations are further discussed and 
analyzed in the finite element modeling section and have an impact on alpine bridges in Montana. 
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Figure 1. Ambient and internal deck concrete temperatures measured at Location No. 4, early 
September of 2020. 


4. Large daily ambient relative humidity changes were observed, particularly in the spring and summer 
months, with associated large relative humidity changes and gradients within the deck concrete. For 
example, in early June 2020 (See Figure 2), the ambient relative humidity increased from 
approximately 20 to 100 percent within a 24 hour period, during a reported rain event. In this graph, 
the internal concrete deck relative humidity measurements are plotted at location No. 4. The 
measurement 4-3 represents the internal concrete relative humidity near the top of the deck; 4-2 mid- 
depth; and 4-1 near the bottom of the deck. This rain event created a relative humidity gradient, from 
top surface to bottom surface of the deck concrete, of approximately 25 to 30 percent. Prior to this 
rain event, the ambient relative humidity was generally low, and the concrete surface relative humidity 
dropped below the mid-depth relative humidity, and an approximate 5 to 10 percent relative humidity 
gradient was measured between the top and bottom of the deck. After the rain event, the surface of 
the deck went to 100 percent relative humidity and the bottom increased to 70 to 75 percent relative 
humidity. 

This particular rain event was one of the more extreme examples of ambient relative humidity changes 
observed in the data; but daily ambient relative humidity changes of 40 to 50 percent during the 
spring and summer months were common. The implications of these high daily relative humidity 
changes are further analyzed in Item 4.5b (page 122) and are of significant importance for alpine 
bridges in Montana. 
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Figure 2. Graph shows the ambient and internal concrete relative humidity measurements at Location 4 
during early June .RH probe 4-1 represents the bottom side of the deck and probe 4-3 represents the top 
side of the deck, with 4-2 in the middle. 


Laboratory Evaluations (Item 4.5a) 


Laboratory evaluations were performed on mix identification “MDT 1.5 DECK2", which was used for the 
concrete placements of Bridge D of the Rarus/Silver Bow Creek Structures (instrumented bridge deck). The 
primary goal of the laboratory evaluations was to measure physical properties of the concrete in order to 
accurately model stresses and strains in the bridge deck and to assess physical properties of the mix 
related to the potential development of cracking. Physical testing included compressive strength, splitting 
tensile strength, modulus of elasticity (MoE), drying shrinkage, creep, and coefficient of thermal expansion 
(CTE). 


The compressive strength testing performed by WJE was consistent with the 4,000 psi design strength and 
consistent with the submitted mix design performance. With respect to the compressive strength, the 
modulus of elasticity (MoE) development at early ages was slightly higher than expected with the splitting 
tensile strength development slightly lower than expected based on industry standard relationships [8]. At 
later ages, the MoE and splitting tensile strength were measured to be more consistent with respect to the 
compressive strength. 


A surprising and significant reduction in unrestrained drying shrinkage (and ultimate shrinkage) was noted 
when the wet-curing was increased from 5 to 14 days, with an approximate 25 percent reduction. The 
drying shrinkage (and ultimate shrinkage) can have a significant impact on the stresses that may develop 
in the bridge deck and potential for transverse deck cracking (further discussed and analyzed in Item 4.5b, 
page 122). 


As anticipated, the creep characteristics of the concrete are much greater when loaded at earlier ages 
compared to later ages. For comparison, the creep at 90 days of loading is reduced by approximately 35 
percent when increasing the wet-cure (i.e. age of loading) from 5 to 28 days. This means that an elastic 
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strain applied at an earlier age will result in greater creep than when that same strain is applied at a later 
age. Since creep dissipates stresses in concrete, early-age creep may potentially be beneficial in reducing 
tensile stresses in the concrete deck. When assessing the significance of creep and age of loading on the 
potential for cracking, the early age benefits of creep have to be evaluated relative to the volume changes, 
MoE, and tensile strength of the concrete. All of these variables effect the cracking potential of the 
concrete deck, and all change with time. The volume change due to drying applied to early age concrete 
(shorter curing period) may be larger than if applied at later ages (longer curing period); therefore, 
potentially negating some of the benefits of early age creep. The MoE increases with time, so for any 
given strain applied at early ages a lower associated stress will result than if applied at later ages. 
However, the concrete deck will also gain tensile strength over time, so larger stresses can be resisted by 
the concrete prior to cracking. Therefore, the interaction between these variables is quite complex and 
should be assessed uniquely with each mix design and curing conditions for transverse cracking potential. 


The CTE of the concrete was slightly lower than anticipated and did not change significantly from 5 to 28 
days of testing. The measured concrete CTE (4.14 x 10° in/in/°F) is less than the CTE of the supporting 
steel girders (5.76 x 10° in/in/°F), as utilized in the finite element modeling (Item 4.5b, page 122). 


Finite Elemental Modeling (Item 4.5b) 


Nonlinear FE simulations were performed to investigate the stresses developed due to environmental 
actions on the concrete bridge deck on steel girders. A 3D finite element model of the Rarus/Silver Bow 
Creek, Bridge D, was constructed and analyzed in Abaqus v2020. The FE model included the full-length 
deck geometry, girders, and lateral braces. The modeling was divided into short term modeling (first 14 
days after placement) and long-term (greater than 90 days after placement). Effects of nonuniform 
temperature, moisture gradients and drying shrinkage on tensile stress development were investigated in 
the long-term modeling. Cross-sectional temperature histories were identified for diurnal summer and 
winter temperatures focusing on rigorous ambient temperature drops and rises. The nonuniform moisture 
gradient effect was investigated considering severe relative humidity gains and losses before and after a 
rain event, as measured and recorded during field monitoring of the Bridge D. Early-age stress analyses 
were conducted aiming to compare the early-age deck performance subjected to different curing 
methods and placement times. For late-age FE simulations, temperature histories, changing mechanical 
properties with age, and creep effects were included. Additionally, analyses were carried out for the 
sensitivity of the tensile stress in the concrete deck to variations in the degree of restraint and deck 
thickness. 


Based on the FE analyses performed, the following conclusions are drawn: 


1. Stresses in concrete deck due to restrained thermal, moisture and shrinkage are nonlinear across the 
depth of deck. 

2. Inthe morning and afternoon hours, the temperature gradient is generally higher. The largest cross- 
sectional temperature gradient is observed when the top surface of the deck is warmest. At this time, 
due to the effect of solar radiation, the top of the deck is always warmer than the ambient 
temperature. 
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10. 


At the warmest time of a summer day, there can exist a nonlinear temperature gradient of 50°F (27°C) 
between the top and bottom of the concrete deck. Such a thermal gradient can create tensile stress of 
200 psi in magnitude near the top surface of the deck. 


The analysis of stresses due to large ambient temperature swings show that with an ambient 
temperature change of 55°F (30°C) (the maximum daily ambient temperature change recorded with 
the field instrumentation), an increase in tensile stress amplitude (increase in tensile stress) of 400 psi 
can develop at the top surface. The largest net tensile stress; however, was predicted to happen at the 
bottom of the deck. The net tensile stress magnitude due to ambient 55°F (30°C) was predicted to be 
250 to 300 psi (net tensile stresses decrease due to thermal compressive stresses applied at early 
ages). 

The development of tensile stresses in the deck due to bridge warming or compressive stresses due to 
bridge cooling is mainly attributed to the difference between the coefficient of thermal expansion of 
steel girders and concrete deck. In the composite deck system, steel girders have higher stiffness and 
thermal expansion coefficient that are prone to more expansion and contraction resulting in deck 
tensile and compressive stresses, respectively. 


The FE simulation showed that the tensile stresses developed due to restraint to normal drying 
shrinkage of the concrete deck alone can be as high as 300 psi. Shrinkage stress simulation was 
conducted for up to 150 days after concrete placement. The FE simulation results signify the long- 
term importance of the drying shrinkage effect, especially when combined with diurnal temperature 
and relative humidity changes that can result in elevated tensile stresses and increased cracking risk of 
the concrete deck. 


The stress analysis of nonuniform moisture gradient suggested that there can exist a significant 
relative humidity gradient throughout the deck after a rain event that can lead to higher relative 
humidity at the top surface causing elevated tensile stresses at the bottom of the deck. Due to the 
moisture gradient alone, tensile stresses as high as 250 to 300 psi were predicted to develop at the 
lower depths of the concrete deck. 


FE analysis of the combined moisture and temperature gradient showed that the effect of these two 
phenomena can be subtractive. It was shown that the higher tensile stresses at the centroid and 
bottom of the deck due to the moisture gradient were partially offset by compressive stresses that 
developed as a result of the bridge cooling down during the rain event. Further modeling of varying 
relative humidity and temperature variations, as measured in the field, would be needed to assess 
whether this phenomena is always subtractive. 


The early-age simulation results for the summer placement showed that application of insulation after 
peak hydration temperature (WJE's previous recommendations) after placement can effectively keep 
the tensile stresses low when compared to the case with no insulation. Within the two cases 
considered for the summer placement, no significant tensile stresses were predicted after the removal 
of the insulation and curing measures. 


In general, the early age stress analysis of the winter placement with heating enclosure from the 
bottom of the deck showed a better performance in terms of limiting the development of tensile 
stresses. Deck stresses due to the application of insulation from the top and heating from the bottom 
resulted in no tensile stresses in the concrete deck during curing. After removal of the insulation and 
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heat and exposure to the cold ambient temperature, concrete and girder temperatures sharply 
dropped which caused beneficial compressive stresses to develop within the concrete deck. These 
compressive stresses help reduce the tensile stresses due to subsequent drying shrinkage, relative 
humidity changes, and thermal movement and ultimately help reduce the likelihood of cracking. 


11. On the contrary, in cold-weather placement, the application of a heating source only from the top 
increases the tensile stresses and risk of cracking. There exists a large temperature gradient from the 
top of the concrete deck compared to the steel girders that are left exposed to cold ambient 
temperatures. The thermal gradient through the deck and differential movement of the girders will 
cause the development of tensile stresses as high as 300 psi and increased top-surface cracking risk 
within the first 3 days after placement and upon removal of curing. 


ITEM 3 - RECOMMENDATIONS 


MDT has experienced severe cracking in new concrete decks cast on alpine bridges that has sometimes 
resulted in localized through-thickness loss of the deck concrete (holes in the deck). Cracking was typically 
noted within the first weeks or month after concrete placement. This very early age cracking is likely 
caused by temperature changes and gradients within the deck during cement hydration and diurnal 
temperature fluctuations of the deck and supporting girders. Concrete hydration, physical properties, and 
ambient conditions change rapidly with time during the initial curing periods making accurate modeling 
of deck stresses and cracking risk difficult. Therefore, a one-size-fits-all approach is not likely to be 
completely successful for all projects. This current research project has improved our understanding of 
the volumetric movement of the deck and superstructures at early- and late-ages; such that, general 
curing recommendations can be refined for different seasons of construction. Further research is needed 
to optimize curing recommendations based on actual deck designs, early- and late-age concrete 
properties, and anticipated construction and environmental conditions for a particular project. 


In many parts of the United States avoiding deck cracking within the first several months bodes well for 
the long-term durability and crack resistance of a new bridge deck. However, findings of this current 
study suggest that diurnal and seasonal changes in ambient temperature and humidity in the alpine 
regions of Montana may provide sufficient strain within decks to cause transverse cracking at later ages. 
Typical bridge superstructure designs include moderately thin reinforced concrete decks supported on 
composite steel girders. For the instrumented bridge, the concrete had a lower thermal coefficient of 
expansion compared to the steel girders, so the girders compress the deck during cooling events and 
expand or stretch the deck during heating events. Essentially the thin concrete deck is “along for the ride” 
as the deep steel girders respond to temperature changes. Thinking of the superstructure in these terms 
allows for a better understanding of basic deck movements and for considering innovative solutions to 
reduce deck cracking. 


This study also identified a characteristic of the alpine environment not previously recognized as a 
potential potent cause of deck cracking and that is large diurnal variations in ambient relative humidity. 
WJE’s previous belief was that concrete tends to rapidly absorb and hold water (e.g. similar to a dry, hard 
sponge) but that drying is a slow process and that diurnal changes in humidity would have only superficial 
effect on concrete deck shrinkage and stress. Instrumentation of Bridge D indicated significant and rapid 
changes of the relative humidity within the concrete deck in response to the significant natural diurnal 
ambient humidity changes, similar and comparable to the large temperature variation effects. This finding 
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may be important nationally but is especially significant to alpine decks in Montana, since daily 
fluctuations in humidity (and temperature) are some of the highest in the nation (see Figure 3 and 
Figure 4). 


Based on research performed by WJE [9], the large ambient relative humidity changes and potential for 
significant moisture gradients within the deck may be somewhat unique to certain areas of Montana. In 
Figure 3, the average daily ambient relative humidity swings by month is presented for Montana as 
compared to other US cities. This chart shows the average absolute daily change for each month (i.e., the 
absolute daily ambient relative humidity changes, whether positive or negative, are averaged over the 
month and plotted). Missoula shows the highest average daily ambient relative humidity change during 
March through October as compared to any other US city. Helena and Billings show similar high ambient 
relative humidity changes compared to other US cities but not to the extent as Missoula. 


As previously researched and discussed by WJE in April 21, 2017, daily ambient temperature variations in 
Montana can regularly exceed 30°F (17°C) in summer months (Figure 4) with extremes reaching 55°F 
(30°C), giving rise to thermal gradients within placed bridge decks. These thermal gradients and 
associated stresses may be additive or subtractive to the stresses created by humidity gradients. In 

Figure 4, the average daily temperature changes per month is plotted for various cities in the US, including 
Missoula, Helena, and Billings. The ambient changes of parts of Montana are most extreme during the 
summer months. Other areas of the country, like Denver, have yearly fluctuations on average higher but 
do not reach these extremes. 
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Average Daily Change in Relative Humidity by Month 
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Figure 3. Average daily changes in ambient relative humidity by month for Missoula, Helena, and Billings compared to 
other cities in the US. 
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Average Daily Temperature Change by Month 
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Figure 4. Average daily temperature changes by month for various cities in the US. 


Based on the relevant findings, the following recommendations are provided to MDT for consideration of 
implementation on bridge decks to mitigate transverse bridge deck cracking. All of WJE's previous 
recommendations, as reported on April 20, 2017, are still recommended, with any modifications as noted 
in the following. 


Concrete Mixture Proportions 


The primary goal of the concrete mixture proportion recommendations is reducing the drying shrinkage 
and ultimate shrinkage of the concrete mix designs and associated strain development. In the FE 
modeling, it was found that the stress developed by drying shrinkage alone could potentially be half of 
the cracking potential of the concrete. With any mix recommendation, other factors have to be 
considered, such as maintaining a low permeable mix, cohesiveness, workability (ability to easily place and 
consolidate), and finishability (ability to easily finish and close-up the surface). The following are presented 
as mix recommendations: 


1. Maintain total cementitious content below 600 pounds per cubic yard (Ib/yd*) and ideally below 550 
lb/yd? with water to cementitious ratios (w/cm) between 0.40 to 0.45. Drying shrinkage occurs because 
of the loss of moisture from the cement paste in the concrete; therefore, limiting the paste content 
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helps keep the total moisture loss low and reduces drying shrinkage. Furthermore, the limits on w/cm 
ensure a low permeable concrete (resistance to chloride ingress) while limiting the amount of free 
evaporable moisture in the paste. The recommended w/cm range essentially eliminates the effect of 
autogenous shrinkage on volume change and is important to mitigate early age shrinkage during 
curing. With the reduction in paste volume and associated reduction in yield of the concrete mix, the 
recommended practice is to replace the paste with equivalent volume of coarse aggregate. These 
recommendations are consistent with other researchers [3, 6, 10]. 


2. Limit silica fume to a 5 percent maximum replacement rate. This has been previously recommended 
by WJE in 2017 but is still important based on this current research. The use of silica fume provides a 
very dense, low permeability paste in the concrete; however, it comes with additional risks of 
increased early age shrinkage and finishing and curing issues. For these reasons, the use of silica fume 
should be limited to 5 percent. For one of the investigated bridges, West Laurel Interchange, Phase |, 
the concrete contained 9 percent silica fume replacement for cement. This was likely a contributing 
factor to the observed map cracking, transverse cracking, and scaling (which was likely due to 
difficulty in finishing). 

3. The use of supplementary cementitious materials (SCMs) is recommended, with fly ash and slag 
cement being the preferrable SCMs. The goal of this recommendation has three benefits: lower 
concrete permeability, lower heat generation, and lower modulus of elasticity development at early 
ages. The recommended replacement rates for fly ash is 15 to 30 percent and for slag cement is 25 to 
AO percent, and a maximum of 50 percent in combination. The optimization of this recommendation is 
further discussed as future MDT research. As part of this recommendation, consideration should be 
given to a design compressive strength at 56 days instead of 28 days, as this would encourage mix 
designs that develop strength slower (less heat) and lessen the early age modulus of elasticity. A 28- 
day strength could be still used for acceptability of the concrete but be less than the needed design 
strength. 


4. Some states have had success using shrinkage reducing chemical admixtures (SRAs) in reducing deck 
cracking of high performance concrete (HPC) mixes [11, 12, 13]. SRAs operate by lowering the surface 
tension of pore water in the concrete. When concrete dries, tension from the evaporation is 
transferred to the concrete creating drying shrinkage. By lowering the surface tension, SRAs reduce 
this tension and associated internal concrete stresses, decreasing short- and long-term drying 
shrinkage [14]. There is also potential for these admixtures to provide benefit in the daily ambient 
relative humidity changes and associated moisture gradients within the concrete, as this surface 
tension may decrease the stresses associated with moisture changes. While these admixtures may 
have benefits, they do increase cost and require proper mix design and construction considerations. 
Further research into SRAs additives may be of interest, as discussed in the recommendation for 
future research. 


5. Optimized aggregate gradations are recommended to ensure that the mixes maintain cohesiveness, 
workability, and constructability with the recommended paste reductions. With a decrease in paste 
content (as recommended above), optimization of the aggregate gradation may be needed to 
maintain a mix that consolidates and finishes well. Optimization programs include the Tarantula Curve 
developed by Oklahoma State [15]. Optimized concrete mixes can be evaluated for cracking tendency 
and tensile strength development as discussed in recommended research below. 
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6. The use of internal concrete curing via lightweight aggregates (LWAs), as a replacement of a 
percentage of the fine aggregate, should be considered for use in mix designs. LWAs have been used 
in bridge deck construction as “Internal Curing” to reduce early- and late-age shrinkage and improve 
cracking resistance [16]. DOTs have had success with reduction in cracking of bridge decks [12, 17]. 
Furthermore, some research suggests that an additional benefit is the reduction in stresses due to 
daily ambient temperature changes. [17, 18]. The use of LWAs for concrete in Montana bridge decks 
should be considered for additional research. 


Design and Construction Practices 


Strategies are needed to address deck stresses during both the curing period and at later ages. Deck 
tensile stresses that cause transverse cracking tend to be the highest during hot summer months. 
Consideration of the seasonal and diurnal exposure conditions are of primary importance to reduce the 
incidence of deck cracking of alpine bridges. Modifying curing practices to avoid incipient cracking is 
generally understood and workable but is in vain without consideration of the alpine exposure. 


Based on the observed large ambient relative humidity changes and associated moisture gradients within 
the deck, reducing the moisture gradients within the deck is important. Methods or techniques to reduce 
the moisture fluctuations and gradients through the deck thickness should reduce the risk of deck 
cracking. The following options might be considered: 


1. Bottom Side of Deck: The largest variations in humidity and resultant stress can occur along the 
bottom of the deck. Any options that seal the bottom surface of the deck and mitigate the moisture 
changes from the bottom of the deck should reduce cracking risk. These might include sealing of the 
bottom side with a barrier coating or using stay-in-place forms. Sealing options would include 
epoxies, urethanes, or other barrier type coatings. Penetrating, silane type, sealers are not likely to be 
effective, but may be worth evaluating due to their ease of application. The use of stay in-place (SIP) 
forms or form liners could be very effective, but corrugated forms or any forms that increase restraint 
should be investigated before implementation. Products such as polymer-laminated and fiber 
reinforced polymer (FRP) SIP forms have been used in bridge deck applications; Wisconsin DOT has 
performed research on the use of FRP for SIP forms [19]. 


2. Top Side of the Deck: Application of a thin-polymer concrete overlay on the top-side of the deck, 
preferably prior to the first mid-summer heat, may be beneficial to reduce the risk of cracking. Thin 
polymer overlays have a low moisture permeability to both moisture vapor and liquid transport, which 
will reduce the impact of the daily ambient relative humidity fluctuations and the rain events. The 
importance of sealing both top and bottom sides or only one side has not been investigated and 
would be interesting to study further to refine these recommendations and potential impacts on 
moisture gradient reduction and durability. 


3. Modifying the superstructure design has the potential to reduce deck cracking; however, the 
practicality may vary. Thin concrete decks should be avoided. As with WJE’s previous 
recommendations and previously cited research, a minimum deck thickness of 8 inches is 
recommended. With non-linear temperature and moisture gradients, thinner concrete decks will 
develop higher stresses. From the FE modeling, thermal stresses are larger in thin decks than thicker 
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decks, especially at early ages. A 1.75-inch increase in the thickness of the deck (e.g., from 6 inches to 
7.75 inches) can reduce the magnitude of thermal stresses generated in the deck by 10 to 20 percent. 


4. Any methods to reduce the difference in thermal movement potentials between the concrete deck 
and steel girders will reduce cracking risk as well, such as adding thermal insulation or using steel with 
lower thermal coefficient of expansion (and closer to the CTE of concrete). Precompressing the deck 
by heating the steel girders during concrete placement may be effective. 


Summer Curing 


Previous WJE recommendations of the application of insultation blankets immediately after peak concrete 
hydration is still recommended for summer concrete placements. Based on the finite element modeling 
performed by WIE, the installation of insultation at post peak hydration is effective in keeping early age 
tensile stresses low. WJE measured a surprising reduction in ultimate drying shrinkage of the concrete mix 
used for (Bridge D) Rarus/Silver Bow Creek bridge when the wet curing was extended from 5 days to 14 
days. Research is somewhat conflicting with respect to length of wet-cure and reduction of drying 
shrinkage and cracking tendency [20, 21]. 


Based on WJE’s laboratory testing of the concrete mix design used for Bridge D, a 25 percent reduction in 
drying shrinkage potential was measured when the wet curing time was extended from 5 to 14 days (as 
presented and discussed in the Laboratory Evaluations section). This mix also contained slag cement 
(ggbfs) and silica fume which likely influences the effectiveness of moist curing and ultimate drying 
shrinkage. For these mixtures, extending the wet curing period to 14 days is likely to be beneficial. The 
optimization of moisture cure duration and concrete mixture proportions for mitigating transverse 
cracking could be part of future research, as discussed in Recommendations for Future Research. 


For reference, WJE’s previous curing recommendations and modifications (italic) based on this current 
research are presented: 


> Apply fogging (if needed) and wet curing as soon as possible after finishing procedures. Monitor 
concrete temperatures and apply insulation blankets only after the peak hydration temperatures are 
achieved. This requires concrete temperature monitoring during placement and while curing. 
Thermocouples should be installed at the beginning and end of each placement, at least 10 feet from 
any edge. Logging equipment should be able to record once every 15 minutes. Continue to monitor 
temperatures for the entire curing period. Within three hours after peak hydration temperatures are 
reached, apply insulating blankets. Do not remove top side insulation until concrete temperatures are 
within 5°F of ambient; and concrete is a minimum of 72 hours old (or 96 hours old if concrete contains 
silica fume), preferably in the evening hours. /f concrete mixture contains slag cement, fly ash, and/or 
silica fume, continue wet curing for 14 days. Remove all curing and allow deck to dry. After the surface 
has dried, apply white-pigmented curing compound to slow the initial rate of drying and shrinkage 
and the white pigment will reduce peak diurnal temperatures of the deck surface. 


Winter Curing 


MDT’'s current winter curing procedures generally include placing pre-soaked wet burlap immediately 
behind the concrete finish operations, covering the wet burlap with plastic sheeting, and then covering 
with insulation blankets and maintaining until the design strength is met. Based on WJE's review of 
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provided curing documentation, the heating of the concrete decks has been achieved by two methods: 1) 
enclosing the underside of the deck and heating the girders and bottom side of the deck or 2) applying 
heating tubes between the plastic sheeting and the insulation. 


Based on the modeling performed by WJE and the performance of the Russel Street Bridge, Phase |, heat 
from the top can lead to severe early age transverse cracking. From the internal concrete temperature 
data obtained from the Russel Street Bridge and from the modeling, a large temperature gradient is 
created from the top of the concrete deck to the steel girders that are left exposed to cold ambient 
temperatures. This will cause the development of high tensile stresses in the top of the deck. This is due 
not only from the thermal gradient through the deck thickness but also from the differential movement of 
the deck and the girders (girders respond to ambient temperature changes). There is significant risk of 
cracking if heat is applied only from the top during winter deck construction. Based on these research 
findings, the following is recommended: 


>» Heating from the bottom of the bridge deck is recommended as opposed to heating from the top 
as bottom side heating ultimately reduces tensile stresses in the deck while top side heating 
increases deck tensile stresses. 

> At the end of the wet-curing period, it is also recommended that the heat and insulation be slowly 
removed instead of complete removal all at once, as performed on the Rarus/Silver Bow Creek, 
Bridge D. Even though this did not cause any cracking issues with Bridge D, under certain 
conditions this could lead to cracking. It is recommended that the insulation be kept in place until 
the concrete temperature is within 35°F (19°C) of the anticipated average daily temperature for 
the subsequent three days; the objective is to avoid a sudden drop in concrete temperatures that 
could cause cracking (thermal shock). 


Recommendations on Future Research 


The following topics are provided for consideration for future research: 


1. Concrete mix and curing optimization using Montana aggregate and commonly available cements 
and cementitious material combinations. In addition, the use of SRAs and internal curing with LWAs 
could be included in this research. The goal is to determine optimized mixture proportions, including 
aggregate gradations, admixtures, and curing durations to reduce cracking tendencies of concrete mix 
designs. Based on the complex interaction between strength development, modulus of elasticity, 
creep, and drying shrinkage (as discussed in the Laboratory Evaluation section), a laboratory testing 
plan should include measurement of early-age mechanical properties, such as compressive strength, 
splitting tensile strength, and modulus of elasticity gain while measuring the drying shrinkage and 
cracking tendency after different wet-curing durations. Modeling of optimized mixes and curing 
would quantify the stresses developed by these mixes over time due to nonuniform moisture 
gradients for typical or specific bridge projects. 


2. Evaluate options to reduce differential thermal movements of bridge superstructures by modeling. 
Examples included alternate steel compositions, increased thermal coefficient of the concrete, or 
girder insulation. 

3. Evaluate options to reduce the effect of alpine humidity fluctuations on deck cracking by laboratory 
testing and modeling. Consider effects of sealing the top and bottom surfaces or installation of SIPS. 
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4. Research innovative means to add precompression into the deck. Heating the steel girders during 
concrete placement may be effective. 


ITEM 4.1 - LITERATURE REVIEW 
Transverse Cracking of Concrete Bridge Decks 


Cracking of concrete bridge decks continues to be a common issue reported among state departments of 
transportation (DOTs) and other transportation agencies. In a survey of U.S. and international 
transportation agencies conducted as part of the NCHRP Report 380, “Transverse Cracking in Bridge 
Decks,” WJE found that, on average, transverse cracks initiated within the first month in 53 percent of all 
bridge decks placed [22]. In the 30 years since the NCHRP report was first published, transverse cracking 
has remained a primary issue for new bridge decks. 


In the last 25 years with the introduction of concrete mixtures with low water/cement ratios, including 
high performance concrete (HPC), in bridge decks to lower permeability and with the use of finer ground 
cements (to increase early age strength gain and construction schedule), the susceptibility of bridge deck 
cracking has increased, primarily due to the increased early-age volume changes and early age modulus 
(stiffness) development. For these reasons, an increase in cracking potential has been reported by 
numerous state agencies [1, 2, 3, 4, 5, 23]. Cracking commonly leads to a reduction in service life and 
increased maintenance costs, primarily due to accelerated corrosion of reinforcing steel in the deck and 
substructure but occasionally due to structural failure of the deck. Identifying the causes of bridge deck 
cracking and providing prevention methods can be complex and challenging, but is very important for 
maintaining longevity of the bridge deck. The complexity of transverse bridge deck cracking is created by 
many variables associated with time dependent interactions of the cement hydration chemical reaction, 
differential volumetric movement of the deck concrete, associated interactions with girders, internal 
reinforcing steel, and end restraint, and the environment conditions. In addition, deck designs and 
construction practices can further contribute and add to the complexity to the manifestation of transverse 
bridge deck cracking. 


Transverse cracking is cracking that occurs along the transverse dimension of a concrete bridge deck, 
roughly perpendicular to its length. Transverse cracks are typically full-depth cracks and often span the 
entire width of the bridge deck. They most commonly occur directly over transverse reinforcing steel, are 
typically 10 to 20 mils (1 mil = 0.001 inch) in width and are often spaced between 5 and 10 feet. 


Transverse cracks are predominantly caused by restraint of volumetric movement of the bridge deck 
concrete. Nationally, most bridge decks develop transverse cracks. While many bridge decks develop 
cracking at very early ages (within the first couple of days after placement), others develop much later, 
after exposure to traffic. 


Causes of Transverse Cracking 


The primary cause of transverse cracking is restrained volumetric movement. This volumetric movement 
can occur as the combined result of autogenous shrinkage, drying shrinkage, temperature changes, and 
differential drying of the concrete. All four of these volumetric influences can be additive and should be 
considered when assessing volume change and its effect on transverse cracking. 
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Autogenous Shrinkage 


Autogenous shrinkage is a reduction in concrete volume caused by the consumption of water from the 
capillary porosity during cement hydration. This shrinkage is sometimes referred to as self-desiccation 
shrinkage because, as the available internal moisture is consumed by the hydration process, the pores dry 
out (self-desiccate), resulting in shrinkage of the cement paste. Because autogenous shrinkage is driven by 
cement hydration, it manifests at very early ages (often within the first 7 to 28 days) while the concrete is 
still developing strength, so even small autogenous deformations may generate large tensile stresses 
relative to the material's tensile strength. Typical autogenous shrinkage for concrete ranges between 40 
and 100 microstrain of linear deformation [24]. 


Autogenous shrinkage increases for concrete mixtures with reduced w/cm’s, higher replacement rates of 
slag cement and silica fume, rapid-setting cements, and high total cementitious materials contents. 
Although notable autogenous shrinkage will typically not occur unless the concrete has a w/cm less than 
about 0.40 [7], high-performance concrete (HPC) mixtures with w/cm’s less than 0.35 and/or containing 
fine mineral admixtures, such as silica fume, are increasingly being used in bridge deck construction, 
making autogenous shrinkage and its related early-age cracking a greater concern. Autogenous shrinkage 
can be mitigated during the design phase by proper selection of cementitious materials and mixture 
proportions, or through the use of internal curing agents or shrinkage reducing admixtures. 


Thermal Changes 


Temperature changes in concrete occur as a consequence of cement hydration and daily fluctuations in 
ambient temperature. At early ages, temperature changes occur primarily due to cement hydration. 
Because the process of cement hydration is exothermic, the temperature of the concrete initially increases 
while the concrete is still in a plastic state. After setting, the concrete temperature continues to rise until it 
reaches a peak, typically within the first day or two of placement. As the concrete cools from its peak 
hydration temperature, it will begin to shrink, generating thermal stresses while the concrete’s tensile 
strength is not fully developed. Cracking during this stage may be narrow and very difficult to see, but 
these fine early-age thermal cracks can widen and extend due to diurnal temperature changes and 
subsequent drying of the bridge deck. 


The magnitude of stresses generated by temperature changes is a function of the degree of restraint in 
the deck (see below), the modulus of elasticity of the bridge deck, and most significantly, the coefficient of 
thermal expansion (CTE) of the concrete. The CTE is a property of a material that defines how much the 
material will expand or contract as its temperature changes. The CTE of concrete typically ranges between 
5 to 7 microstrain per degree F (9 to 13 microstrain per degree C), with concrete mixtures containing 
calcareous (e.g., limestone) aggregates having CTE values on the lower end of the range and concrete 
mixtures containing siliceous and quartzite aggregates having CTE values on the upper end of the range 
[25]. Concrete with higher CTE values will exhibit greater deformation due to temperature changes and 
may therefore exhibit an increased likelihood of developing thermally-induced cracks at early ages. 


In addition to early-age temperature changes arising from cement hydration, thermal stresses can also be 
generated across the thickness of the deck due to daily ambient temperature fluctuations. Daily 
fluctuations in ambient temperature force the top surface of the deck to cool or heat more rapidly than 
the interior, generating non-linear temperature gradients and associated stresses. Furthermore, tensile 
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stresses can be caused by the concrete deck contracting or expanding more than the supporting girders 
due to a lag effect of the ambient temperature changes have on the deck versus the girders and further 
exacerbated by differences in the coefficient of thermal expansion of the girders (steel girders), a key 
factor. Daily ambient temperature variations in Montana can regularly exceed 30°F (17°C) in summer 
months (Figure 4), with extremes reaching 55°F (30°C) degrees, potentially giving rise to large thermal 
gradients within placed bridge decks. In the figure below, the average daily temperature changes per 
month is plotted for various cities in the US, including Missoula, Helena, and Billings. The ambient changes 
of parts of Montana are most extreme during the summer months. Other areas of the country, like Denver, 
have yearly fluctuations on average higher but do not reach these extremes. 


Drying Shrinkage 


Drying shrinkage refers to the volumetric movement of concrete that occurs as it naturally loses moisture 
to the environment. The loss of moisture from concrete occurs in two phases. The first phase consists of 
loss of free water in plastic (fresh) concrete due to bleeding, which causes little volumetric movement. 
Inadequate bleeding and high evaporation rates can result in random surface cracks in the plastic 
concrete due to a localized form of drying shrinkage called plastic shrinkage. 


The second phase of moisture loss consists of loss of adsorbed water from the hardened concrete, which 
results in a volume change that is essentially equal to the volume of water lost. This drying will continue 
until the internal relative humidity of the concrete reaches an equilibrium with its surroundings. The 
amount of drying shrinkage in concrete will vary depending on the concrete mixture proportions, the 
relative humidity of the exposure conditions, and the element geometry, but will typically range between 
200 and 800 microstrain of linear deformation [26]. Factors that can contribute to an increase in drying 
shrinkage include a low aggregate content (or inversely, a high total cementitious materials content), a 
high total water content (high w/cm), low ambient relative humidity, short curing durations (less than 4 
days), and element designs with high surface area-to-volume ratios, such as thin bridge decks [26]. 


Differential Drying 


Related to drying shrinkage is differential drying across the bridge deck’s cross-section. Typically, the 
exposed surfaces of a bridge deck will dry faster than the center, resulting in a differential drying gradient 
through the element's thickness. Due to this differential drying, the exposed surfaces of the deck may 
shrink more than the concrete at the interior, generating bending stresses across the top and/or bottom 
surface of the deck. Bridge decks can be particularly susceptible to rapid rates of drying and significant 
moisture gradients across their cross-section as a result of their usually large surface-area-to-volume 
ratios. 


The stresses developed in bridge decks resulting from differential drying can be very large and can be 
additive to the stresses developed due to uniform drying shrinkage or other forms of volume change. 
Because relative humidity in Montana cycles over relatively wide ranges daily (see Figure 3), it is possible 
that large stresses may be developed due to steep gradients in relative humidity through the deck 
thickness. The average daily ambient humidity swings by month is presented for Montana as compared to 
other US cities. This chart shows the average absolute daily change for each month, i.e. the absolute daily 
ambient relative humidity changes, whether positive or negative, are averaged over the month and 
plotted. Missoula shows the highest average daily ambient relative humidity changes during March 
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through October as compared to any other US city. Helena and Billings show similar high ambient relative 
humidity changes compared to other US cities but not to the extent as Missoula. 


Restraint 


Volume change alone will not cause cracking of the bridge decks; rather, it is restrained volume change 
that increases the risk of cracking. Restraint in bridge decks can come in many forms. The primary source 
of external restraint in bridge decks is composite action with the girders at connection points, such as 
stirrups protruding from prestressed concrete girders or shear connectors attached to steel girders, while 
the primary sources of internal restraint are the reinforcing steel, which restrains bulk volumetric changes, 
and the concrete itself, which resists differential movement. The amount of restraint provided by these 
sources is related to the dimensions of the restrained element and to the relative stiffness of the 
restrained and restraining elements [25]. 


The stresses generated in concrete by restrained volumetric movement can be generally represented as 
Equation (1) [25]: 


f =KE,A (1) 


where fis the stress, K is the degree of restraint, Ec is the modulus of elasticity of the concrete over the 
duration of the volumetric change, and A is the volumetric change generating the stress. Because 
volumetric movement often occurs over a period of time (rather than instantaneously), the modulus of 
elasticity E. may be reduced from the static modulus of elasticity to a lower “effective” value based on 
creep [27]. 


Fatigue 


Fatigue refers to the reduction in an element's mechanical strength over time due to cyclic loading. While 
fatigue is commonly considered as a limiting condition for the design of steel structures, it is not as 
frequently considered in the design of reinforced concrete structures. The primary result of fatigue in 
reinforced concrete structures is a progressive cracking and loss of reinforcing bond over time, with failure 
occurring due to either fracture of the reinforcing steel (which carries a greater load as the bond fails) or 
progressive cracking and spalling of the concrete [28]. Fatigue can also result in the opening of existing 
cracks from temperature, shrinkage, and other early-age sources. 


Among reinforced concrete structures, bridge decks are one of the elements most vulnerable to fatigue 
[29]. However, because fatigue cracks often appear visually indistinguishable from cracking due to other 
causes, fatigue is not often cited as a primary cause of bridge deck failures [28], although it may be a 
contributing factor. The most significant cause of fatigue in reinforced concrete bridge decks is vehicle 
traffic; however, diurnal and seasonal cycles of temperature and relative humidity will also contribute. 
Yazdani [30] also found that cycles of freezing and thawing can contribute to fatigue damage in reinforced 
concrete elements. While vehicle traffic represents “high-cycle” fatigue, with typically several thousand 
cycles occurring per day; temperature, relative humidity, and freezing and thawing represent “low-cycle” 
fatigue, with typically no more than one cycle occurring per day. Because the strength of an element will 
gradually decline upon cyclic loading, the stresses due to temperature and humidity cycling will be 
additive to those caused by vehicle traffic [29]. Therefore, diurnal and seasonal changes in temperature 
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and relative humidity can contribute to progressive opening of cracks and reductions in the tensile and 
compressive strength of the concrete over time. 


State DOT Experience with Cracking in Bridge Decks 


Cracking in bridge decks continues to be one of the most common issues encountered on new concrete 
bridge decks. Consequently, several states have sponsored research projects focused on understanding 
causes of cracking and providing recommendations to mitigate these challenges. Commonly employed 
crack mitigation methods tend to focus on reducing the effects of volume change mechanisms in the 
concrete, changing the deck restraint conditions, and modifying construction practices to reduce the 
potential for cracking to occur. 


A selection of relevant studies performed by other state DOTs is presented in the following section. 
Montana's experience with bridge deck cracking is summarized at the end of this section, along with a 
summary of recommendations from the various studies discussed. 


Colorado 


In a study of more than 70 bridge decks constructed in Colorado between 1993 and 2002, Xi et al. [31] 
found that 82 percent of newly-constructed bridge decks in Colorado exhibited cracking problems. The 
causes of cracking related to material, design, construction, and environmental factors were examined, 
with the most common cause of cracking identified to be early-age shrinkage of the concrete, combined 
with various design parameters that contribute to areas of negative bending moments above the girders 
and piers. The primary cause of early-age shrinkage addressed by the study was plastic shrinkage 
cracking, which is related to environmental conditions during and immediately after placement. 
Recommendations included using Type | or Type Il cements with up to 25 percent Class F fly ash, by 
weight of cementitious material to control heat of hydration; limiting cement content to less than 470 
pounds per cubic yard if possible; limiting rate of strength gain to reduce the tendency for early-age 
cracking; limiting the chloride ion penetrability of the concrete (likely a surrogate for limiting the water 
content), as well as performing drying shrinkage and crack resistance testing for acceptance; reducing 
longitudinal end restraint wherever possible; using concrete girders where possible to better match the 
coefficient of thermal expansion of the deck concrete; limiting deck thickness to no less than 8.5 inches; 
and placing concrete in a manner that minimizes surface evaporation and large temperature changes. 


Idaho 


To address an increase in cracking observed by the Idaho Department of Transportation (IDT) in concrete 
bridge decks, researchers from the University of Idaho instrumented two bridge decks to identify potential 
causes of cracking [32]. The decks were placed in November 2003 and subject to cold-weather concreting 
practices shortly after placement (heated enclosure and insulating blankets). Cracking occurred within the 
first month after placement in both decks and was attributed to restraint from the deck by the girders, 
integral abutment, parapet wall, and the bridge deck skew. Tensile stresses were reportedly developed in 
the deck due to the high heat of hydration of the concrete mixture (high cement content) and 
compounded by low creep and high modulus of elasticity of the concrete. 


FINAL REPORT | WJE No. 2019.2214 | OCTOBER 6, 2021 Page 23 


Bridge Deck Cracking Evaluation 
Final Report 


lowa 


Deng et al. [33] analyzed cracking on 22 bridge decks in lowa, and summarized the factors that 
contributed to their cracking. Cracks were mostly perpendicular to girders irrespective of skew were 
observed to be present in both steel girder bridges and prestressed concrete girder bridges, and were 
most commonly found near piers and spaced 3 to 8 feet apart. Leaching observed on the underside of the 
decks was found to be an indicator that the crack had reached full-depth. Factors that were observed to 
contribute to crack severity included the cement type, content, and mixture proportions; aggregate 
contents and type; air content; admixtures; slump (water content); concrete strength; span type; girder 
type; end restraint; top transverse bars; girder depth/spacing; cross-frame location; expansion joints; 
reinforcement mesh; concrete cover; ambient conditions; vibration; finishing; curing; placement time; wind 
speed; construction sequence. The impact of each of these factors on early-age cracking is discussed in 
the report and summarized (in part) in Table 1 at the end of this section. 


Kansas 


Darwin et al. [34] performed a 10-year survey of bridge deck cracking in Kansas. Cracking was found to be 
more prevalent in bridges with steel girders than in bridges with concrete girders. The density of cracking 
was found to increase as a function of cement and water content (both associated with increased paste 
content) and concrete strength, and was also found to be more prevalent in the end spans of decks 
integral with abutments as compared to simply-supported or pin-supported spans. Cracking was observed 
to appear early, but was also observed to continue to increase over time. It was additionally observed that 
bridge decks cast in the 1980s exhibited less cracking than those in the 1990s, likely associated with 
increases in cement fineness, and shifts in construction practices to pumping (which encourages higher 
paste contents) and vibrating roller screeds (which locally increase paste contents at the surface). 
Although the highest crack densities were observed in decks with silica fume overlays, much of this 
cracking was attributed to plastic shrinkage, which was noted to be reduced in more recent years due to 
greater emphasis on limiting evaporation from freshly finished concrete surfaces. 


Minnesota 


Minnesota DOT has compiled a database of bridge deck construction and early-age cracking information 
in database. In 2014, American Engineering Testing, Inc., (AET) performed 20 bridge deck surveys and a 
statistical review of the data stored in the database [35]. Although the data was somewhat limited in its 
usefulness, AET found that restraint was a significant contributor to bridge deck cracking, especially at 
integral abutments. Correlations between bridge deck cracking and other evaluated parameters; such as 
concrete mixture design, construction practices, and other aspects of the bridge deck design were not 
found to be significant; however, the weak correlations were attributed to the limitations of the available 
data and did not necessarily indicate that these factors were insignificant. AET’s recommendations were 
therefore primarily based on research by others, and included using Type Il cements with cement contents 
less than 470 pounds per cubic yard; w/cm between 0.40 and 0.45; paste fractions less than 27 percent by 
volume; SCMs including 20 percent fly ash and no more than 6 percent silica fume; reducing or limiting 
compressive strength to less than 6000 psi to reduce “brittleness” of the concrete mixture; and limiting 
placement to daily ambient temperature swings to less than 50°F (28°C). Many of these recommendations 
were originally proposed by other researchers cited in this section [36]. 
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New Jersey 


Researchers working on behalf of the New Jersey Department of transportation [36] performed 2D and 3D 
linear and nonlinear finite element models to examine design factors that can contribute to cracking. 
Factors examined included girder stiffness, deck thickness, girder spacing, relative stiffnesses of the deck 
and girder, and the amount of reinforcing steel. The most significant contributors to cracking were found 
to be restraint of the deck and girders and the stiffness of the deck concrete. Recommendations included 
specifying an upper limit on concrete strength to reduce cracking issues related to high modulus of 
elasticity; reducing end restraint where possible; minimizing the ratio of girder to deck stiffness; using 
concrete mixture designs with low tendency for cracking; placing the concrete in the deck in a single 
placement, if possible; and when multiple placements must be made in a continuous span bridge, placing 
concrete in the center of the positive moment region first and delaying adjacent placements at least 72 
hours. 


Pennsylvania 


A thorough study of the causes, prevention, and remediation of bridge deck cracking in Pennsylvania was 
conducted by Hopper, et al. [37]. In a survey of PennDOT personnel, 84 percent of respondents indicated 
that cracking is typically observed within 3 months after placement of concrete bridge decks. Common 
crack-prevention methods cited by DOT personnel included extended curing durations of 7 to 14 days; 
placement sequences that consider both the positive and negative moment areas of the deck; placing an 
upper limit on compressive strengths; and limiting restraint in the deck. In a review of more than 40 bridge 
decks in Pennsylvania, the researchers further found that high compressive strength and higher 
cementitious materials contents correlated with higher crack density, consistent with findings by others. 
They also found that decks constructed using half-width construction cracked approximately 4 times more 
than decks using detours (i.e., partial loading of the deck during construction resulted in an increase in 
crack frequency), while decks supported by prestressed concrete girders cracked approximately 3 times 
less than decks supported by steel girders. Recommendations for prevention of cracking were consistent 
with the findings of the literature review, DOT surveys, and bridge inspections. 


Wisconsin 


Researchers for the Wisconsin Department of Transportation [38] inspected and performed finite element 
analyses of 31 recently completed bridge deck structures in Wisconsin. Although limited information 
about the concrete mixtures and their performance characteristics was available, the researchers identified 
two primary causes of cracking: high shrinkage of the concrete mixtures and high restraint from the 
element design (continuous spans exhibited more restraint and greater cracking than simple spans). For 
two bridges investigated, researchers found very rapid compressive strength gain, with a 28-day result 
that often greatly exceeded design strength. Rapid strength and modulus of elasticity development can 
significantly increase early-age shrinkage stresses in the deck, resulting in increased tendency for early- 
age cracking. Based on the rapid rates of strength gain, they predicted cracking to initiate within the first 
week after placement. Designs incorporating simply-supported spans and concrete mixtures with 
controlled shrinkage and strength development rates were recommended as methods to reduce early-age 
cracking potential. 
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Montana 


In August 2016, WJE performed a detailed investigation to identify the root cause(s) of bridge deck 
cracking in the Montana Department of Transportation (MDT) Missoula District. Severe cracking had been 
noted by MDT personnel in June 2016 on two bridge decks along Interstate 90 that had been constructed 
in 2010 and 2011. Upon further review, MDT found that more than 20 additional bridge decks in the 
Missoula District constructed in the prior 10 years were showing similarly widespread transverse cracking. 
Many of the bridge decks were located along Interstate 90 and represented replacement decks over 
existing bridge substructures originally constructed between 1960 and 1980. 


Based on the results of a field investigation, laboratory studies, and thermal modeling, WJE provided the 
following recommendations to MDT to reduce the potential for early-age cracking: 


1. Immediately fog-mist concrete placements until wet curing media is in place to provide surface 
evaporation and to cool the concrete. 


2. Monitor concrete temperatures and apply insulation blankets when peak hydration temperatures are 
obtained to insulate the deck from the environment, to improve strength gain and curing, and to slow 
the rate of cooling, thereby decreasing early-age tensile stress development. 


3. Consider placing concrete in the late afternoon or early evening, preferably between 4 pm and 8 pm, 
to avoid peak concrete temperatures occurring just prior to cool evening hours. This recommendation 
provides benefit as the cooling of the concrete from peak hydration does not coincide with ambient 
cooling. In addition, the tensile strength development at the time of cooling will be greater, reducing 
early-age tensile strength development. 


4. Limit plastic concrete temperature at the time of placement to less than 75°F (24°C), or as cool as 
practical, to reduce the heat of hydration of the concrete. 

5. Increase the design deck thickness to a minimum 8 inches to reduce the effects of non-linear 
temperature and drying profiles and associated stresses at the top and bottom of the deck. 

6. Modify specifications to require staggering of top and bottom transverse reinforcing mats to reduce 
the alignment that can lead to full-depth cracks and holes. 

7. Limit cementitious materials contents to no more than 600 pounds per cubic yard to reduce 
autogenous shrinkage, drying shrinkage, and total heat of hydration. 

8. Limit silica fume replacement to 5 percent to reduce the potential for autogenous and plastic 
shrinkage cracking. 

9. Specify a w/cm for deck concrete between 0.42 and 0.45 to ensure adequate concrete durability 
without increasing the risk of autogenous shrinkage. 

10. Consider optimizing aggregate gradations to reduce paste volume and cracking tendency. 

WJE's 2016 recommendations are generally consistent with the recommendations developed by others; 

however, due to the unique climate of the Missoula area (i.e., large diurnal variations in temperature and 

relative humidity), emphasis was placed on practices that would limit stresses developed by temperature 

and relative humidity gradients. 
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Summary of Findings 


As seen in the preceding discussion, a number of factors have been identified by others as contributing to 
bridge deck cracking. These factors can be largely grouped into factors related to the concrete mixture 
design, concrete strength, restraint conditions, element design, and construction practices. Common 
recommendations from the reviewed literature are summarized in Table 1. While there is general 
agreement on many of these recommendations, some recommendations (e.g., limits on w/cm and total 
cement content) do not have broad consensus at this time. Further, many of the states reviewed are likely 
to experience less severe diurnal variations in temperature and relative humidity as compared to some 
regions of Montana; therefore, while the guidance summarized in this table may be applicable to the 
states listed above, the potential impact of Montana's local climate may also need to be considered. 
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Table 1. Summary of Factors Affecting Bridge Deck Cracking 


Factor 


Concrete Mixture Design 


Effect on Bridge Deck Cracking 


Thermal and autogenous shrinkage are influenced by cement type; using Type II 
cements can help reduce thermal stresses, while using fly ash and slag can 
reduce both thermal stresses and shrinkage stresses. Finely ground cements, 
such as Type Ill cements, may increase heat of hydration and associated thermal 
stresses. 

Using high volume of coarse aggregates with low coefficient of thermal 
expansion can reduce both shrinkage and thermal stresses. 

Reducing paste content can reduce thermal stresses. 

Conflicting recommendations have been provided in the literature regarding 
recommended w/cm. Some researchers recommend a minimum w/cm of 0.40, 
while others recommend a maximum of 0.40. Recommending a minimum w/cm 
of 0.40 ignores the potential for increased autogenous shrinkage at these ratios. 


Concrete Strength 


High strength concrete has a greater tendency to crack due to its higher 
modulus of elasticity (i.e., larger stresses associated with thermal or shrinkage 
strains). 

Modulus of elasticity develops faster than tensile strength for the first 3 to 5 
hours after initial set of the concrete. 


Restraint Conditions 


Restraint is greatest in interior spans (due to intermediate supports) and at 
integral abutments (due to fixed-end conditions). 


Simply-supported or pin connections can reduce crack tendency. 
Curved girders and skew can increase restraint. 


Element Design 


Cracking increases when girders provide more stiffness than the deck. This 
includes designs with thin decks (< 8.5 inches), composite steel plate girders, 
wide flanges, and cross framing. Larger spacing and thicker decks can reduce 
crack tendency. 


Concrete girders can provide less restraint than steel girders due to their lower 
coefficient of thermal expansion. 


Offsetting the top and bottom transverse reinforcing bars can reduce the risk of 
full-depth crack formation. 


Increased cover will increase crack widths but will reduce crack frequency. 


Construction Practices 


Practices that limit evaporation from freshly placed concrete surfaces can reduce 
the potential for early plastic shrinkage cracking. 

Mechanical vibration can close plastic shrinkage cracks; however, roller 
screeding may increase the risk of cracking due to local increases in near-surface 
paste content. 


Large temperature variations during placement can exacerbate thermal stresses. 


Source: [33, 35, 31, 36] 


ITEM 4.4A - BRIDGE DECK INSPECTIONS 


Two separate field inspection trips were performed to document the crack conditions for bridge decks 


constructed in the last few years. The goal of the first field investigation was to document crack 


characteristics of bridge decks installed with WJE’s previous curing recommendation and to help identify 


any trends of the cracking density relative to deck placement time (month), ambient and concrete 
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temperatures, the deck thickness, mix designs, bridge bearing type, span length, span bearing type, 
placement location, and placement length. The second site visit was intended to document any 
progression of the cracks noted during the first site visit with additional bridges added that might 
supplement the first field trip. 


From December 2 to 7, 2019, WJE staff performed field inspections of nine bridges, and in addition, 
evaluated cracking conditions of one bridge (West Laurel Interchange) based on ortho mosaic photos 
provided by MDT. Of the nine investigated bridge decks, detailed crack mapping, visual inspections, and 
delamination surveys were performed on select deck sections of five of the bridges with only visual 
inspections of accessible portions of the deck surface and underside (no lane closures or traffic control) 
being performed on the remaining four decks. 


From August 25 to August 30, 2020, WJE staff performed follow-up field inspections of 14 bridges. Of the 
14 inspected bridge decks, detailed crack mapping and visual inspections were performed on select deck 
sections of five of the bridges with visual inspections of accessible portions of the deck being performed 
on the remaining nine bridges. 


A list of inspected bridges is presented in Table 2 showing location, time of deck placement and 
inspection, and key characteristics of the structure. Mix designs for the concrete decks are presented in 
Table 3. All of the bridge decks except for the Capitol-Cedar Bridge - Phase | were reportedly constructed 
in general accordance with WJE’s modified curing recommendations (detailed in WJE's report dated April 
21, 2017). When available, the in-place concrete curing temperature records were reviewed to aid in the 
evaluation of the cracking tendencies (Appendix A. ). Findings of the field inspections, crack mapping, 
delamination survey, and photo evaluation are discussed in the following sections. 


Field Inspections 


During the field inspections, WJE took notes and photographs of the deck cracking conditions and 
mapped the cracks on select bridges and deck placements. In general, the field inspections focused on the 
frequency and density of transverse cracks (with anomalous conditions of other cracks noted). For the 
detailed crack mapping, transverse cracks were mapped on digital plan drawings with associated typical 
crack widths. In addition, the transverse cracks were surveyed with ground penetrating radar (GPR) at 
select bridges to assess the location of the crack relative to any transverse deck reinforcing steel. WJE also 
performed a delamination survey on select bridge deck placements by chain dragging, and visual surveys 
were performed of the underside of assessable deck locations. All documentation was collected and saved 
using WJE’s Plannotate software. WJE’s Plannotate software allows MDT to store the inspection results 
(cracking, delamination, photographs, petrography, etc.) in a database that can be used for future 
inspection comparisons or quantification of the data. 


In the following sections, key observations are presented for each bridge, generally in the order of 
inspection time. A subjective overall visual rating of the cracking condition, numbered 1 to 5 for the 
comparative best to worst condition, was assigned. In addition, the cracking severity of each concrete 
placement was subjectively rated during visual examinations of the bridges. The detailed crack maps for 
each bridge deck generated from Plannotate are presented in Appendix B. 
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Table 2. List of Inspected Bridges 
Nominal 
Bridge No. of Superstructure Deck peck 
9 Bridge Short Name Location Route Bridge Over : Span Lengths (ft) P Placement 
ID Spans Type Thickness i 
‘ Time 
(in) 
Russell Street Bridge Missoula Russell : Steel Plate 
07006 - Phase | (NB) County Street Clark Fork River 3 1424+1754+142 Girders 8.25 March, 2019 
Russell Street Bridge Missoula Russell : Steel Plate Jan - Feb, 
07006 - Phase Il (SB) County Sireset Clark Fork River 3 142+1754+142 Girders 8.25 2020 
06253 Garrison Bridge powell N-88 MRL Railroad 3 55+94+55 Steel Beams LS Sapient 
County 2018 
Jefferson Big Pipestone Deas 
05943 Whitehall Bridge P-55 oP 3 47+47+47 concrete tri- 5.75to7.75 May, 2018 
County Creek 
deck beams 
Capitol-Cedar Bridge Lewis and . Steel Plate 
01642 Phase | (NB) Glare County I-15 MRL Railroad 4 1804+212+212+180 Giiei 8.5 2016 
Capitol-Cedar Bridge Lewis and : Steel Plate 
01641 - Phase Il (SB) Clark County I-15 MRL Railroad 4 180+212+212+180 Girders 8.5 August, 2017 
Bonner Bridge - Missoula : Steel Plate October, 
01434 Phase | (EB) County 1-90 Blackfoot River 3 158+2104+113 eden 9.5 2018 
Bonner Bridge - Missoula . Steel Plate September, 
01435 Phase Il (WB) Gadnty 1-90 Blackfoot River 3 158+2104+113 Girders 9.5 2019 
West Laurel Bridge - Yellowstone : Steel Plate 
01741 Phase 1 (EB) County 1-90 MRL Railroad 3 1534+218+186 Girdars 8.25 June, 2018 
West Laurel Bridge - Yellowstone . Steel Plate October, 
01742 Phase 2 (WB) Conky 1-90 MRL Railroad 3 150+170+150 Girdare 8.25 2019 
Rarus-Silver Bow 7 
01104 Creek - Phase | - an I-15 BAP Railroad 3 90+137+139 Sede 7.75 eternal 
County Girders 2018 


Bridge A 
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Nominal Deck 
page Bridge Short Name Location Route Bridge Over aaa Span Lengths (ft) Supeenuerars eek Placement 
ID Spans Type Thickness . 
‘ Time 
(in) 
Rarus-Silver Bow : 
01105 Creek - Phase | - eilver Bow I-15 BAP Railroad 3 90+137+139 eteel Pete 7.75 Pesemibel, 
: County Girders 2019 
Bridge B 
Rarus-Silver Bow : Silver Bowl 
01106 Creek - Phase | - alee I-15 Creak & BNSF 4 ieeeaiesciea Oe 7.75 pecene 
. County ; Girders 2018 
Bridge C Railroad 
Rarus-Silver Bow : Silver Bowl 
01107 Creek - Phase | - sliver Bow I-15 Creak & BNSF 4 avieseieseisa: “See Flete 7.75 Becembel; 
. County . Girders 2019 
Bridge D Railroad 
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Table 3. Mix Designs for Concrete Decks (pounds per cubic yard unless otherwise noted) 
Bridge Bridge Short Name Cement Fly Ash GGBFS Silica Fine Coarse Coarse w/cm Air Target 
ID Fume Aggregate Aggregate 1 Aggregate 2 Content Slump 
07006 Russell Street Bridge - 381 163 20 1294 1732 0.42 7% 5 in. 
Phase | (NB) 
07006 Russell Street Bridge - 381 163 20 1294 1732 0.42 7% 5 in. 
Phase II (SB) 
06253 Garrison Bridge < oo oo om = a eo -- on aa 
05943 Whitehall Bridge “ oe oH = =~ -- oe =~ au - 
01642 Capitol-Cedar Bridge - -- -- -- -- -- -- -- -- -- -- 
Phase | (NB) 
01641 Capitol-Cedar Bridge - 439 90 35 1339 1719 0.42 6% 5 in 
Phase II (SB) 
01434 — Bonner Bridge - Phase | 434 81 25 1286 772 770 0.43 6% 5 in. 
(EB) 
01435 Bonner Bridge - Phase II 434 81 25 1286 772 770 0.43 6% 5 in. 
(WB) 
01741 West Laurel Bridge - 382 108 49 1420 1645 0.39 7.8% 4in 
Phase 1 - (EB) 
01742 West Laurel Bridge - -- -- -- -- -- -- -- -- -- -- 
Phase 2 - (WB) 
01104 —-Rarus-Silver Bow Creek - -- -- -- -- -- -- -- -- -- -- 
Phase | - Bridge A 
01105 — Rarus-Silver Bow Creek - -- -- -- -- -- -- -- -- -- -- 
Phase II - Bridge B 
01106 = Rarus-Silver Bow Creek - -- -- -- -- -- -- -- -- -- -- 
Phase | - Bridge C 
01107 —_ Rarus-Silver Bow Creek - -- -- -- -- -- -- -- -- -- -- 
Phase Il - Bridge D 
Note: “--" indicate data is not available. 
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Russel Street Bridge - Phase | (Northbound) 


The bridge has three continuous spans of steel plate girders with span lengths of 142, 175, and 142 feet 
and new substructure. The nominal concrete deck thickness is 8-1/4 inches. Strip seal expansion joints are 
used between the superstructure and two abutments. This bridge deck was constructed in March of 2019 
reportedly using WJE’s modified curing recommendations from 2017 with five placements as shown on 
the crack map in Appendix A. 


Based on the memorandum dated April 5, 2019, titled “Construction Engineering Services - Project Review 
Report” and the SiteManager Daily Work Reports provided by MDT, the following cold-weather placement 
procedures were used for this bridge deck: 


> Reinforcing steel and deck forms were covered with insulating blankets and glycol-filled heater hoses 
during the night before placement to maintain temperatures of at least 35°F. 


The insulation blankets and heater hoses were temporarily removed for placing concrete. 
The concrete deck was covered with wet burlap and plastic sheeting. 
Heater hoses were placed on top of the concrete as needed. 


The deck was covered with insulation blankets. 


VV VV WV 


Insulation blankets were removed after concrete temperatures were within 5°F of the ambient 
temperature. 


Based on the project records, the heater hoses were placed on the top of the concrete at the following 
times: 


> For Placement 1: the same day of the concrete placement. 


> For Placements 2, 3, 4, and 5: the day following the concrete placement. The insulation blankets were 
temporarily uncovered for installation of the heater hoses and re-covered after the heater hoses were 
in place. 


It was reported in the April 5, 2019 memorandum mentioned above that after the cold weather protection 
and curing materials were removed, minimal transverse cracks were visible in most of the bridge deck, 
except that Placement 2 at mid-span of the bridges appeared to have significantly more transverse cracks 
than the other placements. The severe cracking at Placement 2 reported is generally consistent with WJE's 
visual inspections in 2019 and 2020; however, WJE’s crack mapping survey indicates that the cracking 
condition at Placement 1 at the time of inspection was similar to Placement 2 (see Crack Data Summary). It 
is possible that the early cracks at Placement 1 were narrow when curing materials were removed and not 
readily visible, but they subsequently widened due to additional thermal and drying shrinkage 
movements. Possible effects of heating and low ambient temperatures during curing are discussed later. 


2019 Inspection 

The deck inspection was performed by Robert Firman and Todd Nelson (both of WJE) on 12/2/2019. It was 
mostly cloudy with ambient temperatures from 25 to 35°F (-4 to 2°C). Bridge deck cracks were observed 
from the east sidewalk, as lane closures were not allowed. Crack widths could only be measured on the 
sidewalks and were likely wider in the driving lanes. The survey focused on the first driving lane adjacent 
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to the sidewalk. The second lane from sidewalk was crack mapped, but the cracks were more difficult to 
see due to the distance and thus the results likely underestimate the amount of cracking. 


Overall, there were a lot of transverse cracks for such an early age bridge, with the average transverse 
crack spacing of 2 to 4 feet and crack widths typically from 15 to 25 mils (0.015 to 0.025 inches). 
Reportedly, transverse cracks were observed by MDT within a couple months of construction. Photos of 
typical transverse cracks on the topside and underside are presented in Figure 5 through Figure 7. 
Placement 5 has map cracking along the center of the bridge in between lanes (see Figure 8). Ranking of 
the deck placements in cracking condition from worst to best was Placement 2, 1, 4, 5, and 3 based on 
visual inspection. No delamination was noted during chain dragging of the sidewalk. Placement 2 is the 
middle span and Placements 1 and 3 are end spans. Placement sequencing did not appear to have much 
effect on the amount of cracking at this bridge. This bridge has an overall rating of 3. 


Figure 5. Russell Street Bridge - Phase |, 2019 Inspection - Placement 1, topside. Typical transverse crack at arrows. 
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Figure 6. Russell Street Bridge - Phase I, 2019 Inspection - Placement 1, topside. A 15-mil transverse crack at arrow. 


Figure 7. Russell Street Bridge - Phase I, 2019 Inspection - Placement 3, underside. Typical transverse cracks at arrows. 
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Figure 8. Russell Street Bridge - Phase |, 2019 Inspection - Map cracking in placement 5. 


2020 Inspection 


The deck inspection was performed from the underside of the deck by Robert Frazier of WJE on 8/29/2020 
(no traffic control). At the time of the inspection, it was unknown that there was a polymer overlay applied 
on the topside of the deck since WJE’s last inspections. Crack mapping was performed from the underside 
of deck for the entire Placement 1, the south end of Placement 4 (approximately 47 feet long), and the 
north end of Placement 3 (approximately 66 feet long). For other parts of the deck, visual inspection with 
photos was performed, but crack mapping was not due to the limited access. 


Overall, there were a lot of transverse cracks with the typical transverse crack spacing of approximately 2 
feet in Spans 1 and 3. A photo of typical transverse cracks on the underside is presented in Figure 9. 
Intersecting cracks, exhibiting as multiple short longitudinal cracks intersecting transverse cracks, are 
present in Placements 1 and 2 near midspans; an example is shown in Figure 10. These appeared to have 
developed or become more observable since the 2019 inspections. Ranking of the deck placements in 
cracking condition from worst to best was 2, 1, 3, 4 and 5 based on visual inspection from the underside, 
which is generally consistent with the inspection in 2019. This bridge has the same overall rating of 3 as in 
the 2019 inspection. 
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Figure 10. Russell Street Bridge - Phase I, 2020 Inspection - Placement 1, underside. Intersecting cracks in red oval. 


FINAL REPORT | WJE No. 2019.2214 | OCTOBER 6, 2021 Page 37 


Bridge Deck Cracking Evaluation 
Final Report 


Russel Street Bridge - Phase II (Southbound) 


The span layout, deck thickness, and expansion joints are the same as the Russel Street Bridge - Phase | 
(northbound). This bridge deck was constructed in January to February 2020 reportedly using WJE's 
modified curing recommendations with five placements as shown on the crack map in Appendix A. It is 
unclear if the cold-weather placement procedures used in the Phase | bridge were implemented for Phase 
ll. 


2020 Inspection 


The deck inspection was performed from the underside of the deck by Robert Frazier of WJE (no traffic 
control). There is a polymer overlay on the topside of the deck. Crack mapping was performed from the 
underside of deck for the entire Placement 1, the south end of Placement 4 (approximately 47 feet long), 
and the north end of Placement 3 (approximately 66 feet long). For other parts of the deck, visual 
inspection with photos was performed, but crack mapping was not due to the limited access. 


Overall, transverse cracking was present but appeared to be milder than the Phase | bridge. A photo of 
typical transverse cracks on the underside is presented in Figure 11. Intersecting cracks, like those 
reported in the Phase | bridge, were not observed. Ranking of the deck placements in cracking condition 
from worst to best was 2, 4, 1, 3 and 5 based on visual inspection and crack mapping from the underside. 
Placement sequencing did not appear to have much effect on the amount of cracking at this bridge. 


This bridge has an overall rating of 1.5 based on inspection from the deck underside. 


Figure 11. Russell Street Bridge - Phase II, 2020 Inspection - Typical transverse cracks (arrows) in placement 1, 
underside. 
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Garrison Bridge 


This bridge deck was constructed on August 29 and 30, 2019 with three night placements reportedly using 
WJE’s modified curing recommendations from 2017. The bridge has three spans of steel beams with span 
lengths of 55, 94, and 55 feet and was constructed with existing substructure and deck girders. The end 
spans cantilever 11 feet over each interior pier into the middle span and support a 72-foot long 
suspended span with pins and hangers. The nominal concrete deck thickness is 7-1/2 inches in the 
cantilever spans and varies from 8 to 9.25 inches in the suspended span. Strip seal expansion joints are 
used between the cantilever and suspended spans. At the abutments, the concrete deck was cast 
continuously over the gap between the end of a steel beam and the abutment backwall, and rests on the 
top of the backwall. Per the project drawings, two control (contraction) joints are placed in the deck at 
center lines of the piers (Figure 12). These control joints were either formed during finishing or saw-cut 
after placement (then sealed), possibly to locate and control cracks due to negative moments. The bridge 
has one lane in each direction with low traffic volume. 


According to a provided MDT construction report (dated September 25, 2018), Class Deck Concrete was 
batched with a portable batch plant; and ambient temperatures during placement were between 40 (4°C) 
and 60°F (16°C) with no wind. The contractor used wet burlap and soaker hoses for curing, and insulation 
was applied after peak hydration. Minimal cracking was noted after removal of the curing, but early age 
crack mapping was not performed. 
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Figure 12. Garrison Bridge - Sealed control joint (at arrow) in concrete deck. Photo taken in 2020. 
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2019 Inspection 

The deck was visually inspected (from the shoulder with no lane closures nor traffic control) by Todd 
Nelson on 12/3/2019 from both the topside and underside of the deck. It was partly cloudy with ambient 
temperatures at about 35°F (2°C). Overall, the bridge deck is in very good condition with very few 
transverse cracks. Transverse crack spacing was estimated to be at 8 to 10 feet. No observable plastic 
shrinkage cracking or longitudinal cracking was noted. The deck underside was in good condition with 
only a few transverse cracks observed over the entire deck underside. Photos of typical conditions on the 
topside and underside are presented in Figure 13 and Figure 14, respectively. Minimal amounts of 
efflorescence were observed at deck construction joints (Figure 15). This bridge deck has an overall rating 
of 1. 


Figure 13. Garrison Bridge - 2019 inspection - Typical deck topside condition. 
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Figure 14. Garrison Bridge - 2019 inspection - Typical deck underside condition. Transverse cracks at arrows. 


FINAL REPORT | WJE No. 2019.2214 | OCTOBER 6, 2021 Page 41 


Bridge Deck Cracking Evaluation 
Final Report 


Figure 15. Garrison Bridge - 2019 inspection - Efflorescence on the deck underside at a construction joint (at arrows). 
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2020 Inspection 


The deck was visually inspected (no detailed inspection was performed with no lane closures nor traffic 
control) by Robert Frazier on 8/30/2020 from both the topside and underside of the deck. Overall, the 
bridge deck remains in very good condition with no significant changes from the 2019 inspection. On the 
topside, a few clusters of tight transverse cracks were observed in Span 1 at about 15 feet and 23 feet the 
south abutment and in Span 2 at one and three quarter points in span (Figure 16). No longitudinal 
cracking was noted. A photo of typical condition on the underside is presented in Figure 17. 


Additional observations of the cracking condition are as follows: 


>» Span 1 (South): cracking is most prevalent at mid-span in Placement 4 and reduces near transition 
area from Placement 4 to Placement 7 and within Placement 7. 


> Span 2: the cracking is most prevalent at mid-span in Placement 3. 
> Span 3: cracking is most prevalent over the railroad (Placement 2); minimal cracking elsewhere. 


This bridge deck has the same overall rating of 1 as in the 2019 inspection. 
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Figure 16. Garrison Bridge - 2020 inspection - Deck topside showing a cluster of fine transverse cracks. 
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Figure 17. Garrison Bridge - 2020 inspection - Typical deck underside condition (suspended span). Transverse cracks at 
arrows. 
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Whitehall Bridge (I-55) 


This bridge deck was constructed in May 2018 reportedly using WJE’s modified curing recommendations 
from 2017. The bridge has three simply supported spans of triple-T precast prestressed concrete beams 
(Tri-deck beams) with a 4-inch thick flange. A cast-in-place reinforced concrete deck was placed on top of 
the beams continuously over the three spans, with thickness varying from 5 3/4 inches at mid-span to 7 
3/4 inches at piers. The bridge has one lane in each direction with low traffic volume. 


2019 Inspection 


A visual inspection (no lane closures or traffic control) of the deck was performed by Todd Nelson on 
12/4/2019. It was partly cloudy with ambient temperatures from 25 to 30°F (-4 to -1°C). Overall, the bridge 
deck is in very good condition with very minimal transverse cracks noted from topside or underside. A 
couple of long longitudinal cracks were noted, likely at the joints between precast elements. Some minor 
map cracking was noted. Photos of typical conditions on the topside and underside are presented in 
Figure 18 and Figure 19, respectively. Crack mapping was not performed for this bridge. 


This bridge has an overall rating of 1. 
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Figure 18. Whitehall Bridge - 2019 inspection - Typical deck topside condition. Arrows point to a longitudinal crack. 
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Figure 19. Whitehall Bridge - 2019 inspection - Typical deck underside condition. 


FINAL REPORT | WJE No. 2019.2214 | OCTOBER 6, 2021 Page 46 


Bridge Deck Cracking Evaluation 
Final Report 


2020 Inspection 


A visual inspection (no lane closures or traffic control) of the deck was performed by Robert Frazier on 
8/27/2020 from both the topside and underside of the deck. Overall, the bridge deck remains in very good 
condition with no significant changes from the 2019 inspection. A photo of typical condition on the 
topside is presented in Figure 20. Crack mapping was not performed for this bridge. 


Additional observations of the cracking condition are as follows: 
> Four full-length longitudinal cracks align with precast T-beam flange joints. 
> Map cracking observed primarily in shoulders. 


This bridge has the same overall rating of 1 as in the 2019 inspection. 
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Figure 20. Whitehall Bridge - 2020 inspection - Typical deck topside condition. Arrows point to longitudinal cracking. 
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Capitol-Cedar Interchange Bridge - Phase I (Northbound) 


This bridge deck was constructed in 2016 prior to WJE's modified curing recommendations in 2017. The 
bridge has four continuous spans of steel plate girders with span lengths of 180, 212, 212, and 180 feet. 
The nominal concrete deck thickness is 8-1/2 inches. Modular expansion joints are used between the 
superstructure and two abutments. Significant transverse deck cracking was reported on this bridge 
immediately after removal of curing back in 2016. 


2019 Inspection 


The deck inspection was performed by Robert Schulman and Todd Nelson on 12/6/2019. It was mostly 
cloudy with ambient temperatures from 30 to 40°F (-1 to 4°C). The bridge has three traffic lanes and very 
high traffic volume. Crack mapping and delamination surveys were performed on deck placements 3 and 
5, with visual assessments performed for the other placements. The crack mapping was performed from 
the farthest right driving lane (only the far-right lane was closed to traffic) and shoulder; therefore, the 
most accurate crack maps are in the right lane and shoulder with visual inspections of the other lanes 
being less reliable. 


In general, the bridge deck has severe transverse cracking throughout, with placements 2 and 3 (interior 
mid-span) having the worst cracking conditions with many characteristic “jump” cracks. When the 
transverse cracks propagate past one another in close proximity, the crack tips bend toward one another, 
eventually “jumping” from one crack to another. Such “jump” crack patterns were observed and reported 
in WJE's April 21, 2017 report. Transverse cracking on placements 3 and 5 were typically spaced every 4 
feet, with wide crack widths averaging 20 mils (0.020-in.), and the majority of the cracks were located over 
reinforcing steel (based on ground penetrating radar (GPR) survey). Typical transverse cracks on the 
topside and underside are shown in Figure 21 and Figure 22. Significant map cracking was observed at the 
beginning and end of placements 3 and 5 (Figure 23 and Figure 24). Observed from the deck underside, 
cracking in placements 2 and 3 looked worse than in placements 5 and 7. Cracking appears more frequent 
over and adjacent to the steel girders manifesting the additional restraint provided by the composite 
girders. The cracking in the mid-span placements looked worse than in the placements over piers. Ranking 
of the placements in cracking condition from worst to best is 3, 2, 4, 1, 7, 6, and 5 based on visual 
inspection. No delamination was noted. 


This bridge has an overall rating of 4. 
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Figure 21. Capitol-Cedar Bridge Phase | (NB)- Typical deck topside transverse cracks, Placement 3. 
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Figure 22. Capitol-Cedar Bridge Phase | (NB) - Typical deck underside transverse cracks at arrows (Placement 3). 
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Figure 23. Map cracking at beginning of placement 3. Figure 24. Map cracking at the end of placement 5. 
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2020 Inspection 


A visual deck inspection was performed from the underside of the deck by Robert Frazier on 8/29/2020 
(no traffic control). Visual inspection with photos was performed from the deck underside; crack mapping 
was not performed. Crack conditions in the underside appeared similar to those observed during the 2019 
inspection, but with more efflorescence at crack locations. A typical photo of the deck underside is shown 
in Figure 25. Overall, cracking conditions in the mid-span regions (Placements 1, 2, 3 and 4) are worse than 
the placements over the piers (Placements 5, 6 and 7). 


Additional observations of the cracking condition per span are as follows: 


> Span 1 (South): the worst cracking condition at mid-span in Placement 4; cracking reduces near 
transition area from Placement 4 to Placement 7 and within Placement 7. 


Span 2: the worst cracking condition is at mid-span in Placement 3. 
Span 3: the worst cracking condition over the railroad (Placement 2); minimal cracking elsewhere. 


Span 4: the worst cracking at mid-span in Placement 1; minimal cracking within Placement 6 north of 
Bent 4. 


This bridge has the same overall rating of 4 as in the 2019 inspection. 


Figure 25. Capitol-Cedar Bridge Phase | (NB) - 2020 inspection - Typical deck underside transverse cracks. The arrow 
points to the same transverse crack noted in Figure 22. 
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Capitol-Cedar Interchange Bridge - Phase II (Southbound) 


The bridge was constructed in August of 2017 with WJE's curing recommendations. The superstructure is 
generally the same as the Phase |, northbound bridge described above. The bridge has three lanes and has 
a very high traffic volume. When curing was removed from this bridge deck back in 2017, no observable 
cracking was noted. In addition, approximately one month after construction, WJE performed a brief visual 
review of the bridge deck and did not note any cracking. However, transverse cracking was reported to be 
observed after the winter months, approximately 4 to 6 months after construction, and progressively 
became more severe. 


2019 Inspection 


A deck inspection was performed by Robert Schulman and Todd Nelson on 12/6/2019. It was mostly 
cloudy with ambient temperatures from 30 to 40°F (-1 to 4°C). Crack mapping and delamination surveys 
were performed on deck placements 2 and 5, with visual assessments performed for the other placements. 
The crack mapping was performed from the farthest right (travel) lane and shoulder (lane closure of only 
the travel lane); therefore, the most accurate crack maps are in the right lane and shoulder with visual 
inspections of the other lanes being less reliable. 


Typical transverse cracks on the topside are shown in Figure 26. There were one or two possible locations 
of “jump” cracks at transverse cracks spaced 2 to 3 feet apart (Figure 27). Location of the “jump” part 
relative to the steel girders shown in these figures appears to be consistent with observations in WJE 
previous investigations in which it was hypothesized that the transverse cracks originated from the girders 
where the restraint is the greatest, then propagated away from the girders with time, and finally bent 
towards each other, resulting in the “jump”. These “jump” cracks, however, were atypical compared to 
“jump” cracks observed on previous investigations and on Phase | deck, as the transverse cracking was 
spaced farther apart (6 to 18 inches is typical based on previous bridge deck investigations). Typical 
transverse cracks were spaced at 4 to 5 feet with an average crack width of 20 mils (0.020-in.), and the 
majority of the cracks were located over reinforcing steel (based on GPR survey). Placements 5 and 7 (over 
piers) were in the best condition (similar to Phase |), with placement 1 and 3 the visually worst (similar to 
Phase |). Placement 1 looked much worse than placement 4. A longitudinal crack was observed over the 
entire length of placements 2 and 5 along the second girder from the right/east barrier. Ranking of the 
placements in visual cracking condition from worst to best: 1, 3, 2, 4, 7, 6, and 5; generally similar to Phase 
|. No delamination was noted on the deck. 


From the deck underside, placements 5 and 7 were in good condition while placement 3 was visually the 
worst. Typical transverse cracks on the underside in placement 3 are shown in Figure 28. As shown in this 
figure, short, hairline longitudinal cracks are present along many transverse cracks. These hairline cracks 
are uncommon, and their origin is not well understood. 


This bridge has an overall rating of 3. 
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Figure 26. Capitol-Cedar Bridge Phase II (SB) - 2019 inspection. Typical deck topside transverse cracks at arrows. Blue 
dotted lines indicate approximate locations of two adjacent steel girders. 
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Figure 27. Capitol-Cedar Bridge Phase II (SB) - 2019 inspection. Jump (transverse) crack at arrows. Red arrow indicates 
the “jump” part. Blue dotted lines indicate approximate locations of two adjacent steel girders. 
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Figure 28. Capitol-Cedar Bridge Phase II (SB) - 2019 inspection. Placement 3. Typical deck underside transverse cracks 
at yellow arrows; short, hairline longitudinal cracks at red arrows. 


2020 Inspection 

A visual inspection was performed from the underside of the deck by Robert Frazier on 8/29/2020 (no 
traffic control). Crack mapping was not performed. Crack conditions generally looked similar to those 
observed during the 2019 inspection. A typical photo of the deck underside is given in Figure 29, showing 
typical transverse cracks and short, hairline longitudinal cracks similar to those observed in 2019. Overall, 
cracking conditions in the mid-span regions (Placements 1, 2, 3 and 4) are worse than the placements over 
the piers (Placements 5, 6 and 7). 


Additional observations of the cracking condition are as follows: 


> Span 1 (South): considerable cracking starting near the south abutment and reducing to minimal 
cracking near transition area from Placement 4 to Placement 7. Cracking returns over Bent 2. 


> Span 2: the worst cracking condition at mid-span in Placement 3. 


> Span 3: minimal cracking observed. Note: a portion of the span was not observable due to the 
presence of railroad and train. 
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> Span 4: considerable cracking starting near the north abutment and reducing to minimal cracking near 
transition area from Placement 1 to Placement 6 and Bent 4. 


This bridge has the same overall rating of 3 as in the 2019 inspection. 


Figure 29. Capitol-Cedar Bridge Phase II (SB) - 2020 inspection. Typical deck underside transverse cracks at yellow 
arrows); short, hairline longitudinal cracks at red arrows. 


Bonner Bridge - Phase | (Eastbound) 


This bridge deck was constructed in September 2018 reportedly using WJE’s modified curing 
recommendations. The bridge has three continuous spans of steel plate girders with span lengths of 158, 
210, and 113 feet. The nominal concrete deck thickness is 9-1/2 inches. Strip seal expansion joints are 
used between the superstructure and two abutments. 


2019 Inspection 


The deck inspection was performed Robert Schulman and Todd Nelson on 12/7/2019. It was mostly 
cloudy with ambient temperatures from 25°F to 35°F (-4 to 2°C). The crack mapping and delamination 
survey were performed from the driving lane (driving lane was the only lane closed), with visual crack 
assessment performed in the passing lane. The deck was generally in good condition on both topside and 
underside. The placements over the piers (4 and 5) had worse cracking than the mid-span placement (1) 
and end placements (2 and 4). On average, the transverse cracking was spaced at 13, 10, 20, 4, and 3 feet 
for placements 1, 2, 3, 4 and 5, respectively. Transverse crack widths were typically between 15 and 20 mils 
(0.015 to 0.020-in.) and approximately half of the cracks were located over reinforcing steel (based on GPR 
survey). Typical conditions of the deck topside and underside are shown in Figure 30 and Figure 31 
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respectively. Minor map cracking was observed on the topside in most of the placements (Figure 32). The 
cracking in the placements over piers was more severe than the placements in mid-span regions. Ranking 
of the placements in visual cracking condition from worst to best: 5, 4, 2, 1, 3. 


This bridge has an overall rating of 1.5. 
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Figure 30. Bonner Bridge Phase | (EB) - 2019 inspection - Typical deck topside transverse cracks, placement 5. 
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Figure 31. Bonner Bridge Phase | (EB) - 2019 Inspection - Typical deck underside condition, placement 3. Transverse 
crack at arrows. 
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Figure 32. Bonner Bridge Phase | (EB) - 2019 Inspection - Typical map cracking, placement 5. 
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2020 Inspection 


The deck inspection was performed by Robert Frazier on 8/29/2020. Visual inspection was performed from 
both the topside and underside of the deck, as traffic control was unavailable to perform a detailed survey. 
Crack mapping was performed from the topside. Crack conditions generally look similar to those observed 
during the 2019 inspection. Transverse crack widths were typically between 15 and 20 mils (0.015 to 0.020- 
in.), consistently with data from the 2019 survey. Typical conditions of the deck topside and underside are 
shown in Figure 33 and Figure 34, respectively. Ranking of the placements in visual cracking condition 
from worst to best: 4, 5, 3, 2, and 1. 


Additional observations of the cracking condition on the underside are as follows: 

> Span 1 (East): minimal cracking. 

> Span 2: mild cracking in Placement 3; minimal cracking elsewhere. 

> Span 3: minimal cracking except just west of transition area from Placement 2 to Placement 5. 


This bridge has the same overall rating of 1.5 as in the 2019 inspection. 


Figure 33. Bonner Bridge Phase | (EB) - 2020 inspection - Typical deck topside transverse cracks, placement 5. 
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Figure 34. Bonner Bridge Phase | (EB) - 2020 inspection - Typical deck underside condition, placement 3. 
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Bonner Bridge - Phase II (Westbound) 


This bridge deck was constructed in September 2019 reportedly using WJE’s modified curing 
recommendations and opened to traffic in November 2019. The structure is generally the same as the 
Phase |, as described above. 


2019 Inspection 


The deck inspection was performed by Robert Schulman and Todd Nelson on 12/7/2019. It was mostly 
cloudy with ambient temperatures from 25 to 35°F (-4 to 2°C). The crack mapping and delamination 
survey were performed from the driving lane, with visual crack assessment performed in the passing lane. 


Overall, the bridge is in very good condition. Transverse cracks were very tight, most of them were 5 mils 
(0.05-in.) wide or less, and very difficult to see. Approximately half of the cracks were located over 
reinforcing steel (based on GPR survey). A couple of cracks appeared to have been previously repaired. No 
map cracking was observed. The deck underside was in very good condition with no observable transverse 
cracks. Typical conditions of the deck topside and underside are shown in Figure 35 and Figure 36, 
respectively. 


This bridge has an overall rating of 1. 


Figure 35. Bonner Bridge Phase II (WB)- Typical deck topside condition, placement 1. 
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Figure 36. Bonner Bridge Phase II (WB) - 2019 Inspection - Typical deck underside condition, Span 2 - Looking east. 
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2020 Inspection 


A visual inspection was performed from the underside of the deck by Robert Frazier on 8/29/2020 (no 
traffic control). Crack mapping was not performed, as traffic control was unavailable to WJE. Crack 
conditions generally look similar to those observed during the 2019 inspection. Typical conditions of the 
deck underside are shown in Figure 37. Ranking of the spans in visual cracking condition from worst to 
best: 2, 3 and 1. 


Additional observations of the cracking condition on the underside are as follows: 

> Span 1 (East): minimal to mild cracking. 

> Span 2: moderate cracking in Placement 3; minimal cracking elsewhere. 

> Span 3: minimal cracking except just west of transition area from Placement 2 to Placement 5. 


This bridge has the same overall rating of 1 as in the 2019 inspection. 
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Figure 37. Bonner Bridge Phase II (WB) - 2020 inspection - Typical deck underside condition, Span 2 - Looking east. 
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Rarus/Silver Bow Creek - Phase | - Bridge A 


This bridge was constructed in October of 2018 reportedly using WJE's modified curing recommendations 
and consists of three spans with span lengths of 90, 137, and 139 feet. Concrete deck thickness is 7-3/4 
inches, which is supported on steel plate girders. 


2019 Inspection 


A visual inspection of this bridge was performed from the underside only (no traffic control). The 
underside condition of this bridge is very good, with minimal transverse cracking noted (see Figure 38). 


This bridge has an overall rating of 1. 


Figure 38. Underside of Rarus/Silver Bow Creek Bridge A - 2019 inspection, condition is very good (Span 2 shown). 
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2020 Inspection 


The deck inspection was performed by Robert Frazier on 8/27/2020. A polymer concrete overlay was 
placed between the 2019 and 2020 inspection. Visual inspection was performed from the underside only 
(no traffic control). Crack conditions appear to be slightly worse than in the 2019 inspection, with more 
efflorescence observed (see Figure 39). Ranking of the spans in visual cracking condition from worst to 
best: 1, 2 and 3. 


Additional observations of the cracking condition on the underside are as follows: 
> Span 1 (South): moderate cracking in Placement 1. 

>» Span 2: routine cracking throughout. 

> Span 3: low-density routine cracking. 


This bridge has an overall rating of 1.5. 
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Figure 39. Underside of Rarus/Silver Bow Creek Bridge A - 2020 inspection - Span 2, Typical transverse cracks at 
arrows. 
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Rarus/Silver Bow Creek - Phase II - Bridge B 


This bridge was constructed in December of 2019 using WJE’s curing recommendations and consists of 
three spans with span lengths of 90, 137, and 139 feet. Concrete deck thickness is 7-3/4 inches, which is 
supported on steel plate girders. 


2020 Inspection 


The deck inspection was performed by Robert Frazier on 8/27/2020. A polymer concrete overlay is present 
on the topside, and visual inspection was performed from the underside only (no traffic control). The 
underside condition of this bridge is good, with minimal transverse cracking noted (see Figure 40 and 
Figure 41). Ranking of the spans in visual cracking condition from worst to best: 2, 1 and 3. 


Additional observations of the cracking condition on the underside are as follows: 

= Span 1 (South): minimal cracking except at mid-span. 

= Span 2: routine cracking starting north of transition area between Placements 2 and 3. 
= Span 3: low-density routine cracking. 


This bridge has an overall rating of 1. 
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Figure 40. Underside of Rarus/Silver Bow Creek Bridge B - 2020 inspection - Span 1, Typical transverse crack at arrows. 
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Figure 41. Underside of Rarus/Silver Bow Creek Bridge B - 2020 inspection - Span 2, Typical transverse cracks at 
arrows. 
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Rarus/Silver Bow Creek - Phase I - Bridge C 


This bridge was constructed in December of 2018 reportedly using WJE's curing recommendations and 
consists of four spans with span lengths of 134, 165, 165, and 134 feet. Concrete deck thickness is 7-3/4 
inches, which is supported on steel plate girders. 


2019 Inspection 


A visual inspection of this bridge was performed from the underside only (no traffic control). The 
underside condition of this bridge is good, with minimal transverse cracking noted (see Figure 42 and 
Figure 43). This bridge has an overall rating of 1.5. 


Figure 42. Underside of Rarus Structures - Silver Bow Creek - Bridge C - 2019 inspection. 
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Figure 43. Underside of Rarus Structures - Silver Bow Creek - Bridge C - 2019 inspection. 


2020 Inspection 

The deck inspection was performed by Robert Frazier on 8/27/2020. A polymer concrete overlay is present 
on the topside, and visual inspection was performed from the underside only (no traffic control). Crack 
conditions look similar to those observed during the 2019 inspection. Typical conditions of the deck 
underside are provided in Figure 44 and Figure 45. Ranking of the spans in visual cracking condition from 
worst to best: 3, 2, 1 and 4. 
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Additional observations of the cracking condition on the underside are as follows: 
> Span 1 (South): low-density cracking. 

> Span 2: low-density cracking. 

> Span 3: moderate cracking at mid-span. 


This bridge has the same overall rating of 1.5 as in the 2019 inspection. 


Figure 44. Underside of Rarus Structures - Silver Bow Creek - Bridge C - 2020 inspection, Span 3; typical transverse 
cracks at arrows. 
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Figure 45. Underside of Rarus Structures - Silver Bow Creek - Bridge C - 2020 inspection, Span 2 overall view. 
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Rarus/Silver Bow Creek - Phase Il - Bridge D 


This bridge was constructed in December of 2019 using WJE’s curing recommendations and consists of 
four spans with span lengths of 134, 165, 165, and 134 feet. Concrete deck thickness is 7-3/4 inches, which 
is supported on steel plate girders. During construction, placement No. 7 of this bridge deck was 
instrumented and monitored by WJE for temperature, relative humidity, and strain measurements (See 
Item 4.4b, page 105). The goal of this inspection was to document transverse cracks and correlate to the 
monitored data: temperature, relative humidity, and strain. Unfortunately, a polymer overly was installed 
(reportedly in July) and topside cracks could not be documented, so a visual inspection was performed 
from the underside of the bridge. 


2020 Inspection 


The deck inspection was performed by Robert Frazier on 8/27/2020. A polymer concrete overlay was 
present on the topside. Visual inspection and crack mapping were performed from the underside of deck 
(no traffic control). The underside condition of this bridge is good, with minimal transverse cracking noted 
(see Figure 46 and Figure 47). Ranking of the placements in visual cracking condition from worst to best: 3, 
2, 1, 6, 7,4, and 5. The cracking in the mid-span placements generally looked worse than in the 
placements over piers with the exception of Placement 4 which exhibited minimal cracking. 


This bridge has an overall rating of 1.5. 
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Figure 46. Underside of Rarus/Silver Bow Creek Bridge D - 2020 inspection - Span 2, Typical transverse crack at arrows. 
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Figure 47. Underside of Rarus/Silver Bow Creek Bridge D - 2020 inspection - Span 3, Typical transverse crack at arrows. 


FINAL REPORT | WJE No. 2019.2214 | OCTOBER 6, 2021 Page 77 


Bridge Deck Cracking Evaluation 
Final Report 


West Laurel Interchange - Phase I (Eastbound) 


This bridge was constructed in June 2018 reportedly using WJE’s curing recommendations and consists of 
three spans (153, 218, and 186 feet) with steel plate girders. Concrete deck thickness is 8-1/4 inches. 
Transverse deck cracking was reportedly noticed fairly early after construction, with some cracks reported 
during concrete placement of subsequent spans. Map cracking was reportedly observed but not until the 
Spring of 2019 and covers most of the deck. This deck also has isolated areas of near surface scaling. The 
map cracking and scaling were briefly investigated by WJE in 2020 by petrographically evaluating four 
concrete cores extracted from the deck. The petrographic evaluations were not conclusive on the cause of 
the scaling, but the map cracking was identified as plastic shrinkage cracking. 


2019 Inspection 


This bridge was not inspected by WJE, but an aerial photo taken in November 2019 (provided by MDT) 
was converted to a crack map and included in Appendix A. The cracking in the mid-span placements 
generally looked worse than in the placements over piers. Ranking of the placements in visual cracking 
condition from worst to best: 2, 1, 3, 5 and 4. 


This bridge has an overall rating of 3. 


2020 Inspection 


A visual inspection was performed from the deck underside by Robert Frazier on 8/27/2020 (no traffic 
control). Crack mapping was performed from the underside for Placement 2 only; crack map is included in 
Appendix A. Ranking of the placements in visual cracking condition from worst to best: 2, 1, 3, 5, and 4. 
Notably in Placement 2, transverse cracks are closely spaced at 2 feet or less near the east end, and there 
are some areas exhibiting intersecting cracks. Typical crack conditions are shown in Figure 48 and 

Figure 49. 


Additional observations of the cracking condition are as follows: 


> Span 1 (East): moderate cracking one brace bay east of transition area from Placement 1 to Placement 
4. 


> Span 2: regular cracking in Placement 3; minimal cracking in Placements 4 and 5. 
> Span 3: considerable cracking in Placement 2 (worst in this bridge). 


This bridge has the same overall rating of 3 as in 2019 inspection. 


FINAL REPORT | WJE No. 2019.2214 | OCTOBER 6, 2021 Page 78 


Bridge Deck Cracking Evaluation 
Final Report 


Figure 48. West Laurel Interchange - Phase | - 2020 inspection - Placement 2. Typical transverse crack at arrows. Red 
dotted oval indicates an area with intersecting cracks. 
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Figure 49. West Laurel Interchange - Phase | - 2020 inspection - Placement 1. Typical transverse crack at arrows. 


FINAL REPORT | WJE No. 2019.2214 | OCTOBER 6, 2021 Page 80 


Bridge Deck Cracking Evaluation 
Final Report 


West Laurel Interchange - Phase II (Westbound) 


This bridge was constructed in October 2019 reportedly using WJE's curing recommendations and consists 
of three spans (150, 170, and 150 feet) with steel plate girders. Concrete deck thickness is 8-1/4 inches. 
2020 Inspection 


A visual inspection was performed from the deck underside by Robert Frazier on 8/27/2020 (no traffic 
control). Crack mapping was not performed. Overall, the bridge deck is in good condition with few 
transverse cracks. Some areas exhibiting intersecting cracks are observed in Placement 2. Typical crack 
conditions are shown in Figure 50 and Figure 51. The cracking in the mid-span placements generally 
looked worse than in the placements over piers. Ranking of the placements in visual cracking condition 
from worst to best: 2, 1, 3, 5, and 4. 


Additional observations of the cracking condition are as follows: 
> Span 1 (East): mild cracking one brace bay east of transition area from Placement 1 to Placement 4. 
> Span 2: minimal cracking. 


> Span 3: minimal cracking except for one brace bay west of transition area from Placement 2 to 
Placement 5. 


This bridge has an overall rating of 1.5. 
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Figure 50. West Laurel Interchange - Phase II - 2020 inspection - Placement 1. Typical transverse crack at arrows. 
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Figure 51. West Laurel Interchange - Phase II - 2020 inspection - Placement 2. Typical transverse crack at arrows. Red 
oval indicates an area with intersecting cracks. 
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Cracking Data Summary 


In order to better understand the cracking characteristics of each bridge deck and ultimately for 
comparative purposes, cracking statistics were performed using the cracking frequency and width data 
obtained from the 2019 and 2020 field investigations. It was noted during the field inspections that cracks 
in traffic lanes further from the controlled lane (inspected lane) were more difficult to visual assess and 
would not be reliable for analysis and comparative studies. Thus, although the crack maps in Appendix A. 
show cracks in multiple lanes, only the cracks within the controlled traffic lane were counted in the 
statistics and analyses. From the crack maps, the number of cracks and total crack length were 
determined, and the crack density (the total crack length divided by the surveyed area) and the crack 
severity (the average crack width multiplied by the total crack length divided by the surveyed area) were 
calculated. The cracking data for each bridge is summarized by placement and presented in Table 5 
through Table 15 for both 2019 and 2020 inspections. In the tables for deck topside only, the crack density 
and crack severity values are color coded using the same color scale (shown in Table 4) across the bridges 
to assist with relative comparisons between placements within the same bridge as well as between 
different bridges. 


At Bonner Bridge Phase 1, the crack density and severity obtained in 2020 were slightly higher than those 
obtained in 2019. At the other bridges, a comparative assessment between the 2019 and 2020 inspections 
is not available because in the 2019 inspection crack mapping surveys were performed from the topside of 
the decks while in the 2020 inspection crack surveys were performed from the underside. It was also 
previously noted that at several bridges a new overlay was installed at a time between the two inspections, 
which altered exposure conditions of those decks and prevented mapping of the cracks. 


Table 4. Color codes for crack density and crack severity for deck topside data 


Color Scale Crack density (ft/ft2) Crack Severity (mil*ft/ft2) 
<0.1 <1 
0.1 to 0.2 1 to 3 
> 0.2 >3 


Table 5. Crack Data Summary - Russell Street Bridge - Phase | (NB) Topside - 2019 inspection 


Placement Survey Survey Width Total Crack Average Crack Crack Density Crack Severity 


# Length (ft) (ft) Length (ft) Width (mil) (ft/ft?) (mil*ft/ft?) 

1 90 12 291.3 25.8 0.27 6.95 

2 81 12 221.0 29.1 0.23 6.62 

3 90 12 229.1 16.4 0.21 3.48 

4 94 12 316.6 14.2 0.28 39/8) 

5 94 12 340.8 12.0 0.30 3.63 
All 449 12 1398.8 19.1 0.26 4.88 
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Table 6. Crack Data Summary - Russell Street Bridge - Phase | (NB) Underside - 2020 inspection 
Placement Survey Survey Width Total Crack Average Crack Crack Density Crack Severity 


# Length (ft) (ft) Length (ft) Width (mil) (ft/ft2) (mil*ft/ft2) 
1 90 12 163.17 - 0.15 - 

3 66!) 12 81.00 - 0.10 - 

4 47 12 14.83 - 0.03 - 
All 203 12 259.0 - 0.11 - 


Notes: [1] Crack mapping performed for partial length of deck placement. 


Table 7. Crack Data Summary - Russell Street Bridge - Phase II (SB) Underside - 2020 inspection 
Placement Survey Survey Width Total Crack AverageCrack Crack Density Crack Severity 


# Length (ft) (ft) Length (ft) Width (mil) (ft/ft2) (mil*ft/ft2) 
1 90 12 35.58 - 0.03 - 
66 12 20.67 - 0.03 - 
4 47 12 71.83 - 0.13 - 
All 203 12 128.1 - 0.05 - 


Table 8. Crack Data Summary - Capitol Cedar Bridge - Phase | (NB) Topside - 2019 inspection 


Survey Width 
(ft) 


Placement Total Crack | Average Crack 


Survey i 
Length (ft) Width (mil) 


Length (ft) 


Crack Density 
(ft/ft2) 


Crack Severity 
(mil*ft/ft2) 


Table 9. Crack Data Summary - Capitol Cedar Bridge - Phase II (NB) Topside - 2019 inspection 


Placement | Survey Survey Width } Total Crack { Average Crack } Crack Density i Crack Severity 
# i Length (ft) ; (ft) i Length (ft) | Width (mil) (ft/ft2) (mil*ft/ft2) 


12 
12 
12 


104 
108 
212 


181.6 178 


422.8 18.7 


Table 10. Crack Data Summary - Bonner Bridge - Phase | (EB) Topside - 2019 inspection 
Placement Survey | Survey Width Total Crack | Average Crack | Crack Density | Crack Severity 
Length (ft) (ft) Length (ft) Width (mil) (ft/ft2) (mil*ft/ft2) 
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Table 11. Crack Data Summary - Bonner Bridge- Phase | (EB) Topside - 2020 inspection 


Survey Width 
(ft) 


Placement Total Crack Average Crack Crack Density | Crack Severity 


Length (ft) | Width(mil) | —§ (ft/ft2) | (mil*ft/ft2) 


Survey 
Length (ft) 


Table 12. Crack Data Summary - Phase II - Bonner Bridge (WB) Topside - 2019 inspection 


| Placement | Survey Survey Width | Total Crack | Average Crack | Crack Density | Crack Severity | 
# i Length (ft) | (ft) | Length (ft) | Width(mil) | = (ft/ft2) = { (mil*ft/ft2) 


Total Crack 
Length (ft) 


152.5 


Survey 
Length (ft) 


Survey Width 
(ft) 


12 


| 2 | 109 | 12 | 283.7 | Z 
| 3 | 119 | 12 | 118.7 | = 
fo o4 / 13 | 12 | 9.6 | se 
| 5 84 | 12 121.6 | = 
| All | 549 | 12 | 686.1 | =e 


Note: Field inspection not performed by WJE for West Laurel Bridge. Cracking evaluated based on ortho mosaic photos 
provided by MDT. No crack width data is available. 
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Table 14. Crack Data Summary - West Laurel Bridge - Phase | (EB) Underside - 2020 inspection 


Placement Survey Survey Width Total Crack AverageCrack Crack Density Crack Severity 
# Length (ft) (ft) Length (ft) Width (mil) (ft/ft2) (mil*ft/ft2) 
2 109 12 486.47 : 0.37 - 


Table 15. Crack Data Summary - Rarus/Silver Bow Creek Bridge D Underside - 2020 inspection 


Placement Survey Survey Width Total Crack Average Crack Crack Density Crack Severity 


# Length (ft) (ft) Length (ft) Width (mil) (ft/ft2) (mil*ft/ft2) 
1 90 6 38.25 - 0.04 - 

2 85 11 44.92 - 0.04 - 

3 85 17 102.67 - 0.10 - 

4 90 0 0.00 - 0.00 - 

5 80 0 0.00 - 0.00 - 

6 80 7 45.25 - 0.05 - 

vi 80 3 18.63 - 0.02 - 
All 590 44 249.7 - 0.03 - 
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Analyses and Discussion 


In this section, effects of a number of construction and design factors on deck cracking are analyzed and 
discussed based on the project records and crack data obtained from topside surveys during the 2019 
field inspections. This analysis is not intended to elicit statistically valid conclusions related to the various 
possible factors, since sufficient data is not available, but to provide an indication of what factors might be 
most probable and to focus further analysis and research. Crack data from the 2020 field inspections was 
excluded from the analyses because the crack mapping was mostly performed from the underside. The 
factors examined include: 


> Construction factors: 
"Deck placement time (Month) 
#» Ambient and concrete temperatures 


> Design factors: 
# Deck thickness 
« Bridge bearing type 
= Span length 
= Span bearing type 
» Placement location 
» Placement length 


Effects of Deck Placement Time (Month) 


Crack density and crack severity data was summarized by placement time (month) in Table 16, and 
presented graphically in Figure 52 and Figure 53. Based on these table and figures, placement time 
appears to have an impact on deck cracking. Decks placed in colder weather (March) exhibited more 
severe cracking than those placed in warmer weather June, August, and September). Possible causes for 
the more severe cracking at the March placements (all Russell Street bridges) include the low ambient 
temperatures, the use of heating hoses, heating from the top, removal of heating, or the combined effect. 
This is discussed in the next section. 


Table 16. Crack Data Summarized by Deck Placement Time 


Crack Density (ft/ft?) Crack Severity (mil*ft/ft?) 
Placement 
Time (Month) Wierage Standard No. of Seemage Standard No. of 
Deviation placements Deviation placements 
Mar 0.26 0.04 5 4.93 1.70 5 
Jun 0.09 0.08 5 = S - 
Aug 0.15 0.00 2 2.89 0.36 2 
Sep 0.04 0.01 5 0.18 0.05 5 
Oct 0.12 0.08 5 2.12 1.55 5 


FINAL REPORT | WJE No. 2019.2214 | OCTOBER 6, 2021 Page 88 


Bridge Deck Cracking Evaluation 
Final Report 


Crack Severity (mil*ft/ft?) 
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Figure 52. Deck placement time vs crack density. Each error bar indicates tone standard deviation. 
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Figure 53. Deck placement time vs crack severity. Each error bar indicates tone standard deviation. 
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Effects of Heating, Ambient and Concrete Temperatures During Curing 


WJE performed a limited analysis of the temperature data provided by MDT at select bridges. The project 
records indicate that four temperature sensors were installed at each deck location, including one sensor 
measuring the ambient temperature and three measuring concrete temperatures at the top and bottom 
reinforcement mats and at mid-height of deck. The four temperature sensors were installed at up to three 
locations longitudinally along each deck placement. 


Examples of concrete and ambient temperature data at decks without heating and with heating during 
concrete curing are presented in Figure 54 and Figure 55, respectively. At the deck without heating, the 
three concrete temperature profiles were almost identical throughout curing. At the deck with heating 
hoses placed on top of concrete (Russell Street Bridge Phase I, Placement 1), temperatures of one 
concrete sensor was unusually higher than the other two concrete sensors, and the peak concrete 
temperatures were much higher than the ambient temperature. As mentioned in the Field Inspections 
section, this deck was placed in March 2019, with heater hoses and insulation blankets placed on top of 
the deck the same day of concrete casting whereas the underside of the deck was not heated or insulated 
from the low ambient temperatures other than by the deck formwork. This may be the cause for the 
significant temperature differences among the three concrete sensors; the sensor with highest 
temperatures was likely at the top mat of deck reinforcement and heated up more than the other sensors 
below. 


For each sensor location, the difference between the average concrete temperature (average of 3 sensors) 
and the ambient temperature, AT;a, and the difference between the highest and lowest concrete 
temperatures among the three concrete sensors, AT<c, were calculated at the time of peak hydration 
temperature. Results from the different locations within each placement were averaged. Data of AT ca, ATcc, 
crack density and crack severity are summarized in Table 17. Plots of AT;a and AT,< versus the two cracking 
indicators are presented in Figure 56 and Figure 57. 


Based on these table and figures, more severe cracking appeared to occur in deck placements that had 
greater ATca and AT<c. It is worth noting that the most severe cracking occurred at the Russel Street Bridge 
Phase | where the larger differences in concrete temperatures, particularly Placement 1, was possibly due 
to the early installation of heating hoses on top of the deck as discussed above. It is possible that the 
concrete temperature gradients over the deck thickness due to uneven heating during curing resulted in 
early-age cracks (see Field Inspections section for reported cracking after curing materials were removed), 
and those cracks have widened due to subsequent thermal and shrinkage movements. 
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Figure 54. Curing temperature data without heating. Capitol-Cedar Bridge Phase II (SB), Placement 5, south sensor 
location 
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Figure 55. Curing temperature data with heating hoses on top of concrete. Russell Street Bridge Phase | (NB), 


Placement 1, sensor location 3. Arrow indicates unusually high temperatures in one concrete sensor, possibly due to 
uneven heating. 
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Table 17. Cracking and Temperature Data by Deck Placement 


Crack Density Crack Severity 


Bridge Placement (ft/ft2) (mil*ft/ft2) AT ca (°F) ATce (°F) 
Capitol-Cedar Phase II (SB) 2 0.16 3.15 9.0 3.7 
Capitol-Cedar Phase II (SB) 5 0.15 2.64 5.1 2.9 

Russell St - Phase 1 1 0.27 6.95 58.7 18.6 
Russell St - Phase 1 2 0.23 6.62 43.1 35 
Russell St - Phase 1 3 0.21 3.48 46.5 2.3 
Russell St - Phase 1 4 0.28 3.99 55.7 13 
Russell St - Phase 1 5 0.30 3.63 - - 

West Laurel - Phase | 1 0.11 = 31.5 45 
West Laurel - Phase | 2 0.23 = 30.7 3.4 
West Laurel - Phase | 3 0.08 - 30.9 35 
West Laurel - Phase | 4 0.02 - 16.4 2.8 
West Laurel - Phase | 5 0.03 - 31.0 5.6 


AT ca = difference between the highest concrete temperature and ambient temperature at peak concrete temperature 


ATcc = difference between the highest and lowest concrete temperatures among the three concrete sensors at peak 
concrete temperature 
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Figure 57. ATcc vs Crack Density/Severity. 
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Effects of Deck Thickness and Bridge Bearing Type 


At the bridges where crack mapping was performed, the superstructures consist of continuous steel 
girders. In the longitudinal direction, each bridge has one or more fixed bearings in addition to expansions 
bearings. The fixed bearings restrain longitudinal movements of the girders, which could affect stress 
conditions in the concrete deck under thermal, creep, and shrinkage deformations. Crack data, deck 
thickness and the number of fixed bearings for each bridge are summarized in Table 18. 


Plots of deck thickness versus crack density and crack severity are presented in Figure 58 and Figure 59. 
Based on these figures, thinner decks appear to exhibit more severe cracking. 


Plots of the number of fixed bearings versus crack density and crack severity are presented in Figure 60 
and Figure 61. Based on these figures, the number of fixed bearings appears to have no effect on cracking. 


Table 18. Summary of Crack Data for Each Bridge 


Bridge Short Name No. of Fixed Nominal Deck Crack Density Crack Severity 


Bearings Thickness (in) (ft/ft?) (mil*ft/ft?) 
Capitol-Cedar Bridge - Phase | (NB) 1 8 1/2 0.17 3.15 
Capitol-Cedar Bridge - Phase II (SB) 1 8 1/2 0.15 2.89 
West Laurel Bridge - Phase 1 (EB) 2 8 1/4 0.10 - 
Russell Street Bridge - Phase | (NB) 2 8 1/4 0.26 4.88 
Bonner Bridge - Phase | (EB) 2 9 1/2 0.14 2.45 
Bonner Bridge - Phase II (WB) 2 9 1/2 0.03 0.17 
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Figure 58. Deck Thickness vs Crack Density. Each data point represents one bridge. 
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Figure 59. Deck Thickness vs Crack Severity. Each data point represents one bridge. 
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Figure 60. Number of fixed bearings vs Crack Density. Each error bar indicate +one standard deviation. 
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Figure 61. Number of fixed bearings vs Crack Severity. Each error bar indicate tone standard deviation. 
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Effects of Span Length and Span Bearing Type 


In the longitudinal direction, each span has two bearings which could be of fixed or expansion type. As 
mentioned above, fixed bearings restrain longitudinal movements of the girders, which could affect stress 
conditions in the concrete deck under thermal, creep and shrinkage deformations. Crack density and crack 
severity were determined for each span of the bridges and summarized by the type of bearing in Table 19 
and presented graphically in Figure 62 and Figure 63. Based on these table and figures, no relationship 
between crack condition and span bearing type is observed. 


Plots of crack density and crack severity versus span length are presented in Figure 64 and Figure 65. 
Based on these figures, no relationship between crack condition and span length is observed. 


Table 19. Crack Data Summary by Bearing Type 


Crack Density (ft/ft?) Crack Severity (mil*ft/ft2) 
Bearing Types Standard Standard 
Average Deviation No. of Spans Average Beviadon No. of Spans 
Fixed-Expansion 0.14 0.07 10 2.48 1.51 10 
Fixed-Fixed 0.12 0.10 3 2.69 2.75 3 
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Figure 62. Span Support Condition vs Crack Density. Each error bar indicate tone standard deviation. 
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Figure 63. Span Support Condition vs Crack Severity. Each error bar indicate tone standard deviation. 
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Figure 64. Span Length vs Crack Density. Each error bar indicate tone standard deviation. 
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Figure 65. Span Length vs Crack Severity. Each error bar indicate tone standard deviation. 
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Effects of Deck Placement Location and Placement Length 


Crack density and crack severity data was summarized by placement location in Table 20, and presented 
graphically in Figure 66 and Figure 67. Based on these table and figures, no relationship is observed 
between cracking condition and placement location. While the placement location does not have 
consistent effect across different bridges, certain bridges have placements with both high and low crack 
density values, suggesting that practices related to placement may have some impact on cracking. 


Plots of crack density and crack severity versus placement length are presented in Figure 68 and Figure 69. 
Based on these figures, no relationship is observed between cracking condition and the placement length. 


Table 20. Crack Data Summary by Deck Placement Location 


Crack Density (ft/ft?) Crack Severity (mil*ft/ft?) 
Placement 
ee ee 
Exterior span 0.13 0.09 8 2.19 2.63 6 
Interior span 0.12 0.08 6 2.90 2.60 ‘) 
Over Pier 0.14 0.11 10 2.58 1.59 8 
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Figure 66. Deck Placement Location vs Crack Density. Each error bar indicate tone standard deviation. 
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Figure 67. Deck Placement Location vs Crack Severity. Each error bar indicate tone standard deviation. 
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Figure 68. Deck Placement Length vs Crack Density. Each error bar indicate tone standard deviation. 
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Figure 69. Deck Placement Length vs Crack Severity. Each error bar indicate tone standard deviation. 
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Summary of Field Inspection and Cracking Data Analyses 


The overall visual rating and cracking condition of all the bridges inspected are summarized in Table 21 
and notable observations are as follows: 


> GPR surveys at crack locations on the topside of four bridge decks indicate that the transverse cracks 
were generally in line with the transverse (topmost) deck reinforcement. 


> Transverse “jump” cracks were observed at both northbound and southbound Capitol-Cedar bridges. 
Location of the “jump” part relative to the steel girders appears to be consistent with observations in 
WJE previous investigations in which it was hypothesized that the transverse cracks originated from 
the girders where the restraint is the greatest, then propagated away from the girders with time, and 
finally bent towards each other, resulting in the “jump”. 


> Based on observations from both the deck topside and underside, it appears that the majority of 
transverse cracks are through the deck thickness. 


>» Short, hairline, closely spaced longitudinal cracks were observed along transverse cracks on the deck 
underside at several bridges. In some cases, the longitudinal cracks extend across several transverse 
cracks, resulting in intersecting cracking patterns. It appears that these longitudinal cracks were not 
through the deck thickness. While the origin of these cracks is not well understood, one possible 
cause is a rapid loss of moisture from the concrete surface (e.g., when the bottom formwork was 
removed, and the deck underside was exposed to the air with low humidity). 


>» Differences in cracking condition between spans and placements within the same bridge were 
observed; however, the trend is not consistent. At some bridges, placements over piers have more 
severe cracking than those near mid-spans while at other bridges the trend was reversed or there was 
no trend between the two groups of placements. 


> For cold weather placements (e.g., Russell Street bridge Phase I), early installation of heating hoses on 
top of deck during curing can lead to overheating and uneven heating of concrete, which possibly 
causes early-age cracks that become more severe with time. 


> Cracking appears to be less severe in decks with greater thicknesses, consistent with literature and 
findings from WJE's previous investigations. 


> Cracking conditions in 2019 and 2020 were generally similar at most of the bridges. At several bridges, 
a polymer concrete overlay was placed between the two inspections, which prevented observations of 
the original deck topside in the 2020 inspection and altered exposure condition of the decks. While no 
cracking was noted in the overlays at the time of inspection, conditions of the overlays should be 
monitored to assess their effectiveness. 
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Table 21. Summary of Overall Visual Rating and Cracking Condition 
: Overall 
Bridge F ; : ae 
ID Bridge Short Name Visual Deck Cracking Condition 
Rating! 
07006 Russell Street Bridge - 30 A lot of transverse cracks, with crack spacing of 2 to 4 feet 
Phase | (NB) ‘ and crack widths typically from 15 to 25 mils. 
Russell Street Bridge - Transverse cracking present but milder than the Phase | 
07006 1.5 : 
Phase II (SB) bridge. 
06253 Ganson Badge 10 Very good condition with very few transverse cracks noted. 
Transverse crack spacing was generally 8 to 10 feet. 
05943 Whitehall Bridge 10 Very good condition with very minimal transverse cracks 
noted. 
CapitolCedar Bridge = Severe tansverse cracking throughout, with many 
01642 Phase | (NB) 4.0 characteristic “jump” cracks. Transverse crack spacing was 
typically 2 to 6 feet and crack widths from 15 to 20 mils. 
Capit Cedar Bridge = Significant cracking, but slightly less than the Phase | bridge. 
01641 Phase Il (SB) 3.0 Transverse crack spacing is typically 4 to 5 feet and crack 
widths from 10 to 20 mils. 
Overall good condition. Transverse crack spacing was as close 
01434 Bonner Bridge - Phase | 15 as 3 to 5 feet at a few sections in the two placements over 
(EB) : piers, and generally more than 8 feet in the other placements. 
Crack widths from 15 to 20 mils. 
01435 Bonner Bridge - Phase II 10 Very good condition with few transverse cracks with crack 
(WB) . widths of 5 mils or less. 
Westlaurel Biidgex Significant transverse cracking in the two placements at end 
01741 3.0 spans with crack spacing as close as 2 to 5 feet. Minimal 
Phase 1 - (EB) Pee a 
cracking in other placements. 
West Laurel Bridge - a ; 8 : 
01742 Phase 2 - (WB) 1.5 (2020 only) Good condition, with minimal transverse cracking noted. 
01104 Rarus-Silver Bow Creek - 1.0 (2019) Good condition, with minimal transverse cracking noted. 
Phase | - Bridge A 1.5 (2020) Overlay placed between two inspections. 
Rarus-Silver Bow Creek - Good underside condition, with minimal transverse cracking 
os Phase II - Bridge B vO Senemony) noted. Overlay placed before 2020 inspection. 
01106 Rarus-Silver Bow Creek - 15 Good condition, with minimal transverse cracking noted. 
Phase | - Bridge C ; Overlay placed between two inspections. 
01107 Rarus-Silver Bow Creek - 1.5 (2020 only) Good condition, with minimal transverse cracking noted. 


Phase II - Bridge D 


Overlay placed before 2020 inspection. 


[1] Same ratings in 2019 and 2020 unless otherwise noted. 
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ITEM 4.4B - INSTRUMENTATION OF BRIDGE DECKS 


To achieve a better understanding of internal temperatures and relative humidity and associated strains in 
Montana bridge decks, WJE instrumented a new bridge deck with thermocouples, relative humidity probes 
and strain gages. In addition, the data collected from the instrumentation was used to validate the finite 
element modeling performed in Item 4.5b (page 122). 


Rarus/Silver Bow Creek Structure, Bridge D, was selected for the instrumentation plan and consists of a 
four-span bridge (134, 165, 165, and 134 feet) spanning a total of 598 feet. The bridge deck is 
approximately 40 feet wide and supported by five steel plate girders spaced approximately 8' 6” on center. 
The concrete deck thickness is 7.75 inches and is reinforced with stainless steel reinforcement. The bridge 
deck was a replacement deck with the existing substructure remaining in place. Sletten Construction, Inc. 
served as the general contractor for the bridge construction with concrete being provided by Pioneer 
Concrete (Butte, MT). Previously constructed Rarus bridge decks over the Silver Bow Creek (Bridges A and 
C) were constructed within the 14 months of this deck (Bridge D) during October and December of 2018, 
respectively. Bridge B was reportedly constructed within a month after the completion of Bridge D. The 
general condition of Bridge A and Bridge C decks were noted as good, with minimal transverse cracking, 
based on visual observations performed during WJE's bridge inspections as part of Item 4.4a. 


Instrumentation Plan 


Prior to field instrumentation, WJE submitted an instrumentation plan (dated November 21, 2019) to MDT 
for review and approval. The plan was approved for instrumentation installation in Placement 7 of Bridge 
D (Figure 70). Prior to field installation, preparation of the instrumentation was performed in the WJE's 
laboratory in Northbrook, Illinois: including verification of the relative humidity probes, thermocouples, 
and strain gages; pre-assembling of instrumentation trees; and trial run of the data acquisition and remote 
monitoring system. During the week of November 25th and December 1st, 2019, WJE instrumented four 
locations on Placement No. 7 of Bridge D with locations at the beginning and end of the concrete 
placement including interior, edge, and perimeter conditions. The instrumentation locations are illustrated 
in Figure 70 and Figure 71. At each location, WJE embedded five thermocouples and three relative 
humidity probes at varying depths of the deck to obtain the temperature and relative humidity profiles. 
WJE also embedded three vibrating wire strain gages (VWSGs) [39] at each section; two near the top and 
bottom surfaces and one at mid-depth. VWSGs were chosen for this purpose due to their successful track 
record when embedded in concrete after WJE used similar setups in new bridge deck construction 
projects. 
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Figure 71. Placement 7, four instrumentation locations as indicated by dots. 
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Table 22 presents the as-built locations of each sensor and Figure 72 through Figure 74 show the typical 
instrumentation at each monitoring location. 


Table 22. The As-Built Depths of Each Installed Sensor 
WJE Sensor Location * 


Sensor Type Location No. 

1 2 3 4 
T1 1/2" 1/2" 1/2" 1/2" 
T2 1 3/8" 11/4" 1 1/4" * 
T3 3 5/8" 3.5/8" 3 5/8" 3 7/8" 
T4 6 7/8" 6 5/8" 6 3/4" 6 3/4" 
T5 7" 7" 7 1/2" 7 1/4" 
RH1 1/2" 1/2" 1/2" 1/2" 
RH2 3 1/2" 3 5/8" 3 5/8" 3 7/8" 
RH3 7" ie 7 1/4" 7 1/4" 
S1 1/2" 3/4" 1/2" 1/2" 
S2 35/8" 35/8" 3 5/8" 3 5/8" 
S3 6 3/4" i 6 3/4" 7" 


*depth from bottom of the slab 


** A-T2 thermocouple changed to bottom side of girder 


T - Thermocouple 


RH - Relative Humidity 


S - Strain gage 
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Figure 72. Typical instrumentation at each monitoring location. 
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Figure 73. Elevation view of installed vibrating wire strain Figure 74. Elevation view of installed relative humidity 
gages at three depths. probes and thermocouples. 


In addition to the embedded sensors, WJE installed a weather station to monitor the ambient 
temperature, relative humidity, solar radiation, and wind speed during the monitoring period. This weather 
station was powered by solar panels and two batteries with the intent to monitor for a minimum of 6 
months. 


All instruments were connected through multiplexers to two Campbell Scientific data loggers [40] that 
were recording data at five minute intervals. The specific data logging systems were purchased in order to 
operate at the very low temperatures anticipated for the winter months in Montana. The systems include a 
communication device (cellular modem) for remote connectivity, which can be accessed by MDT and WJE 
personnel at any time. All instrumentation data is transmitted to and backed up on WJE’s cloud server. 


Concrete Placement 


The concrete placement (Placement No. 7) was performed on December 5th, 2019. Mr. Robert Schulman 
and Todd Nelson (both of WJE) were present to make general observations of the concrete placement and 
to ensure that the instrumentation was operational and not disturbed during concrete deposition and 
finishing operations. Due to cold weather, the concrete deck forms were being heated from below by 
tarping around the perimeter of the bridge underside and blowing direct heat to the underside, with the 
temperatures in this heated space varying from 65 to 80°F (18 to 27°C) (based on temperatures measured 
at various locations under the deck by WJE during the installation of the instrumentation). The reinforcing 
steel of the deck was covered with plastic sheeting to protect it from snow and rain prior to concrete 
placement. On the day of the placement, ambient temperatures ranged from 23 to 26°F (-5 to -3°C) with 
little to no wind and a relative humidity between 75 and 85 percent. The deck was formed by removable 
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plywood. Light watering of plywood forms was performed by the contractor prior to concrete placement. 
The contractor installed three sets of thermocouples (Figure 71) with one contractor location (C1) close to 
WJE Sensor Location 4. 


Concrete was being pumped up (approximately 60 feet) from the access road below the bridge, and the 
first concrete was placed on the deck at 10:08 AM. The construction joint (keyed joint) between the north 
end of Placement No. 7 and the existing south end of Placement No. 3 was rubbed with concrete paste 
prior to concrete placement. Concrete placement was performed from north to south, and concrete 
consolidation procedures were very good and consistent during the entire placement. The contractor 
made a conscious effort to protect and avoid damaging the WJE sensor locations (Figure 75) during 
concrete deposition, and WJE also monitored each location during the concrete placement. 


Concrete plastic testing was performed by others on concrete sampled from the end of the pump as 
reported in Table 23. 


Table 23. Concrete Plastic Testing Data 


Truck No. Concrete Temp (°F) Slump (in.) Air Content (%) 
1 67 D3) 4.6 
2 70 3.75 4.2 
3 62 475 Shit 
6 67 4.25 48 
9 70 40 48 


Note: Concrete plastic measurements taken on samples from the deck 


The concrete was finished with a Bidwell finishing machine containing an auger, two rollers, and two floats 
with a broom finish immediately behind (Figure 76). WJE observed that the surface of the concrete was 
not closing well (Figure 77), leaving small voids on the near surface. No fogging was performed prior to 
placement of wet-burlap. Wet-burlap was typically placed within 30 to 40 minutes after concrete 
placement followed by plastic sheeting (typically within 90 minutes of the wet-burlap placement). Cold 
weather insulation was placed on top of the plastic sheeting within 150 minutes of concrete placement. 


Field cured concrete cylinders were used to determine timing of removal of the winter protection (heating 
from below and insulation blankets). The contractor was required to achieve 4,000 psi prior to removal of 
heat and insulation. Typically, based on strength development of previous placements, it takes 8-9 days to 
achieve to 4,000 psi. Based on feedback from MDT, the concrete obtained 4,000 psi, and the heating and 
insulation was removed on December 16th, 2020, after about 11 days. 


Based on delivery tickets, Sletten used Pioneer Ready Mix company and a mix identified as “Mix MDT 1.5 
DECK2" (Table 24). This mix has 1 1/2-in. top size coarse aggregate with a blend of three coarse aggregate 
sizes. The mix has a total cementitious content of 564 Ib./yd? (20 percent slag cement and 5 percent silica 
fume replacement) with a water to cementitious ratio of 0.42. Concrete sampling was performed after 
pumping by a third party and by MDT. WJE has not received the strength results nor the internal concrete 
temperature data (from the contractor) from this placement. 
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Table 24. Concrete Mixture Proportions - Pioneer Ready Mix Designation “Mix MDT 1.5 DECK2" 


Constituent Quantity (Ib./yd?) 
Cement - Type IL - Lafarge (Richmond) 426 

Slag Cement - Grade 100 - Lafarge (Seattle) 113 

Silica Fume - Euclid SF 25) 

Coarse Aggregate 1 - 1 1/2" 690 

Coarse Aggregate 2 - 3/4" 500 

Mixed Aggregate 1 - 1/2” 650 

Fine Aggregate 1 1230 
Water 237 

Air Entrainer (Eucon AEA 92 S) 2.5 oz/cwt 
Mid-Range Water Reducer (Eucon 91) 6.0 oz/cwt 
Superplasticizer (Eucon MR) 12.0 oz/cwt 


Figure 75. Concrete being deposited around WJE sensor location and sampling. 
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Figure 77. The finished surface of the concrete showing some surface voids, and difficulty closing of the surface. 
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Instrumentation Data to Date 


At the time of concrete placement and as of the date of this report, all sensors were being measured and 
recorded. The vibrating wire strain gages were zeroed within the first 2 hours of concrete placement to 
establish a baseline of zero strain. The instrumentation data collected to date is illustrated in the figures in 
Appendix C. It should be noted that the relative humidity measurements when the ambient temperature is 
near and below freezing temperature cannot be relied upon. Note that thermocouple 4-2 was installed at 
the bottom of a steel girder. External heat was removed from the underside of the bridge on December 
16th, 2019. The bridge was open to traffic on January 27, 2020. MDT has reported on two occasions 
(immediately after removal of the curing protection and on March 4th, 2020) that no transverse cracking 
has been observed on this bridge deck. A PPC overlay was installed on the bridge deck in July 2020; the 
exact date of the installation is unknown. Due to the presence of the PPC overlay, a cracking survey could 
not be performed from the topside of the deck and was performed from the underside of the bridge by 
Robert Frazier on 8/27/2020. Minimal transverse cracking was observed from the underside, and none of 
the transverse cracking occurred near sensor locations. Refer to Item 4.4a for a more detailed description 
of the deck inspection results. 


Summary and Discussion 
The following relevant findings were observed in the collected data: 


1. None of the 12 installed strain gages showed any indication of cracking (sudden change in strain). This 
is consistent with the field inspection performed by WJE that showed minimal transverse cracking (or 
any cracking) on the underside of this deck with no cracking observed to be near any of the installed 
gages. MDT reported to WJE on multiple occasions that no observed transverse cracking was apparent 
in the first couple months after construction. 


2. No tensile strains developed during the winter wet-curing methods (first 11 days). Compressive strains 
did develop in the deck immediately after removal of the winter curing procedures (insulation and 
heating). For this bridge, this early age compression likely provided benefits to negate net tensile 
stress gain during the summer months. Over the summer months, the compressive strains dissipated 
with the warmer temperatures and drying of the deck, with the top of the deck eventually developing 
tensile strains, although not large enough to cause cracking. 


3. Large daily ambient temperature changes were observed with associated temperature gradients 
within the deck, with changes being most pronounced during the summer and early fall months. For 
example, in early September of 2020, ambient temperature increases and decreases of 55 to 60°F (30 
to 33°C) were observed (see Figure 78). In this chart, the internal deck temperatures were measured at 
five depths through the concrete deck at location No. 4, with 4-5 being at the top of the deck and 4-1 
being at the bottom of the deck (4-4 and 4-3 are middle of the deck). These large ambient 
temperature changes create temperature gradients within the concrete deck, primarily during the 
heating of the top side of the deck. This time period is an example of a relatively extreme event; 
however, ambient temperature variations during the summer and fall months are commonly 35 to 
45°F (19 to 25°C). The implications of these large ambient temperature variations are further discussed 
and analyzed in the finite elemental modeling section. 
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Figure 78. Ambient and internal deck concrete temperatures measured at Location No. 4, early September of 2020. 


4. Large daily ambient relative humidity changes were observed, particularly in the spring and summer 
months, with associated large relative humidity changes and gradients within the deck concrete. For 
example, in early June 2020 (See Figure 79), the ambient relative humidity increased from 
approximately 20 to 100 percent within a 24-hour period, during a reported rain event. In this graph, 
the internal concrete deck relative humidity measurements are plotted at location No. 4. The 
measurement 4-3 represents the internal concrete relative humidity near the top of the deck; 4-2 mid- 
depth; and 4-1 near the bottom of the deck. This rain event created a relative humidity gradient, from 
top surface to bottom surface of the deck concrete, of approximately 25 to 30 percent. Prior to this 
rain event, the ambient relative humidity was generally low, and the concrete surface relative humidity 
dropped below the mid-depth relative humidity, and an approximate 5 to 10 percent relative humidity 
gradient was measured between the top and bottom of the deck. After the rain event, the surface of 
the deck went to 100 percent relative humidity and the bottom increased to 70 to 75 percent relative 
humidity. 

This particular rain event was one of the more extreme examples of ambient relative humidity changes 
observed in the data; but daily ambient relative humidity changes of 40 to 50 percent during the 
spring and summer months were common. The implications of these high daily relative humidity 
changes are further analyzed in Item 4.5b (page 122). 
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Figure 79. Graph shows the ambient and internal concrete relative humidity measurements at Location 4 during early 
June. 
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ITEM 4.5A - LABORATORY EVALUATIONS 


Laboratory evaluations were performed on mix identification “MDT 1.5 DECK2" (as presented in Table 24, 
in Item 4.4b), which was used for the concrete placements of Bridge D of the Rarus/Silver Bow Creek 
Structures (instrumented bridge deck). The primary goal of the laboratory evaluations was to measure 
physical properties of the concrete in order to accurately model stresses and strains in the bridge deck 
and to assess physical properties of the mix related to the potential development of cracking. Raw 
materials (cement, slag cement, coarse aggregate, fine aggregate, and chemical admixtures) used in this 
mix design were obtained by MDT and sent to WJE. Concrete was batched in WJE's Northbrook, Illinois 
laboratory (adjusting weights appropriately for aggregate moisture contents) targeting the plastic 
properties, and test samples were fabricated in accordance with ASTM C192, Standard Practice for Making 
and Curing Concrete Test Specimens in the Laboratory. The following testing was performed on this 
laboratory batched concrete and implemented in the finite element (FE) modeling (detailed in Item 4.5b, 
page 122). 


Plastic Concrete Testing Results 


To fabricate the quantity of physical test samples needed, two concrete batches (2 cubic feet) were 
needed to achieve sufficient volume of concrete. On both of the batches, the concrete slump (AASHTO T 
119), air content (AASHTO T 152), unit weight (AASHTO T 121), and temperature (AASHTO T 309) were 
measured, and the results are presented in Table 25. The designed mix (“MDT 1.5 DECK2") targets were 
4,000 psi at 28-days, 4 inches of slump and 6.0 percent air, with a theoretical unit weight of 142.7 pounds 
per cubic feet (Ib/ft?). Companion specimens were sampled from both batches to perform the physical 
testing detailed in the following paragraphs. 


Table 25. Concrete Plastic Properties 


Property Batch 1 Batch 2 
Slump (in.) 4.0 4.0 

Air Content (%) 7A 7.0 

Unit Weight (lb/ft?) 139.6 141.5 
Temperature (F) 71.0 71.2 


Strength and Maturity 


The compressive strength (AASHTO T22), splitting tensile strength (AASHTO 1198), and modulus of 
elasticity (ASTM C469) were measured at 1, 2, 5, 21, 28 and 90 days after fabrication (Table 26, Figure 80, 
Figure 81). Testing at 1, 2, and 5 days was performed to capture the early age strength and modulus of 
elasticity development during the deck wet-curing that are difficult to estimate without testing. All test 
samples were moist cured until time of testing. The concrete maturity was measured on two cylinders (one 
from each batch) cured in the same environment as the strength specimens, and maturity equations were 
developed utilizing ASTM C1074, Standard Practice for Estimating Concrete Strength by Maturity Method. 
As a function of maturity, the FE model can accurately account for early- and late-age strength and 
modulus development. 
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Table 26. Strength Properties and Maturity 


Test Age Compressive Splitting Tensile Modulus of Elasticity Maturity 
Strength (psi)* Strength (psi)* (x108 psi)* (°F*Hours)* 

1 1,480 200 2.48 938 

2 3,100 350 2.90 2951 

5 3,530 355) 52 4996 

21 5,070 NT 4.00 21175 

28 5,380 580 4.40 28402 

90 6,400 590 4.58 92134 


*Average of two cylinders, NT = Not Tested 
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Figure 80. Compressive Strength and Modulus of Elasticity versus Age. 
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Figure 81. Compressive and Splitting Tensile Strength versus Age. 
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The concrete drying shrinkage strain was measured in general accordance with ASTM C157, Standard Test 


Method for Length Change of Hardened Hydraulic-Cement Mortar and Concrete. Three concrete prisms, 


measuring 3 x 3 x 11-in., were fabricated for two curing regimens: moist curing for 5 and 14 days followed 


by drying, consistent with the initiation of drying using WJE’s previous recommended field curing 


procedures and with MDT’s previous wet curing procedures, respectively. Each set of drying shrinkage 


prisms were fabricated from both batches of concrete to minimize possible variations from the separate 


batches. The drying shrinkage measurements were used to calculate the ultimate shrinkage value for both 


curing regimes and implemented in the FE modeling to calculate strains associated with drying shrinkage 


and relative humidity gradients (further discussed in Item 4.5b, page 122) (Table 27, Figure 82). 
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Days of Drying 


5-Day Moist Cure (pstrain) 


14-Day Moist Cure (pstrain) 


1 80 20 
4 220 110 
uf 300 200 
14 390 240 
28 470 340 
56 550 390 
90 560 380 
180 570 410 
365 620 470 


Shrinkage (%) 
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Figure 82. Drying shrinkage measurements after 5- and 14-days of moist cure (ASTM C157). 
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Concrete Creep 


The creep characteristics of the concrete were measured in the unsealed condition (drying) after 5, 28 and 
90 days of moist curing in accordance with ASTM C512, Standard Test Method for Creep of Concrete in 
Compression. The concrete creep characteristics were measured at these ages to capture both the early 
age and long term creep characteristics. After moist curing, creep testing was performed by loading and 
maintaining this load on three cylinders to 40 percent of the measured ultimate compressive strength at 
each age. During this loading, the cylinders were stored in standard drying room conditions: 73 + 3.4°F 
(23°C + 1.9°C) and 50 + 4 percent relative humidity. The deformation of the cylinders under the sustained 
AO percent load was then measured over the duration of the test. To account for the length change of the 
cylinders due to drying shrinkage, three additional unloaded cylinders (control) were measured for drying 
shrinkage over the duration of the test. This drying shrinkage was subtracted from the deformation 
measurements to get the net creep. Specific creep was then calculated by dividing the net creep of the 
cylinders by the loading stress (40 percent of the ultimate). This data was then used in the FE model to 
account for reduction in early and late age stresses due to creep characteristics (Figure 83, Figure 84). 
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Figure 83. Concrete specific creep measured under unsealed conditions after loading at 5, 28 and 90 days. 14-day 


specific creep was interpolated and shown on this graph, with the need to use this data in the FE modeling. 
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Figure 84. Drying shrinkage measured on companion cylinders (control) for creep testing (ASTM C512). 
Coefficient of Thermal Expansion 


The coefficient of thermal expansion was measured on two concrete cylinders (4 x 8-in.) at 5 and 28 days 
of age in accordance with AASHTO T336, Standard Test Method for Thermal Coefficient of Thermal 
Expansion of Hydraulic Cement Concrete. The CTE was measured in a saturated condition over a 
temperature range of 50 to 120°F (10 to 49°C), and resulted in average CTE of 4.10 X 10° and 4.14 x 10° 
in/in/°F at 5 and 28 days, respectively. These values were implemented in the FE modeling to account for 
volume changes associated with temperature changes. 


Summary 


The compressive strength testing performed by WJE was consistent with the 4,000 psi design strength and 
consistent with the submitted mix design performance. With respect to the compressive strength, the 
modulus of elasticity (MoE) development at early ages was slightly higher than anticipated with the 
splitting tensile strength development slightly lower than anticipated. At later ages, the MoE and splitting 
tensile strength were measured to be more consistent with respect to the compressive strength. 


A significant reduction in drying shrinkage (and ultimate shrinkage) was noted in the ASTM C157 testing 
when the wet-curing was increased from 5 to 14 days, with an approximate 25 percent reduction. The 
shrinkage measured on the 5 day creep samples (control) was similar to the ASTM C157 specimens wet- 
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cured for 5 days. The drying shrinkage (and ultimate shrinkage) have a significant impact on the stresses 
that may develop in the bridge deck and potential for transverse deck cracking (further discussed and 
analyzed in Item 4.5b, page 122). 


As anticipated, the creep characteristics of the concrete are much greater when loaded at earlier ages 
compared to later ages. For comparison, the creep at 90 days is reduced by approximately 35 percent 
when increasing the wet-cure, i.e. age of loading, from 5 to 28 days. This would imply that strains applied 
at earlier ages would creep to a greater extent than if applied at later ages. When assessing the 
significance of creep and age of loading on the potential for cracking, the early age benefits of creep have 
to be evaluated relative to the volume changes, modulus of elasticity (MOE), and tensile strength of the 
concrete. All of these variables effect the cracking potential of the concrete deck, and all change with 
concrete age. The volume change due to drying shrinkage applied to early age concrete (shorter curing 
period) may be larger than if applied at later ages (longer curing period); therefore, potentially negating 
some of the benefits of early age creep. The MoE increases with time, so for any given strain applied at 
early ages will have lower associated stresses than applied at later ages. However, the concrete deck will 
also gain tensile strength over time, so larger stresses can be resisted by the concrete prior to cracking. 
Therefore, the interaction between these variables is quite complex and should be assessed uniquely with 
each mix design and curing conditions. 


The coefficient of thermal expansion (CTE) of the concrete was slightly lower than anticipated and did not 
change significantly from 5 to 28 days of testing. It should be noted that the measured concrete CTE (4.14 
x 10° in/in/°F) is less than the CTE of the supporting steel girders (5.7 x 10° in/in/°F), as utilized in the 
finite element modeling (Item 4.5b, page 122). 


ITEM 4.5B - FINITE ELEMENT MODELING 
Introduction 


Nonlinear finite element (FE) simulations were conducted to help gain further insight into the effect of 
environmental factors on concrete deck stresses that can cause transverse deck cracking and to further 
refine the WJE crack-mitigation recommendations To investigate the deck performance, a three- 
dimensional (3D) finite element model of Rarus/Silver Bow Creek - Bridge D located in Butte, Montana was 
constructed and analyzed in the general-purpose FE program Abaqus v2020. This deck is a 4-span bridge 
composed of a five steel plate girder superstructure and a 7.75 inch thick composite concrete deck. The 
nonlinear FE model consisted of the full-length deck geometry, girders and lateral braces. 


The finite element modeling effort was divided into two broad categories: (1) those related to the early- 
age concrete deck (short-term) performance and (2) those corresponding to aged concrete typically after 
90 days of placement (long-term). The objective of the FE modeling was to identify the factors that have 
the greatest impact on the maximum tensile stresses within the concrete deck at early or later ages that 
pose the greatest risk to transverse cracking. 


Several factors were investigated including nonlinear temperature and moisture gradients through the 
deck thickness, curing, concrete creep and shrinkage effects, deck thickness effect, and the degree of 
restraint provided by the steel girders. To study the temperature effects, several temperature histories 
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based on deck placement time, type of curing and insulation, and extreme diurnal temperature increase 
and decrease were considered. In terms of moisture effect, an extreme moisture gradient corresponding 
to after and before a rain event was considered based on data collected from the instrumented bridge 
deck (See Item 4.4b). Most concrete properties used in the FE model were measured by laboratory testing, 
as detailed in Item 4.5a. Concrete creep properties were calibrated based on WJE’s in-house laboratory 
testing at different ages. A sensitivity study was carried on the tensile stress in the concrete deck to 
variations in physical model parameters; such as degree of restraint and deck thickness. 


The results of the different loading scenarios were analyzed to identify deck placement times for different 
environmental conditions that were best at limiting the developed tensile stresses in the concrete deck. 
Also, analyzing the results provided insight into the deck performance under different temperature and 
moisture gradient conditions. Identifying scenarios and parameters that reduce the tensile stresses within 
the deck will reduce the potential for early- and late-age transverse cracking thereby increasing the service 
life of bridge decks. 


Model Geometry and Mesh 


Rarus/Silver Bow Creek - Bridge D is a 4-span bridge with approach span lengths of 134-ft. and 
intermediate spans of 165-ft. placed on existing substructure. The bridge superstructure is oriented 
approximately North-South. The deck is 40-ft. wide and 7.75-in. thick that is made composite with five 
steel plate girders using shear studs. Girders are continuous and curved with 5.3-ft. deep web plates 
spaced at 8.5-ft. Girders are laterally braced by cross frames spaced at about 17-ft. and 18-ft. in approach 
and intermediate spans, respectively. Figure 85 shows a drawing excerpt of the bridge cross-section at 
mid-span and near pier. 
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Figure 85. Modeled bridge cross-section, an excerpt from Drawing No. 23386. 
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Steel Girders 


Eight-noded shell elements with reduced integration (S8R in Abaqus terminology) were used to model 
plate girders’ webs and flanges. Shell elements had five through-thickness integration points. Bearing 
stiffener and web stiffener plates were also modeled using shell elements. The existing curve in the girders 
was modeled to match the radii given in the design drawings. Beam (frame) elements (B31 in Abaqus 
terminology) were utilized to model support and intermediate cross bracings. Figure 86 shows the plan 
view excerpt and modeled girders in the FE model. Figure 87 shows a snapshot of the FE mesh of the 
girders and beams. 


Figure 86. Framing plan excerpt from Drawing No. 23371 (top) and framing plan in the FE model (bottom). 
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Figure 87. Finite element mesh of the girders modeled with shell elements and cross framings modeled with beam 
elements. 


Concrete Deck and Reinforcement 


Eight-noded solid elements with reduced integration (C3D8R in Abaqus terminology) were used to model 
the entire concrete deck. The deck is modeled continuously throughout. Per the design drawings, the 
bridge deck is cast in seven placements as shown in Figure 70 of Item 4.4b. Placements No. 1 to 4 
correspond to near abutments or mid-span regions (positive moment regions) and Placements No. 5 to 7 
were at pier locations (negative moment regions). WJE’s site instrumentations were all embedded in 
Placement No. 7 (Pour 7); therefore, the FE analysis effort was particularly focused on this section of the 
deck. At Pour 7, the deck model was refined with 8 finite elements through the deck thickness that 
transitioned into 4 elements away from this region. Through-thickness elements were created such that 
there is always an element node in close proximity to an embedded sensor to facilitate post-processing 
results. A total of about 100 elements were used across the deck width at Pour 7 region that reduced to 
about 50 elements elsewhere. Element size was selected to balance accuracy with computation time. A 
total of 350,000 solid elements were used to model the bridge deck. Deck top and bottom reinforcement 
were discretely modeled only at Pour 7 region. Reinforcing steel was modeled using truss elements (T3D2 
in Abaqus terminology). 


For simplicity, the deck transverse slope, barriers, and deck haunches were not included in the model. 
Figure 88 shows the deck finite element mesh, and Figure 89 shows the reinforcing steel used in Pour 7. 
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Figure 88. Finite element mesh of the bridge deck and girder, refined mesh at Pour 7 region with transition to coarse 
mesh elsewhere. 


Figure 89. Reinforcing steel modeled with truss elements only in Pour 7. 
Boundary Conditions 


According to bridge design drawings, the bridge superstructure is free to expand at Bents No. 1 and 5 and 
is fixed at intermediate piers. However, at piers No. 2 and 4, the bearing and support configuration is such 
that the girders can partially expand for about one inch (in the direction tangent to bridge curvature) until 
they bear against the side plates. Figure 90 represents the drawing excerpts of support configuration at 
bents and piers. In the FE model, the support at Pier No. 3 was modeled as a fixed (pin) boundary 
condition, and the other 4 supports were modeled as a roller boundary condition. The translation 
transverse to bridge curvature was always fixed. The boundary conditions were applied using Abaqus 
kinematic coupling to a reference point at each girder support location. It is noted that this set of 
boundary conditions resulted in better agreement with measured strains in the field that is further 
discussed in the model calibration section. Figure 91 summarizes the FE model boundary conditions. 
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Figure 90. Excerpts from Drawing No. 23368, 23369, and 23370 show bearing details at Bents No. 1 and 5 (left), Pier No. 2 and 4 (center), and Pier 
No. 3 (right). 


Pour 7 
L. \ \ \ \ \ 
Roller Roller Pin Roller Roller 


Figure 91. Side-view of the FE model boundary conditions showing pin and roller conditions at bents and 
piers. 
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Model Interactions 


Steel reinforcing elements in Pour 7 were connected to the concrete solid elements using Abaqus’s 
embedded constraint definition. Generally, the embedded constraint can be described as tying the 
displacement degrees of freedom in the steel truss element nodes to the solid concrete element where 
each respective node is located. 


Concrete deck and steel girders are designed to act as one composite member. According to design 
drawings, the composite action is controlled by using shear studs and existing friction between steel and 
concrete that allow for shear transfer. In the FE model, due to simplicity, the shear studs were not included 
individually but it was assumed that the resulting shear force was fully transferred via rough friction (no 
sliding) between the deck soffit and the steel top flange. In Abaqus, a contact setting with no separation 
and rough friction properties was used to capture the full composite behavior of the deck and steel 
girders. Later in the sensitivity analysis section, the friction parameter of the interface was modified to 
allow for some sliding (or partial composite action) to investigate the effect of restraint provided by steel 
girders. 


Material Properties 
Basic Properties 


Steel girders and reinforcing steel were modeled as linear elastic material. The concrete deck was modeled 
as an age-dependent viscoelastic material. No plasticity or damage-related material properties for 
concrete were included in this analysis. While elastic analysis cannot predict stresses after cracking, it can 
indicate if cracking will occur, with higher elastic stresses predicting more extensive cracking. In terms of 
the concrete basic properties, concrete compressive strength, splitting tensile strength, modulus of 
elasticity (MoE), and coefficient of thermal expansion (CTE) were measured at WJE's laboratory at different 
ages versus maturity (See Item 4.5a). In this analysis, the as-measured age-dependent MoE was used to 
capture the elastic portion of the concrete deck response. Age-dependent MoE is especially important in 
modeling early-age behavior. As previously shown in the laboratory evaluation section, the concrete MoE 
reached almost an asymptote after 90 days, as a result, for late-age analysis the MoE at 90 days was 
considered fixed. Table 28 summarizes the basic properties used in the FE model. When there were 
multiple measurements of a property, the average value of all specimens was used. The lab results showed 
only a slight change of CTE with respect to specimen age, as a result, an average value of CTE at 28 days 
was utilized in all ages of concrete considered in the model. It is also noted that the splitting tensile 
strength was not explicitly used in the FE model, but rather was an indicator of when concrete cracking 
was expected by comparing to predicted tensile stresses of the deck. 
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Table 28. Basic Concrete Properties Used in the FE Model 


Age Modulus of Splitting Tensile Coefficient of Poisson's Ratio 
(days) Elasticity (x10° psi) | Strength (psi) Thermal Expansion 
(x10°6 /°F (/°C)) 

1 1,480 200 4.14 (7.45) 0.2 

3 3,100 350 4.14 (7.45) 0.2 

5) 3,530 3)5)5) 4.14 (7.45) 0.2 

21 5,070 Not available 4.14 (7.45) 0.2 

28 5,380 580 4.14 (7.45) 0.2 

90 6,400 590 4.14 (7.45) 0.2 


Calibrating Creep Properties 


The stress relaxation of the concrete deck is important for accurately accounting for thermal and shrinkage 
stresses of concrete decks. The stress relaxation of the concrete deck due to creep was modeled using a 
built-in viscoelastic model in Abaqus. The instantaneous response was captured by inputting the modulus 
of elasticity at different concrete ages. The time and age-dependent portion of the viscoelastic response 
was modeled using a time-hardening power-law model of creep [41]. This creep model was selected 
because it fit well to the WJE’s laboratory measured creep data and because the model parameters could 
be made age-dependent which was crucial in early-age modeling when the material properties are 
changing more significantly. The age dependency was achieved by using an additional field variable 
accounting for the age of the concrete deck. Equation (2) shows the creep law model used in this study: 


tn = Age” (2) 


Where, €¢; is the uniaxial equivalent creep strain, q is the uniaxial equivalent deviatoric stress, t is the creep 
time, and A, n, and m are material properties that can be defined as a function of concrete age. As 
discussed in the Laboratory Evaluations section (Item 4.5a), the concrete creep was measured after 5, 28, 
and 90 days of moisture-curing in accordance with ASTM C512. The creep model was calibrated against 
the measured creep compliance at different ages and results were summarized in Table 29. Figure 92 
shows the calibrated creep compliance against the measured creep data. 


Table 29. Calibrated Creep Model Material Parameters 


Age (days) Power law multiplier Equivalent Stress Order Time Order 
(A) (1/ksi) (n) (m) 
5 3.45E-05 1.0 -0.8 
28 1.51E-05 1.0 -0.70 
90 9.70E-06 1.0 -0.67 
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Figure 92. Calibrated creep compliance in the Abaqus model at different concrete ages. 


Load Application 


This section describes all the loads and how they were applied in the FE model. The dead load due to steel 
girders and deck self-weight was applied in several steps to mimic the staged-construction. In the first 
step, the self-weight of girders was applied without the concrete deck. In the next steps, unhardened 
concrete weight was applied utilizing the “Model Change” feature in Abaqus based on the pour casting 
sequence shown in the design drawing. Analysis of staged construction self-weight resulted in 
insignificant stresses in the concrete deck and will not be included in the future sections of this report. Live 
loads and any additional dead loads such as concrete barriers were not included in the FE analysis. 


Temperature Induced Loads 


A nonlinear temperature gradient in the concrete deck was used in the FE model. The through-depth 
temperature profiles for various environmental (loading) conditions were obtained by the 4C- 
Temp&sStress simulation tool [42]. 4C-Temp&Stress determines temperature variation over a cross-section 
by solving the heat equation numerically. It includes the concrete heat of hydration, ambient wind, 
temperature, type of formwork, and insulation. The 4C-Temp&sStress thermal models were calibrated 
against the measured field temperature (as measured and recorded with field instrumentation) before 
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producing early-age and long-term temperature scenarios. The temperature outputs from 4C- 
Temp&sStress were used as inputs for Abaqus FE Model to predict the temperature-induced stresses. 


Drying Shrinkage and Moisture Induced Loads 


One of the important issues to be considered in the FE analysis is the consequence of drying shrinkage 
over time and moisture-induced spatial deformations due to the local gradient of concrete humidity. In 
the FE model, the time-dependent shrinkage strain and moisture-gradient strains were prescribed using 
the concept of equivalent temperature. Shrinkage and moisture gradient induced strains were divided by 
concrete coefficient of thermal expansion to obtain an equivalent temperature difference that causes an 
equal amount of strain. According to ACI 209.2R-08 [43], the shrinkage strain at age of concrete t (days), 
measured from the start of drying at t, (days), is calculated by Equation (3): 


(t-te)? | 
fr(t-t.)a “shu 


Esn(t, te) = (3) 


In the FE model, the laboratory-measured ultimate shrinkage strain was corrected to account for initial 
curing time, ambient relative humidity (RH), shape, and size effect, which will be further discussed in the 
next section. It is well known that shrinkage of concrete decks does not occur uniformly through-thickness 
and there exists a nonuniform moisture gradient that affects the drying shrinkage at various depths. 
Various mathematical relationships have been used to relate moisture-gradient strains to concrete internal 
RH. The most commonly used formula is shown in Equation (4) [26]: 


shrinkage « 1— RH? (4) 


Where b ranges from 1 to 4. Researchers have found that b = 3 agrees well with shrinkage and humidity 
measurements in concrete specimens of different sizes [44] and many other researchers have used the 
equation 1 — RH? to estimate RH-gradient strains [45]. In this study, the shrinkage strain obtained from 
Equation (3) was adjusted by Equation (4) to incorporate the existing RH gradient through deck thickness. 


FE Model Validation 


The full-scale FE model of the deck and girders was first validated against the measured field strain gauges 
of the Rarus/Silver Bow Structure, Bridge D. A 36-hour time frame after the deck concrete has reached the 
28 days strength and before the bridge was opened to traffic was selected for validation. Figure 93 shows 
the temperature readings of this time frame at four different locations in Pour 7. The horizontal axis on 
these figures represents the time in days after placement. At the start of this time frame (4:00 AM, January 
19th, 2020), the top and bottom of the deck temperature were around 25°F (-4°C) with the middle section 
slightly warmer, the ambient temperature was around 23°F (-5°C). It then cooled to 17°F (-8°C) before it 
warmed up to about 58°F (14.5°C). At about 3:00 PM, the ambient thermometer recorded the warmest 
time of the day at 38°F (3.5°C). During the night hours, it cooled down again reaching the minimum 
temperature of 10°F (-12.8°C) (AT=-28°F (-16.3°C)) in the next morning at 5:00 AM. The top thermocouple 
(1-5) which was located 0.75-in. below the surface follows the ambient temperature with the smallest lag, 
whereas, the bottom thermocouple (1-1) located 0.5-in. from the soffit lags the ambient by a few hours. 
Girder temperature was recorded only in one location (location 4-2) at the bottom of the top flange of the 
middle girder. Thermocouple recordings at each location were averaged to input in the FE model. All the 
thermocouples at the same depth were averaged to represent the temperature at that depth. In this case, 
there were five locations through the deck thickness with thermal readings corresponding to five 
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thermocouples. Then, these average thru-depth temperatures were used to obtain nodal temperature 

inputs for the FE model. The following assumptions were made when generating the nodal temperature 

inputs: 

> Nodal inputs were calculated by interpolation of the averaged recorded data based on the vertical 
distance to the closest thermocouple locations. 


> Nodal temperature inputs of the top and bottom surfaces were extrapolated using the two nearest 
thermocouple readings. 


> All girders were assumed to have the same temperature changes (based on the only thermocouple 
reading available). 
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Figure 93. 36-hour time-frame showing through-thickness concrete and ambient temperature recordings at four 
locations in placement No. 7 to be used in FE model validation. 


Figure 94 compares the average strain gauge measurements (measured in bridge longitudinal direction) at 
4 locations with the FE predictions. The vertical axis of this figure represents the strain difference due to 
temperature changes. The strain difference at the beginning of the time frame was set to zero. The 
negative strain difference means compressive strains and the positive represents tensile strains. The strain 
figure provides further insight into the deck performance under the given diurnal temperature history. 
When subjected to a positive temperature difference, the deck strains tend to change from compressive to 
tensile. The maximum tensile and compressive strains experienced by the concrete deck lagged the 
ambient temperature and were coincident with the time when the steel girder reached the maximum and 
minimum temperatures, respectively. The FE predictions reasonably agreed with the measured strain 
magnitudes and matched the change in strain modes when the deck alternated between tension and 
compression. 
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Figure 94. Thermal strain difference calculated by FE model compared with average field strain gauge readings (Gages 
1-1, 1-2, and 1-3), tensile is positive. 


Later-Age Analysis Scenarios 


The later-age analysis scenarios were defined to identify potential causes of elevated tensile stresses and 
transverse cracking potential after the deck concrete has gained at least the 90-day strength level. At this 
age, the concrete modulus of elasticity has almost reached an asymptote and is not expected to increase 
much. Several diurnal temperature profiles corresponding to normal and extreme temperature rises and 
drops and one extreme moisture gradient profile corresponding to before and after a rain event were 
investigated. In all the long-term load cases, the concrete elasticity and creep properties at 90 days were 
used. Table 30 lists all the load cases considered for the long-term analysis. Cases 1 to 4 exclude drying 
shrinkage strains and are only focused on thermal stresses. Case 5 aims to predict stresses due to uniform 
drying shrinkage strains only, and Case 6 considers nonuniform moisture gradient and drying shrinkage 
across the deck cross-section. Case 7 combines the effect of nonuniform moisture gradient and diurnal 
temperature changes. For Cases 1 through 4, 6 and 7, the extreme temperature changes and moisture 
gradients were obtained from actual field measurements from the instrumented bridge deck. 
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Table 30. Load Cases Considered in Long-Term Analysis 


Load Case No. Load Case Name Note 

1 Temperature Drop, Normal AT=-50°F (28°C) 

2 Temperature Drop, Extreme AT=-65'F (36°C) 

3 Temperature Rise, Normal AT=+55 F (30°C) 

4 Temperature Rise, Extreme AT=+70°F (39°C) 

5 Uniform Shrinkage Uniform shrinkage strain across deck cross-section, up to 5 months 
6 NonuniformNonuniformMoi Ambient RH rise and drop ~ 80% 


sture Gradient 


7 Combined Ambient RH rise and drop ~ 80% 
nonuniformnonuniformMois Concrete Temperature drop and rise 55°F (30°C) 
ture and temperature 
Gradient 


Temperature History Focused on Temperature Drops 


The first load case corresponds to the maximum observed temperature drop of about 50°F (28°C) at the 
Rarus/Silver Bow Creek, Bridge D, site that occurred in early September. The observed concrete 
temperatures dropped approximately 45 to 50°F (25 to 28°C) in 24 hours, depending on the sensor 
location. The second load case was for the same period assuming that the low temperature was less than 
the temperature that was measured, resulting in a more extreme but practical temperature drop of 65°F 
(36°C). Figure 95 illustrates the cross-sectional temperature histories of the first two cases. The horizontal 
axis represents time in hours. The first 36 hours of both cases were identical representing typical diurnal 
cycles followed by 50°F and 65°F (28 to 36°C) temperature drops, respectively for Case 1 and Case 2. 
Curves A to G correspond to deck top to bottom surfaces, respectively. The procedure to prepare the 
cross-sectional temperature inputs for the FE model was the same as previously discussed. 
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Figure 95. Case 1 and Case 2 diurnal temperature cycles focusing on effects due to maximum temperature drop. A to 
G represent deck top to bottom, respectively. 


Figure 96 shows deck top and bottom surface longitudinal stress contours in the Pour 7 region after 35 
hours. The steel girders were not shown in this view. Pour 7 is centered on Pier No. 4 which extends 40-ft. 
each way (left and right in the figures below). The stress unit is ksi (1,000 Ibs/sq. in.) with positive stress 
representing tension. The longitudinal stress distribution is of primary importance since if elevated, it can 
lead to transverse cracking typically found on bridge decks. At the time of 35 hours (corresponding to the 
warmer afternoon hours), the deck cross-section from top to bottom was under tension with bottom 
layers experiencing more tensile stresses. The elevated tensile stresses at the bottom of the deck were due 
to the difference in the coefficient of thermal expansion (CTE) between steel girders and the deck. Steel 
girders tend to expand more than the concrete deck does because of a higher CTE, causing the deck to 
undergo tension. The tensile stresses were more pronounced at the girder top flange footprints due to the 
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tied interface definition in the FE model. This figure also shows that the stresses were locally higher at the 
pier centerline. 
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Figure 96. Longitudinal stress contours are shown for Pour 7 at 35 hours at the warmest afternoon times. The stress 
unit is ksi with positive indicating tensile stress. 


Figure 97 compares the deck top and bottom surface longitudinal stresses after the bridge has cooled 
down at 60 hours (corresponding to late-night hours). These figures show that a more uniform drop in 
temperature resulted in more compressive stresses in the deck, as Case 2 top and bottom surfaces showed 
higher compressive stresses compared to the top and bottom deck in Case 1. When the ambient cools 
down, steel girders with higher CTE tend to contract more than the concrete deck does, causing 
compression in the deck cross-section. These compressive stresses decreased from the bottom of the deck 


to the top. Figure 97 also showed that the compressive stresses at the bottom were higher around the pier 
centerline. 
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Figure 97. Longitudinal stress contours are shown for Pour 7 at 60 hours at the coldest night times. The stress unit is 
ksi with positive indicating tensile stress. 


The longitudinal stresses were averaged across the pier centerline and compared in Figure 98 for top, 
center, and bottom of the deck cross-section. Several elements were selected near girders and between 
girders to capture the higher and lower stress regions in the averaging. It is noteworthy to mention that 
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from time 24 to 36 hours the deck top and bottom warmed up 45 and 40°F (25 and 20°C )causing 
Ao=+450psi and Ao=+250psi, respectively. Then from time 36 to 60 hours the top and bottom surfaces 
cooled down 60 and 45°F (33 and 25°C) causing Ao=-300psi and Ao=-400psi in Case 1 and Ao=-500psi 
and Ao=-400psi in Case 2, respectively. 
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Figure 98. Average cross-sectional longitudinal stress is shown for Case 1 and Case 2. The stress unit is ksi with 
positive indicating tensile stress. 


Temperature History Focused on Temperature Rises 


The third load case corresponds to the maximum observed temperature rise of about 55°F (31°C) at the 
Rarus/Silver Bow Creek, Bridge D, site that occurred in early May. The observed concrete temperatures 
rose between 35 and 50°F (19 to 28°C) in 24 hours, depending on the sensor location. The fourth load case 
was for the same period assuming that the high temperature was higher than the temperature that was 
measured, resulting in a more extreme temperature rise of 70°F (39°C). Figure 99 illustrates the cross- 
sectional temperature histories of these two cases. The horizontal axis represents time in hours. Curves A 
to G correspond to deck top to bottom surfaces, respectively. The procedure to prepare the cross- 
sectional temperature inputs for the FE model was the same as previously discussed. 
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Figure 99. Case 3 and Case 4 diurnal temperature cycles focusing on effects due to maximum temperature rise. A to G 
represent deck top to bottom, respectively. 


Figure 100 shows deck top and bottom surface longitudinal stress contours in the Pour 7 region at t=45 
hours. The steel girders were suppressed from the view. At t= 45 hours (corresponding to the coldest 
morning hours), the deck cross-section from top to bottom was under compression with bottom layers 
experiencing more compressive stresses. The elevated compressive stresses at the bottom of the deck 
were due to the difference in the coefficient of thermal expansion (CTE) between steel girders and the 
deck. Steel girders with higher CTE tend to contract more than the concrete deck does, causing the deck 
to undergo compression. The compressive stresses were more pronounced at the girder top flange 
footprints due to the tie interface definition in the FE model. This figure also shows that the compressive 
stresses were locally higher at the pier center line and tend to reduce towards the mid-span. 
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Figure 100. Longitudinal stress contours are shown for Pour 7 at 45 hours at the coldest morning hours. The stress 
unit is ksi with negative indicating compressive stress. 


Figure 101 compares the deck top and bottom surface longitudinal stresses after the bridge has warmed 
up at t=60 hours (corresponding to late evening hours). These figures show that temperature rise resulted 
in more tensile stresses in the deck, as in Case 4 top and bottom surfaces showed higher tensile stresses 
compared to the top and bottom deck in Case 3. When the ambient warmed up, steel girders with higher 
CTE tend to expand more than the concrete deck does, causing tension in the deck cross-section. These 
tensile stresses decreased from the bottom of the deck to the top. Figure 101 also showed that the tensile 
stresses at the bottom were higher at the pier center line and near the girder lateral bracing locations. 
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Figure 101. Longitudinal stress contours are shown for Pour 7 at 58 hours at the warmest afternoon times. The stress 
unit is ksi with positive indicating tensile stress. 


The longitudinal stresses were averaged across the pier centerline and compared in Figure 102 for top, 
center, and bottom of the deck cross-section. Several elements were selected near girders and between 
girders to capture the higher and lower stress regions in the averaging. This figure showed that from t=48 
hours to t=58 hours there was a positive stress range (Ao) increase in the top surface stress with a second 
jump from t=58 hours to t=61 hours. The second jump was due to the nonuniform temperature gradient 
that existed within the deck at this time frame. The top surface temperature dropped about 20°F (11°C) in 
just 3 hours, which was twice as high as the bottom surface temperature drop. In this case, the top surface 
must contract more than bottom layers that now act as restraint causing an additional jump in tensile 
stresses at the top surface. The highest predicted tensile Ao in Case 3 and 4 from t=48 to t=61 hours were 
420 and 510 psi at the top surface, respectively. 
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Figure 102. Average cross-sectional longitudinal stress shown for Case 3 and Case 4. Stress unit is ksi with positive 
indicating tensile stress. 


Uniform Drying Shrinkage 


Restraint of drying shrinkage of concrete leads to internal tensile stress development. The differential 
humidity (RH) between concrete and the ambient air is the driving force for drying shrinkage. ACI and 
many other design codes provide equations to estimate concrete shrinkage strain at different ages, many 
of which require the estimation of ultimate shrinkage strain. As part of the laboratory evaluations in Item 
4.5a the concrete drying shrinkage strain was measured in accordance with ASTM C157 and the ultimate 
drying shrinkage was calculated using the equations in ACI 209.2R-08 [43]. Table 31 summarizes the 
parameters and correction factors used to estimate the deck shrinkage strain. 


Table 31. Summary of Parameters Used to Estimate Drying Shrinkage Strain Per ACI 209 


Parameter Magnitude 
Ultimate Shrinkage Strain by ASTM C157, ésny 420 u strain 
Annual Ambient Relative Humidity, RH 60% 

Initial Curing Time, t, 14 days 
Volume to Surface Ratio, V/S 3.81 in 
Shape and Size Factor, f 102.6 days 
Time order, a 1.0 

Initial Moist Curing Coefficient, Ysn,tc 0.93 
Ambient Relative Humidity Coefficient, Ysn,rx 0.88 

Size Coefficient, Ysn.vs 0.76 


Figure 103 shows the estimated shrinkage strain with time for the concrete deck up to 150 days after 
placement. In the FE model input, the shrinkage strain was converted to equivalent temperature, shown on 
the right vertical axis in Figure 103. 
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Figure 103. Estimated drying shrinkage strain profile of the bridge deck converted to equivalent temperature to be 
used in the FE model. 


Figure 104 shows deck top and bottom surface longitudinal stress contours in the Pour 7 region at t=150 
days. The steel girders were suppressed from the view. At this time, the deck cross-section from top to 
bottom was under tension with bottom layers experiencing more tensile stresses. The elevated tensile 
stresses at the bottom of the deck were due to the restraining effect of the steel girders that are highest at 
the bottom of the deck. The tensile stresses were more pronounced at the girder top flange footprints due 
to the tie interface definition in the FE model. This figure also shows that the tensile stresses were locally 
higher at the pier center line and tend to reduce towards the mid-span. At the top of the deck, tensile 
stresses were higher in between the girder lines. The magnitude of the tensile stresses was not high 
enough to cause cracking. According to the lab data, the concrete specimen had a 90-day splitting tensile 
strength of 588 psi. 
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Figure 104. Longitudinal stress contours are shown for Pour 7 after simulating 150 days of drying shrinkage. The stress 
unit is ksi with positive indicating tensile stress. 


The longitudinal stresses were averaged across the pier centerline and compared in Figure 105 for top, 
center, and bottom of the deck cross-section. Several elements were selected near girders and between 
girders to capture the higher and lower stress regions in the averaging. The FE model prediction showed 
that after 150 days the tensile stress as high as 300 psi can develop across the deck cross-section with 
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bottom layers undergoing slightly higher tensile stress. Age-dependent creep behavior was included in 
this analysis case to capture stress relaxation with time. 
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Figure 105. Predicted average longitudinal stress is shown for the uniform shrinkage load case (Case 5). The stress unit 
is ksi with positive indicating tensile stress. 


Moisture Gradient 


Since the bridge decks are exposed to ambient air on the top and bottom sides, water movement takes 
place due to surface evaporation and moisture diffusion causing nonuniform cross-sectional moisture 
distribution, which in turn results in differential drying shrinkage. It is known that concrete subjected to 
daily cycling of RH in the field can approach the same shrinkage level as that caused by completed drying 
at a constant RH level. Therefore, the magnitude of differential shrinkage due to nonuniform RH 
distribution can become significantly greater than the thermal strains. In this case, if external restraints to 
the nonuniform volume change are added, it can lead to significant tensile stresses and cracking. 


To investigate the nonuniform moisture gradient effect, a two-week time frame was selected from June 
1st, 2020 where two rain events were observed causing significant ambient and concrete RH changes 
based on data collected from field instrumentation. Figure 106 shows the measured ambient and concrete 
RH with time for this time frame. Since the field instrumentation measured the in-place RH approximately 
1/2 inch from the top and bottom surface of the deck, the top and bottom concrete RH profiles were 
estimated by assuming a factor of 1.05 at the peaks and 0.95 at the valleys of RH readings at the nearest 
RH gauge. As shown, before the rain event, the mid-section RH sensor (4-2) had always higher RH with 
respect to the top and bottom sensors (4-3 and 4-1) when the ambient RH was low (dry condition), 
indicating the deck had lost more moisture from the top and bottom. After the first rain event, the 
ambient RH reached 100 percent RH from 25 percent in about 36 hours. Consequently, the top RH sensor 
located near the top surface measured a concrete RH of 100 percent, whereas the bottom RH sensor 
recorded 75 percent indicating at least 25 percent RH difference from top to bottom. 
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RH Variation vs Time 
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Figure 106. Deck cross-sectional and ambient RH variation recorded in early June 2020. 


To translate the RH data to FE model input, the cross-sectional RH measurements from top to bottom 
were first converted to shrinkage strain forms using Equations (3) and (4) then to equivalent temperatures 
by dividing to the CTE of concrete. Figure 107 shows the longitudinal stress contours on the bridge deck 
top and bottom in Pour 7 due to nonuniform RH gradient before and after the rain event discussed above. 
Before the rain event, the concrete RH difference between the top and bottom was relatively small in the 
range of 10 to 13 percent. After the ambient RH rose to 100 percent due to rain, the top surface RH also 
rose to 100 percent (a 53 percent increase). The bottom surface on the other hand reached 74 percent RH 
level, leaving a significant 26 percent RH difference between the top and bottom of the deck. As a result, 
higher shrinkage strains were expected to occur at the bottom rather than the top, leading to a substantial 
increase in tensile stresses at the deck soffit as shown in Figure 107. This is analogous to bottom layers 
cooling down with a higher rate relative to top layers of the deck that would lead to a similar conclusion. It 
is noted that no thermal strains were included in this particular load case and only the effect of cross- 
sectional RH gradient was studied. The thermal strains effect can be additive or subtractive which is 
discussed next. The tensile stresses observed at the bottom of the deck tend to be higher than concrete 
tensile strength particularly near the pier center line and at the lateral bracing locations solely from the 
moisture gradient observed that could lead to crack initiations in these regions. 
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Figure 107. Longitudinal stress contours are shown for Pour 7 before and after a rain event. The stress unit is ksi with 
positive indicating tensile stress. 


The longitudinal stresses were averaged across the pier centerline and compared in Figure 108 for top, 
center, and bottom of the deck cross-section. Several elements were selected near girders and between 
girders to capture the higher and lower stress regions in the averaging. The FE model prediction showed 
that right after the rain event (June 6th) the tensile stress as high as 700 psi can develop at the bottom 
layers reducing to 450 psi at the centroid. About 8 days after the rain, the ambient RH dropped back to 
the 20 percent range, causing the top deck to undergo more shrinkage relative to the centroid and 
bottom leading to Ao=+200 psi in this time frame. 
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Figure 108. Predicted average longitudinal stress is shown for the nonuniform RH gradient load case (Case 6). The 
stress unit is ksi with positive indicating tensile stress. 
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Combined Moisture and Temperature Gradient 


Results from the nonuniform moisture gradient case were combined with the measured temperature data 
of the same period to analyze the stress results from the nonuniform moisture gradient case were merged 
with the results from the nonuniform temperature gradient of the same period to analyze the combined 
effects of both actions. The starting point of this analysis case was chosen to correspond to the time when 
the deck mid-section had 65 percent RH and top to bottom showed an almost uniform temperature of 
82°F (28°C). The stress state was assumed to be zero at the beginning of this analysis case to study the 
relative stress changes due to RH and temperature gradients. Figure 109 shows the RH (left vertical axis) 
and temperature (right vertical axis) variations within the same time frame. It is clear from this figure that 
the peaks on the temperature profile coincide with valleys on the RH profile. In other words, concrete RH 
was always lower at the warmest time of the day and highest at the coldest time of the day. When the rain 
event started on or about June 6th, 2020, there was also a substantial decrease in the ambient 
temperature of about 55°F (30°C). In the previous section, it was shown that a reduction in concrete RH 
was analogous to concrete cooling down and an increase in concrete RH was similar to concrete heating 
up. As a result, it is shown that the combined effect of RH and temperature loading to be subtractive. 


RH Variation vs Time 
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Figure 109. Deck cross-sectional RH and temperature variation recorded in early June 2020. The red line indicates the 
starting point of the analysis Case 7 where a zero stress state was assumed. 


The longitudinal stresses were averaged across the pier centerline and compared in Figure 110 for top, 
center, and bottom of the deck cross-section. Several elements were selected near girders and between 
girders to capture the higher and lower stress regions in the averaging. The previously observed higher 
tensile stresses after the first rain event at the bottom and mid-section of the concrete deck have now 
been countered by compressive stresses that developed due to decreasing deck temperature. The FE 
model prediction also showed a spike in the top section tensile stress right after the rain event. This higher 
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tensile stress coincided with the time when concrete was cooling down from a previous peak temperature 
and the time when concrete RH was sharply increasing. 
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Figure 110. Predicted average longitudinal stress is shown for the combined nonuniform RH and temperature gradient 
load case (Case 7). The stress unit is ksi with positive indicating tensile stress. 


Early-Age Analysis Scenarios 


The early-age analysis scenarios were defined to identify potential causes of elevated tensile stresses 
within the first 14 days of the concrete deck after placement. This analysis section was focused on 
investigating the effectiveness of the alternative (WJE’s) curing recommendations on the stress 
performance of the deck. The calibrated 1- to 14-day material properties; such as modulus of elasticity 
and creep parameters, were used to capture the early age time-dependent response of the concrete deck. 
Four load cases were defined related to early-age deck conditions and analyzed. The first two load cases 
correspond to typical summer placement with a 4-day insulation period or without insulation but with 14- 
day wet curing. The third load case was to simulate typical winter placement with a 14-day insulation 
period, similar to what was done on the instrumented bridge. The fourth load case also corresponded to 
winter placement with 5-day curing period. Table 32 lists the four load cases considered for the early-age 
analysis. Since during the early-age analysis cases the concrete deck was either insulated or wet-cured 
before exposure to ambient conditions, the amount of drying shrinkage was assumed negligible, and only 
thermal loads were included. 


Table 32. Short-Term Analysis Case Details 


Load Case Placement Time _ Insulation Wet-Curing time Other factors considered 
No. 

1 Summer, 4 pm Yes, 0 to 4 days 4 days 

2 Summer, 4 pm No 14 days with plastic sheeting 

3 Winter, 4 pm Yes,Oto14days 14 days Enclosure heated for 14 days 
4 Winter, 4 pm Yes, 0 to 5 days 5 days Blankets and heating pipes 


applied from the top 
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Summer Placement 


The first two load cases correspond to summer placement to show the benefits of WJE's curing 
recommendations. In Case 1, insulation was applied for up to 4 days after placement. It was assumed that 
the concrete placement was completed by 4 pm with an initial temperature of 75°F (24°C). Girder initial 
temperatures were assumed 62°F (16.7°C). The ambient temperature fluctuated between 42°F (5.5°C) and 
80°F (27°C). At the end of the cure periods (4 or 14 days), it was assumed that the formwork and insulation 
were removed at noon. Thermal model simulations of all cases were performed using the 4C-Temp&Stress 
tool. Case 1 was simulated for up to 7 days. In Case 2, no insulation was included but 14 days of wet 
curing with plastic sheeting was considered before exposure to ambient temperature and Case 2 was 
simulated for up to 17 days. Other assumptions were the same as Case 1. 


Figure 111 illustrates the cross-sectional temperature histories of the first two cases. The horizontal axis 
represents time in hours. Curves A to G correspond to deck top to bottom surfaces, respectively. The 
procedure to prepare the cross-sectional temperature inputs for the FE model was the same as previously 
discussed. 
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Figure 111. Case 1 and Case 2 concrete cross-sectional temperature cycles for summer placement scenarios. A to G 
represent deck top to bottom, respectively. 


The longitudinal stresses were averaged across the pier centerline and compared in Figure 112 for the top, 
center, and bottom of the deck cross-section. Several elements were selected near girders and between 
girders to capture the higher and lower stress regions in the averaging. In the stress analysis of short-term 
cases, it was assumed that the first 24 hours was the zero-stress state in which no stresses could develop 
due to thermal straining. In Case 1, the FE model predicted little to no tensile stress within the 4-day 
curing period with insulation. The stress mode remained in the compression zone (negative stress) varying 
almost uniformly in this period with the peak to peak amplitude of about 150 psi (AOmax=150 psi). The 
average 5-day splitting tensile strength was 355 psi, so cracking would not be expected. Upon removal of 
insulation and exposure to ambient temperature at day 4, nonuniform stresses develop top to bottom 
with the top surface having a higher stress amplitude of 250 psi (AOmax=150 psi). The result of analysis 
Case 1 showed slight increase in tensile stresses after exposure to normal ambient temperatures. Analysis 
Case 2 on the other hand, showed a small tensile stress magnitude up to 40 psi from the first day of 
curing, however, the stress amplitude remained almost equal to the Case 1 result. The result of analysis 
Case 2 also showed no elevated tensile stresses after exposure to normal ambient temperatures. 
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Figure 112. Average cross-sectional longitudinal stress is shown for short-term analysis Case 1 and Case 2. The stress 
unit is ksi with positive indicating tensile stress. 
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Winter Placement 


The third and fourth cases correspond to winter placement. In case three, insulation and enclosure heating 
from the deck bottom was applied for up to 14 days after placement. It was assumed that the concrete 
was placed by 4 pm with an initial temperature of 67°F (20°C). Girder's initial temperature was assumed 
77°F (25°C). The ambient temperature fluctuated between 12°F (-11°C) and 36°F (2°C). It was assumed that 
the formwork and insulation were removed at noon. The thermal model simulation was performed using 
the 4C-Temp&Stress tool. Case 3 was simulated for up to 16 days. 


In load case four, blankets and heating pipes were applied from the top of the deck for up to 5 days after 
placement. It was assumed that the concrete was placed by 4 pm with an initial temperature of 67°F (20°C). 
Girder's initial temperature was 57°F (14°C). Girders received no heating exposure from the curing 
procedure, and they were assumed to fluctuate with ambient temperature. The ambient temperature 
fluctuated between 25°F (-4°C) and 52°F (11°C). It was assumed that the formwork and insulation were 
removed at night. Case 4 was simulated for up to 5 days. Figure 113 shows the cross-sectional 
temperature histories of the winter placement cases. The horizontal axis represents hours after placement. 
Curves A to G correspond to deck top to bottom surfaces, respectively. In case 3, the insulation and 
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enclosure heating application kept the deck temperature range between 59 and 68°F (15 and 20°C) for 14 
days after the initial hydration heat dissipated. The procedure to prepare the cross-sectional temperature 
inputs for the FE model was the same as previously discussed. 
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Figure 113. Case 3 (top) and Case 4 (bottom) concrete cross-sectional temperature cycles for winter placement. A to G 
represent deck top to bottom, respectively. 


The longitudinal stresses were averaged across the pier centerline and compared in Figure 114 for top, 
center, and bottom of the deck cross-section. Several elements were selected near girders and between 
girders to capture the higher and lower stress regions in the averaging. It was assumed that the first 24 
hours was the zero-stress state in which no stresses could develop due to thermal straining. In Case 3, the 
FE model predicted small tensile stress of 40 psi within the first 4 days of the curing period when the heat 
of hydration was dissipating. After that, the stress mode remained well in the compression zone (negative 
stress) for the 14-day insulation and enclosure heating period with the peak-to-peak amplitude of about 
75 psi (AOmax=75 psi). Upon removal of insulation and exposure to ambient temperature at day 14, 
nonuniform stresses develop top to bottom; however, due to cold ambient temperatures, the cross- 
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sectional stresses remained in the compressive zone. Therefore, the result of analysis Case 3 showed no 
elevated tensile stresses after exposure to normal ambient temperatures. 


In Case 4, the FE model predicted elevated tensile stress of 200 to 300 psi at the top of the deck within the 
first 5 days after placement. The early-age splitting tensile stress of the material ranges between 200 to 
350 psi. The bottom of the deck remained in the compression zone. The elevated tensile stresses at the 
top of the deck can be explained by the deck being heated only from the top. At the peak of hydration 
heat, there was a 36°F (20°C) temperature difference from the top of the deck to the girders. After the 
hydration, the concrete deck cools down at a higher rate relative to girders that are already exposed to 
cold ambient temperature. The contraction of the concrete deck, particularly at the top surface, is 
restrained by steel girders that result in the development of tensile stresses equal to splitting tensile 
strength. 
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Figure 114. Average cross-sectional longitudinal stress is shown for early-age analysis Case 3. (top) and Case 4 
(bottom) The stress unit is ksi with negative indicating compressive stress. 


Sensitivity Study 
Girder Restraint 


Deck restraining can be classified into two broad categories, internal and external restraints. Internal 
restraints are provided by bridge reinforcement and due to nonuniform cross-sectional temperature or 
moisture gradients. In the composite deck system, the external restraint is predominantly provided by 
girders due to the presence of shear studs and friction between deck and girder top flange. The degree of 
restraint is defined as the ratio of actual stress resulting from volume change to the stress that would 
result if completely restrained. In this study, in addition to the base-line model, two other cases with 
different degrees of constraint were selected to investigate the girder restraining effect on deck response 
to thermal loads. As previously discussed, the baseline model represented a fully composite deck-girder 
system without any allowance for slippage of the concrete deck. Consequently, Case 2 and Case 3 
represent partial composite and non-composite deck systems. To estimate the degree of restraint in each 
case, an average cross-sectional stress response due to a temperature change of 18°F (10°C) was 
compared to a case where a concrete section was fully restrained. Table 33 lists all the cases included in 
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this section. The cases outlined in this table were all subjected to the same temperature profiles previously 
introduced as Case 3 in Figure 99. 


Table 33. Cases Considered to Investigate Girder Restraint Effect on Concrete Deck Stress Response 


Case No. Case Name, Condition Deck Slippage Allowed? Average Degree of Restraint 
1 Base-line, full composite No 50% 

2 Partial Composite Yes, some slipage 29% 

3 Non-composite Yes, more slipage 0% 


In each case, the longitudinal stresses were averaged across the pier centerline and compared in 

Figure 115 for top, center, and bottom of the deck cross-section. Several elements were selected near 
girders and between girders to capture the higher and lower stress regions in the averaging. This figure 
showed that with the same diurnal temperature changes, the stress amplitude (max stress - min stress) 
decreases with a decrease in the degree of constraint. The most reduction in stress amplitude was 
observed at the deck mid-section for the non-composite case. Previously, it was argued that the second 
jumps in the tensile stresses at the top surface (t=12, 36, 60 hours) was due to a nonuniform temperature 
gradient. It is shown here that the stress magnitudes after these jumps remained unchanged due to a 
change in the degree of restraint provided by girders. In other words, the main cause of the jumps, the 
internal restraint because of the temperature gradient, was unaffected. Table 34 summarizes the percent 
change in stress amplitude due to different degrees of constraint. It is noted that despite a reduction in 
stress amplitude in the non-composite deck section, it will be unfavorable to design a non-composite 
deck when subjected to vehicular live loads. 
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Figure 115. Average cross-sectional longitudinal stress is shown for different degree of restraints at the top, center, 
and bottom of deck cross section. The stress unit is ksi with positive indicating tensile stress. 
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Table 34. Percent Change in Average Stress Due to Varying External Degree of Constraint 


Case No. Case Name, Average Degree Percent change in stress amplitude 
Condition of Restraint Top Canter Bottom 
1 Base-line, full 50% - - - 
composite 
2 Partial Composite 29% 12% 22% 17% 
3 Non-composite 0% 27% 66% 34% 
Deck Thickness 


Since the interaction of the deck and girders in a bridge is complex, the effect of deck thickness on the 
development of tensile stresses due to environmental actions is not consistent. However, increasing the 
deck thickness is believed to decrease the thermal stresses. To investigate the relationship between deck 
thickness and thermal stresses, two different deck thicknesses were analyzed in addition to the base-line 
deck (7.75-in., 6 and 10-in. decks were subjected to identical temperature profiles that were previously 
introduced in Case 3 of Figure 99. First, thermal analyses were performed on different deck sizes to 
develop the cross-sectional temperature profiles, and the results were used to input in the FE stress 
model. The effect of shrinkage and moisture gradient was not considered in the deck thickness sensitivity 
analysis. 


In each case, the longitudinal stresses were averaged across the pier centerline and compared in 

Figure 116 for top, center, and bottom of the deck cross-section. Several elements were selected near 
girders and between girders to capture the higher and lower stress regions in the averaging. The effect of 
deck thickness on thermal stress can be explained by two interacting phenomena, internal and external 
restraint. Thicker decks are more likely to develop a larger nonuniform temperature gradient that can 
cause elevated tensile stresses at the top surface when the deck is heating up. On the other hand, thicker 
decks are stiffer such that the effect of external restraint from the girders can be smaller. This translates 
into smaller deck movements due to girders expanding or contracting. Thinner decks tend to behave 
oppositely. The average thermal stress resultants shown in Figure 116 verify such perspective. At the upper 
layers of the deck, from t=23 to 34 hours, a positive increase in stress occurred (tensile). This tensile stress 
change was mainly due to the bridge deck conforming to girders expansion which is largest for the 
thinner deck and smallest for the thicker deck. Consequently, from t=34 to 38 hours in the same graph, a 
steeper positive increase in stress occurred which was mainly due to the temperature gradient developed 
at the warmest time of the day. This second tensile stress jump was higher in the thicker deck suggesting 
that there existed a larger nonuniform temperature gradient. Stress magnitudes at the lower layers of the 
deck were higher in the thinner deck as a result of the more pronounced girder restraint effect at these 
levels. 
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Figure 116. Average cross-sectional longitudinal stress is shown for different deck thicknesses at the top, center, and 
bottom of deck cross section. The stress unit is ksi with positive indicating tensile stress. 


Summary and Conclusions 


Nonlinear FE simulations were performed to investigate the stresses developed due to environmental 
actions on the concrete bridge deck on steel girders. A 3D finite element model of Rarus/Silver Bow Creek, 
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Bridge D, located in Butte, Montana was constructed and analyzed in Abaqus v2020. The FE model 
included the full-length deck geometry, girders, and lateral braces. Effects of nonuniform temperature and 
moisture gradients and drying shrinkage on tensile stress development were investigated on later-age 
concrete. Cross-sectional temperature histories were identified for diurnal summer and winter 
temperatures focusing on rigorous ambient temperature drops and rises. The nonuniform moisture 
gradient effect was investigated considering severe RH gains and losses before and after a rain event. 
Early-age stress analyses were conducted aiming to compare the early-age deck performance subjected to 
different curing methods and placement times. For early-age FE simulations, temperature histories, 
changing mechanical properties with age, and creep effects were included. Additionally, analyses were 
carried out for the sensitivity of the tensile stress in the concrete deck to variations in the degree of 
restraint and deck thickness. 


Based on the FE analyses performed, the following conclusions are drawn: 


1. Stresses in concrete deck due to restrained thermal, moisture and shrinkage are nonlinear across the 
depth of member. 


2. Inthe morning and afternoon hours, the temperature gradient is generally higher. The largest cross- 
sectional temperature gradient is observed when the top surface of the deck is warmest. At this time, 
due to the effect of solar radiation, the top of the deck is always warmer than the ambient 
temperature. 


3. During the evening and night hours, the deck starts to cool down. At the beginning of the evening 
hours, the top surface has a faster rate of heat loss. When the cooling rate at the upper layers 
becomes stable, the deck shows an almost uniform temperature drop due to lack of solar radiation 
until the next heating cycle begins. 


4. Stress analysis at the later ages showed that with ambient AT=+55°F (30°C) a stress amplitude of 400 
psi can develop at the top surface. The largest net tensile stress however was predicted to happen at 
the bottom of the deck. The net tensile stress magnitude due to ambient AT=+55 to 70°F (30 to 39°C) 
was predicted to be 250 to 300 psi. 


5. At the warmest time of a summer day, there can exist a nonlinear temperature gradient of 19°F (10°C) 
between the top and bottom of the concrete deck. Such a thermal gradient can create tensile stress of 
200 psi in magnitude at top layers. 


6. Wintertime FE simulation at a later ages showed that mostly compressive stresses can develop due to 
bridge cooling down. Thermal simulations showed that the cross-sectional temperature gradient on a 
winter night was small leading to an almost uniform temperature drop in the deck. Stress simulation 
predicted that compressive stress amplitudes of 400 to 500 psi can develop when the ambient 
temperature drops 50 to 65°F (27 to 36°C). 


7. The development of tensile stresses in the deck due to bridge warming up or compressive stresses 
due to bridge cooling down is mainly attributed to the difference between the coefficient of thermal 
expansion of steel girders and concrete deck. In the composite deck system, steel girders have higher 
stiffness and thermal expansion coefficient that are prone to more expansion and contraction 
resulting in deck tensile and compressive stresses, respectively. 
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The FE simulation showed that the tensile stresses developed due to restraint drying shrinkage of the 
concrete deck can be as high as 300 psi. Shrinkage stress simulation was conducted for up to 150 days 
after concrete placement. The FE simulation results signify the long-term importance of the drying 
shrinkage effect, especially when combined with diurnal temperature changes that can result in 
elevated tensile stresses and increased cracking risk of the concrete deck. 


The stress analysis of nonuniform moisture gradient suggested that there can exist a significant RH 
gradient throughout the deck after a rain event that can lead to higher RH at the top surface causing 
elevated tensile stresses at the bottom of the deck. Due to the moisture gradient alone, tensile 
stresses as high as 250 to 300 psi were predicted to develop at the lower depths of the concrete deck. 


FE analysis of the combined moisture and temperature gradient showed that the effect of these two 
phenomena can be subtractive. Although, additional modeling would be needed to confirm that this 
is always the case based on seasonal changes in relative humidity and temperature. It was shown that 
the higher tensile stresses at the centroid and bottom of the deck due to moisture gradient were 
partially offset by compressive stresses that can develop as a result of the bridge cooling down during 
the rain event. 


The early-age simulation results for the summer placement showed that application of insulation 
within the first few days after placement can effectively keep the tensile stresses low when compared 
to the case with no insulation. Within the two cases considered for the summer placement, no 
significant tensile stresses were predicted after the removal of the insulation and curing measures. 


In general, the stress analysis of the winter placement with heating enclosure from the bottom of the 
deck showed a better performance in terms of the development of tensile stresses. Deck stresses due 
to the application of insulation from the top and heating from the bottom resulted in no tensile 
stresses in the concrete deck. After removal of the insulation and heat and exposure to the cold 
ambient temperature, concrete temperature sharply dropped which caused large compressive stresses 
to develop top to bottom. 


In cold-weather placement, the application of a heating source only from the top is not effective in 
reducing the tensile stresses. There exists a large temperature gradient from the top of the concrete 
deck to the steel girders that are exposed to cold ambient temperatures. This will cause the 
development of tensile stresses as high as 300 psi and increased top-surface cracking risk within the 
first 3 days after placement. 


Sensitivity analyses on the thicker or thinner decks show a slight decrease in tensile stresses when 
going from a 6 inch deck to a7.75 inch deck, but to a much lesser extent when going from 7.75 inch 
deck to a 10 inch deck. 


The sensitivity analyses on the degree of restraint did not produce any practical and significant 
decrease in tensile stresses due to diurnal temperature cycles. 
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Figure A1. Temperature data - Russell Street Bridge Phase | (NB), Placement 1, Sensor Location 1 
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Figure A2. Temperature data - Russell Street Bridge Phase | (NB), Placement 1, Sensor Location 2 
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Figure A3. Temperature data - Russell Street Bridge Phase | (NB), Placement 1, Sensor Location 3 
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Figure A4. Temperature data - Russell Street Bridge Phase | (NB), Placement 2, Sensor Location 1 
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Figure A5. Temperature data - Russell Street Bridge Phase | (NB), Placement 2, Sensor Location 2 
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Figure A6é. Temperature data - Russell Street Bridge Phase | (NB), Placement 2, Sensor Location 3 
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Figure A7. Temperature data - Russell Street Bridge Phase | (NB), Placement 3, Sensor Location 1 
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Figure A8. Temperature data - Russell Street Bridge Phase | (NB), Placement 3, Sensor Location 2 
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Figure AQ. Temperature data - Russell Street Bridge Phase | (NB), Placement 3, Sensor Location 3 
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Figure A10. Temperature data - Russell Street Bridge Phase | (NB), Placement 4, Sensor Location 1 


FINAL REPORT | WJE NO. 2019.2214 | OCTOBER 6, 2021 Page A5 


120 


100 


80 


60 


Temperature (°F) 


40 


20 


) 


3/19/19 3/20/19 3/21/19 3/22/19 3/23/19 3/24/19 3/25/19 3/26/19 


MDT-313162 - Bridge Deck Cracking Consulting Services 
Appendix A - Deck Curing Temperature Data 


Sensors 
—®Concrete 1 
—*Concrete 2 
—*Concrete 3 


—eAmbient 


Date 


Figure A11. Temperature data - Russell Street Bridge Phase | (NB), Placement 4, Sensor Location 2 
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Figure A12. Temperature data - Russell Street Bridge Phase | (NB), Placement 4, Sensor Location 3 
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Figure A13. Temperature data - Russell Street Bridge Phase | (NB), Placement 5, Sensor Location 1 
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Figure A14. Temperature data - Russell Street Bridge Phase | (NB), Placement 5, Sensor Location 2 
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Figure A15. Temperature data - Russell Street Bridge Phase II (SB), Placement 1, Sensor Location 1b 
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Figure A16. Temperature data - Russell Street Bridge Phase II (SB), Placement 2, Sensor Location 2 
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Figure A17. Temperature data - Russell Street Bridge Phase II (SB), Placement 2, Sensor Location 2a 
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Figure A18. Temperature data - Russell Street Bridge Phase II (SB), Placement 3, Sensor Location 3/3a 
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Figure A19. Temperature data - Russell Street Bridge Phase II (SB), Placement 4, Sensor Location 4 
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Figure A20. Temperature data - Russell Street Bridge Phase II (SB), Placement 4, Sensor Location 4b 
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Figure A21. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 1, Middle 
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Figure A22. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 1, North 
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Figure A23. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 1, Middle 


120 

100 
c 80 
oO Sensors 
5 
5 60 —*-Concrete 1 
4 —*Concrete 2 
E —*Concrete 3 
Fe 40 

—eAmbient 

20 

(6) 

8/29/17 8/30/17 8/31/17 9/1/17 9/2/17 9/3/17 9/4/17 9/5/17 9/6/17 


Date 


Figure A24. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 1, South 
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Figure A25. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 2, North 


120 
100 
ir 80 
oO Sensors 
5 
B 60 — Concrete 1 
4 —eConcrete 2 
E —*Concrete 3 
Fe 40 
—eAmbient 
20 
) 
8/30/17 8/31/17 9/1/17 9/2/17 9/3/17 9/4/17 9/5/17 9/6/17 9/7/17 9/8/17 9/9/17 


Date 


Figure A26. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 2, Middle 
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Figure A27. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 2, South 
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Figure A28. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 3, North 
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Figure A29. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 3, Middle 
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Figure A30. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 3, South 
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Figure A31. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 4, North 
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Figure A32. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 4, Middle 
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Figure A33. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 4, South 
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Figure A34. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 5, North 
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Figure A35. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 5, Middle 
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Figure A36. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 5, South 
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Figure A37. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 6, North 
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Figure A38. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 6, Middle 
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Figure A39. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 6, South 
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Figure A40. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 7, North 
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Figure A41. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 7, Middle 
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Figure A42. Temperature data - Capitol-Cedar Bridge Phase II (NB), Placement 7, South 
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Figure A43. Temperature data - West Laurel Bridge Phase | (EB), Placement 1, Right 
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Figure A44. Temperature data - West Laurel Bridge Phase | (EB), Placement 1, Middle 
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Figure A45. Temperature data - West Laurel Bridge Phase | (EB), Placement 1, Left 
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Figure A46. Temperature data - West Laurel Bridge Phase | (EB), Placement 2, Left 


FINAL REPORT | WJE NO. 2019.2214 | OCTOBER 6, 2021 Page A23 


MDT-313162 - Bridge Deck Cracking Consulting Services 
Appendix A - Deck Curing Temperature Data 


120 
100 
tc 30 
a 
o Sensors 
= ———SSaeee 
3 60 —@Concrete 1 
¢ —-Concrete 2 
= —*Concrete 3 
Fe 40 
—eAmbient 
20 
(6) 
6/22/18 6/23/18 6/24/18 6/25/18 6/26/18 6/27/18 6/28/18 6/29/18 
Date 


Figure A47. Temperature data - West Laurel Bridge Phase | (EB), Placement 3, Left 
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Figure A48. Temperature data - West Laurel Bridge Phase | (EB), Placement 3, Middle 
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Figure A49. Temperature data - West Laurel Bridge Phase | (EB), Placement 3, Right 
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Figure A50. Temperature data - West Laurel Bridge Phase | (EB), Placement 4, Left 
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Figure A51. Temperature data - West Laurel Bridge Phase | (EB), Placement 4, Middle. Dotted ovals indicate unreliable 
data. 
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Figure A52. Temperature data - West Laurel Bridge Phase | (EB), Placement 4, Right. Dotted ovals indicate unreliable 
data. 
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Figure A53. Temperature data - West Laurel Bridge Phase | (EB), Placement 5, LT_EE. Dotted ovals indicate unreliable 
data. 


120 
100 
tc 80 
ou 
o Sensors 
= 
3 60 —*Concrete 1 
2 ——Concrete 2 
- ——Concrete 3 
Fe 40 
——Ambient 
20 
0 
6/29/18 6/30/18 7/1/18 7/2/18 7/3/18 7/4/18 7/5/18 7/6/18 7/7/18 7/8/18 7/9/18 


Date 


Figure A54. Temperature data - West Laurel Bridge Phase | (EB), Placement 5, LT_WE 
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Figure A55. Temperature data - West Laurel Bridge Phase | (EB), Placement 5, RT_WE 
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Figure A56. Temperature data - West Laurel Bridge Phase II (WB), Placement 1, North 
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Figure A57. Temperature data - West Laurel Bridge Phase II (WB), Placement 1, Middle 
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Figure A58. Temperature data - West Laurel Bridge Phase I! (WB), Placement 1, South 


120 
100 
ic 80 
ou 
o Sensors 
= 
2 60 —*Concrete 1 
- ——Concrete 2 
- — Concrete 3 
Fe 40 
——Ambient 
20 
0 
9/26/19 9/27/19 9/28/19 9/29/19 9/30/19 10/1/19 10/2/19 10/3/19 
Date 


Figure A59. Temperature data - West Laurel Bridge Phase I! (WB), Placement 2, North 
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Figure A60. Temperature data - West Laurel Bridge Phase I! (WB), Placement 2, Middle 
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Figure A61. Temperature data - West Laurel Bridge Phase II (WB), Placement 2, South 
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Figure A62. Temperature data - Whitehall Bridge, Span 1 - All data 


5/22/18(4pm) to 5/24/18(10am) - Span 1, Start of Recorder, The Pour(S/23/18), Water Cure, 
Just past water stopped, Plastic and Blankets were placed over the deck. Concrete 22hrs old. 
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Figure A63. Temperature data - Whitehall Bridge, Span 1 - Data for the first 22 hours 
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Figure A64. Temperature data - Whitehall Bridge, Span 2 - All data 


5/22/18(4pm) to 5/24/18(10am) - Span 2, Start of Recorder, The Pour(5/23/18), Water Cure, 
Just past water stopped, Plastic and Blankets were placed over the deck. Concrete 22hrs old. 
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Figure A65. Temperature data - Whitehall Bridge, Span 2 - Data for the first 22 hours 
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Figure A66. Temperature data - Whitehall Bridge, Span 3 - All data 


5/22/18(4pm) to 5/24/18(10am) - Span 3, Start of Recorder, The Pour(5/23/18), Water Cure, 
Just past water stopped, Plastic and Blankets were placed over the deck. Concrete 22hrs old. 
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Figure A67. Temperature data - Whitehall Bridge, Span 3 - Data for the first 22 hours 
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Figure A68. Temperature data - Garrison Bridge, Placement 1, Southern location. Blanket was mistakenly removed too 
early as noted in MDT Memorandum dated 9/25/2018. 
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Figure A69. Temperature data - Garrison Bridge, Placement 2, Southern location 
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